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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-120752
	R3-121030
	Correction of AbsoluteTime
	36.444
	37
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121349
	Correction on Emergency ARP Value
	36.423
	513
	1
	A
	11.0.0
	TEI11
	Rel-11

	RP-120752
	R3-121386
	Introduction of Extended S-RNTI
	25.423
	1750
	1
	B
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121387
	Correction on Emergency ARP Value
	36.413
	998
	2
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121402
	Improved granularity for the time UE stayed in cell
	36.413
	1007
	1
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121403
	Improved granularity for the time UE stayed in cell
	36.423
	516
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-120752
	R3-121404
	Improved granularity for the time UE stayed in cell
	25.413
	1172
	1
	F
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121405
	Correction of ASN.1 Concerning the Presence of extendedMCE-ID
	36.444
	40
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-120752
	R3-121410
	Introduction of the new IE for cell reselection from UTRA connected mode
	25.413
	1167
	2
	B
	10.5.0
	TEI11
	Rel-11

	RP-120752
	R3-121472
	Correction on MBMS Session Start and Stop procedures in M2 interface
	36.443
	63
	3
	F
	10.5.0
	TEI11
	Rel-11
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