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<Change #1>

A.7.3.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.1.1-1, A.7.3.1.1-2 and A.7.3.1.1-3 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.1.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 

--- UNCHANGED TEXT ---

Table A.7.3.1.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	4
	1

	PDCCH_RB
	dB
	4
	1

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-4.7
	-9.5
	-13.5
	-4.7
	-9.5
	-13.5

	
[image: image1.wmf]oc
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.1.1-1.


Table A.7.3.1.1-3: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	4
	1

	PDCCH_RB
	dB
	4
	1

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.4
	-5.5
	-11.5
	-2.3
	-6.2
	-12.2
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.1.1-1.


--- UNCHANGED TEXT ---
A.7.3.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.2.1-1 and A.7.3.2.1-2 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.2.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 
--- UNCHANGED TEXT ---
Table A.7.3.2.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring tests # 1 and # 2

	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	`

0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.4
	-5.5
	-11.5
	-6.4
	-1.4
	-2.3
	-6.2
	-12.2
	-7.3
	-2.3
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.2.1-1.


--- UNCHANGED TEXT ---

A.7.3.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.3.1-1, A.7.3.3.1-2 and A.7.3.3.1-3 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.3.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. 
--- UNCHANGED TEXT ---

 Table A.7.3.3.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	4
	1

	PDCCH_RB
	dB
	4
	1

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-5.1
	-9.1
	-13.1
	-5.2
	-9.2
	-13.2
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	AWGN
	AWGN

	Note 1:
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.3.1-1.


Table A.7.3.3.1-3: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 3 and # 4

	Parameter
	Unit
	Test 3
	Test 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	4
	1

	PDCCH_RB
	dB
	4
	1

	PBCH_RA
	dB
	0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-1.4
	-5.3
	-11.3
	-2.3
	-5.9
	-11.9
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.3.1-1.


--- UNCHANGED TEXT ---

A.7.3.4.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.4.1-1 and A.7.3.4.1-2 below. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.4.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. 
--- UNCHANGED TEXT ---

Table A.7.3.4.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for in-sync radio link monitoring tests # 1 and # 2

	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	0
	-3

	PCFICH_RB
	dB
	4
	1

	PDCCH_RA
	dB
	0
	-3

	PDCCH_RB
	dB
	0
	-3

	PBCH_RA
	dB
	`

0
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-1.4
	-5.3
	-11.3
	-6.4
	-1.4
	-2.3
	-5.9
	-11.9
	-7.3
	-2.3
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	ETU 70 Hz

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.4.1-1.


--- UNCHANGED TEXT ---

A.7.3.5.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.5.1-1, A.7.3.5.1-2, A.7.3.5.1-3 and A.7.3.5.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.5.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
--- UNCHANGED TEXT ---

Table A.7.3.5.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2 in DRX
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	1x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	-3
	0

	PCFICH_RB
	dB
	1
	4

	PDCCH_RA
	dB
	1
	4

	PDCCH_RB
	dB
	1
	4

	PBCH_RA
	dB
	-3
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
	
	

	SNR Note 6
	dB
	-2.3
	-6.2
	-12.2
	-4.7
	-9.5
	-13.5
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.5.1-1.


--- UNCHANGED TEXT ---

A.7.3.6.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.6.1-1, A.7.3.6.1-2, A.7.3.6.1-3 and A.7.3.6.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.6.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
--- UNCHANGED TEXT ---

Table A.7.3.6.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring test # 1 in DRX

	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD

	(A, (B
	
	0

	PCFICH_RB
	dB
	4

	PDCCH_RA
	dB
	0

	PDCCH_RB
	dB
	0

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote1
	dB
	

	OCNG_RBNote1 
	dB
	

	SNR Note 8
	dB
	-4.7
	-9.5
	-13.5
	-8.7
	-4.7
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	dBm/15 kHz
	-98

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:  
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.6.1-1.


--- UNCHANGED TEXT ---
A.7.3.7.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.7.1-1, A.7.3.7.1-2, A.7.3.7.1-3 and A.7.3.7.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.7.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
--- UNCHANGED TEXT ---
Table A.7.3.7.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for out-of-sync radio link monitoring tests # 1 and # 2 in DRX
	Parameter
	Unit
	Test 1
	Test 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	1x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	-3
	0

	PCFICH_RB
	dB
	1
	4

	PDCCH_RA
	dB
	1
	4

	PDCCH_RB
	dB
	1
	4

	PBCH_RA
	dB
	-3
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote3
	dB
	
	

	OCNG_RBNote3 
	dB
	
	

	SNR Note 8
	dB
	-2.3
	-5.9
	-11.9
	-5.1
	-9.1
	-13.1
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 70 Hz
	AWGN

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:   
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:    
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.7.1-1.


--- UNCHANGED TEXT ---
A.7.3.8.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.8.1-1, A.7.3.8.1-2, A.7.3.8.1-3 and A.7.3.8.1-4. There is one cell (cell 1), which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.8.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.

--- UNCHANGED TEXT ---
Table A.7.3.8.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for in-sync radio link monitoring test # 1 in DRX

	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Correlation Matrix and Antenna Configuration
	
	1x2 Low 

	Special subframe configurationNote1
	
	6

	Uplink-downlink configurationNote2
	
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD

	(A, (B
	
	0

	PCFICH_RB
	dB
	4

	PDCCH_RA
	dB
	0

	PDCCH_RB
	dB
	0

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	SNR Note 8
	dB
	-5.1
	-9.1
	-13.1
	-9.1
	-5.1
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	dBm/15 kHz
	-98

	Propagation condition
	
	AWGN

	Note 1: 
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:   
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:  
 SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:    
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.8.1-1.


--- UNCHANGED TEXT ---
A.7.3.9.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell under time domain measurement resource restriction. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.9.1-1 and A.7.3.9.1-2 below. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.9.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 

Non-MBSFN ABS pattern is configured in the aggressor Cell 2 in this test. The UE is configured by higher layers with a time domain measurement restriction pattern for performing serving cell measurements. The patterns shall be configured prior to the start of T1.
Table A.7.3.9.1-1: General test parameters for E-UTRAN FDD out-of-sync testing under time domain measurement resource restriction with non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	PCFICH/PDCCH/PHICH parameters
	
	R.9.FDD
	As specified in section A.3.1.2.1. 
None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.2 FDD
	As specified in section A.3.2.1.2.

	Serving cell (PCell)
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	Neighbor cell
	
	Cell 2
	Aggressor cell on E-UTRA RF channel number 1

	Neighbor cell ABS configuration
	
	Non-MBSFN  ABS
	

	CP length
	
	Normal
	

	E-UTRA RF Channel Number
	
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	Correlation Matrix and Antenna Configuration are defined in TS 36.101 [5] Annex B.2.3.2

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	3
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level
	CCE
	8
	

	
	(A, (B
	
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	

	DRX
	
	OFF
	

	Layer 3 filtering
	
	Enabled
	Counters:: N310 = 1; N311 = 1

	T310 timer
	ms
	0
	T310 is disabled

	T311 timer
	ms
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213.

	CQI reporting periodicity
	ms
	2
	Minimum CQI reporting periodicity

	Time offset between cells
	
	3 (s
	Synchronous cells

	T1
	s
	1
	

	T2
	s
	0.4
	

	T3
	s
	0.5
	

	Physical cell ID PCI
	
	(PCIcell1-PCIcell2 )mod3 != 0
	Cell IDs are chosen such that CRS from cells 1 and 2 do not overlap in frequency

	ABS pattern
	
	‘1000000010000000100000001000000010000000’
	FDD ABS Pattern Info IE, as defined in TS 36.423, clause 9.2.54. Configured in Cell 2.
The first/leftmost bit corresponds to the PCell subframe #0 SFN 0. No MBSFN subframes are cofigured in the ABS subframes.

	Time domain measurement resource restriction pattern
	
	‘1000000010000000100000001000000010000000’
	 Time domain measurement resource restriction pattern for serving cell measurement signalled to the UE in message measSubframePattern-Serv-r10 as defined in TS 36.331, clause 6.3.2.

	Note 1: 
PDCCH/PCFICH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel


Table A.7.3.9.1-2: Cell specific test parameters for E-UTRAN FDD for out-of-sync radio link monitoring under time domain measurement resource restriction with non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	OCNG Pattern defined in A.3.2.1 (FDD)
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	1

	PDCCH_RA
	dB
	1
	1

	PDCCH_RB
	dB
	1
	1

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
	
	

	SNR Note 6
	dB
	-1.3
	-5.4
	-12.4
	[5]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU 30 Hz
	ETU 30 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. There is no PDSCH allocated in ABS subframes in Cell 2.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal quality, signal-to-interference-plus-noise ratio, on the CRS REs.

Note 6:
The SNR in the restricted measurement subframes during time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.9.1-1.


--- UNCHANGED TEXT ---
A.7.3.10.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell under time domain measurement resource restriction. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.
The test parameters are given in Tables A.7.3.10.1-1 and A.7.3.10.1-2 below. There are two cells, cell 1 is the serving cell and cell 2 is the neigbhor aggressor cell. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.3.10.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms. 
Non-MBSFN ABS pattern is configured in Cell 2 in this test. The UE is configured by higher layers with a time domain measurement restriction pattern for performing serving cell measurements. The patterns shall be configured prior to the start of T1.
--- UNCHANGED TEXT ---
Table A.7.3.10.1-2: Cell specific test parameters for E-UTRAN TDD for out-of-sync radio link monitoring under time domain measurement resource restriction with non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	1

	PDCCH_RA
	dB
	1
	1

	PDCCH_RB
	dB
	1
	1

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3 
	dB
	
	

	SNR Note 8
	dB
	-1.3
	-5.4
	-12.4
	[5]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30
	ETU30

	Note 1:
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. There is no PDSCH allocated in ABS subframes in Cell 2.
Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:
The SNR in time periods T1, T2 and T3 of active cell is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.3.10.1-1.


--- UNCHANGED TEXT ---

A.7.3.11.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.11.1-1 and A.7.3.11.1-2 below. There are two cells in the test: Cell 1 is the Active cell and Cell 2 is the Neighbor cell. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.11.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms. 

Non-MBSFN ABS pattern is configured in Cell 2 in this test. The UE is configured by higher layers with a time domain measurement restriction pattern for performing serving cell measurements. The patterns shall be configured prior to the start of T1.
--- UNCHANGED TEXT ---
Table A.7.3.11.1-2: Cell specific test parameters for E-UTRAN FDD for in-sync radio link monitoring under time domain measurement resource restriction
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	PCFICH/PDCCH/PHICH parameters
	
	R.9 FDD
	R.9 FDD

	Number of Control OFDM symbols
	
	3
	3

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.2 FDD
	OP.2 FDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	1

	PDCCH_RA
	dB
	-3
	-3

	PDCCH_RB
	dB
	-3
	-3

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	-1.3
	-5.4
	-12.4
	-7.3
	-1.3
	[5]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30 
	ETU30

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2, T3, T4 and T5 of the active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.11.1-1.


--- UNCHANGED TEXT ---
A.7.3.12.1
Test Purpose and Environment

The purpose of this test is to verify that the UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the serving cell. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in section 7.6.

The test parameters are given in Tables A.7.3.12.1-1 and A.7.3.12.1-2 below. There are two cells in the test: Cell 1 is the Active cell and Cell 2 is the Neighbor cell. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.3.12.1-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 1 ms.

Non-MBSFN ABS pattern is configured in the aggressor Cell 2 in this test. The UE is configured by higher layers with a time domain measurement restriction pattern for performing serving cell measurements. The patterns shall be configured prior to the start of T1.

--- UNCHANGED TEXT ---
Table A.7.3.12.1-2: Cell specific test parameters for E-UTRAN TDD for in-sync radio link monitoring under time domain measurement resource restriction
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low 

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1

	PCFICH/PDCCH/PHICH parameters
	
	R.9 TDD
	R.9 TDD

	Number of Control OFDM symbols
	
	3
	3

	OCNG Pattern defined in A.3.2.2 (TDD) 
	
	OP.2 TDD
	OP.2 TDD

	(A, (B
	
	-3
	-3

	PCFICH_RB
	dB
	1
	1

	PDCCH_RA
	dB
	-3
	-3

	PDCCH_RB
	dB
	-3
	-3

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3 
	dB
	
	

	SNR Note 8
	dB
	-1.3
	-5.4
	-12.4
	-7.3
	-1.3
	[5]
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	dBm/15 kHz
	-98
	-98

	Propagation condition
	
	ETU30
	ETU30

	Note 1:
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:
The SNR in time periods T1, T2, T3, T4 and T5 of active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.12.1-1.


--- UNCHANGED TEXT ---
<End of change #1>

<Change #2>

8.1.2.2.1
E-UTRAN FDD intra frequency measurements

8.1.2.2.1.1
E-UTRAN intra frequency measurements when no DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.1 and 9.1.2.2 and RSRQ related side conditions given in Section 9.1.5.1 are fulfilled for a corresponding Band,
-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band.
--- UNCHANGED TEXT ---
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1.
8.1.2.2.1.1.1
Measurement Reporting Requirements

8.1.2.2.1.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
8.1.2.2.1.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.1.1.3 Event Triggered Reporting.

8.1.2.2.1.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
--- UNCHANGED TEXT ---
8.1.2.2.1.2

E-UTRAN intra frequency measurements when DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.1 and 9.1.2.2 and RSRQ related side conditions given in Section 9.1.5.1  are fulfilled for a corresponding Band,
-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band
--- UNCHANGED TEXT ---
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1.
8.1.2.2.1.2.1
Measurement Reporting Requirements

8.1.2.2.1.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.

8.1.2.2.1.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.2.1.3 Event Triggered Reporting.

8.1.2.2.1.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
--- UNCHANGED TEXT ---
8.1.2.2.2
E-UTRAN TDD intra frequency measurements

8.1.2.2.2.1
E-UTRAN intra frequency measurements when no DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.1 and 9.1.2.2 and RSRQ related side conditions given in Section 9.1.5.1 are fulfilled for a corresponding Band,
-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band
--- UNCHANGED TEXT ---
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1.
8.1.2.2.2.1.1 Measurement Reporting Requirements

8.1.2.2.2.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.

8.1.2.2.2.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.2.1.1.3 Event Triggered Reporting.

8.1.2.2.2.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
--- UNCHANGED TEXT ---
8.1.2.2.2.2
E-UTRAN intra frequency measurements when DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Section 9.1.2.1 and 9.1.2.2 and RSRQ related side conditions given in Section 9.1.5.1 are fulfilled for a corresponding Band,
-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band
In the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.2.2-2. The UE shall be capable of performing RSRP and RSRQ measurements for 8 identified intra-frequency cells and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra.

--- UNCHANGED TEXT ---
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1.

8.1.2.2.2.2.1 Measurement Reporting Requirements

8.1.2.2.2.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.

8.1.2.2.2.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.2.2.1.3 Event Triggered Reporting.

8.1.2.2.2.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.1, 9.1.2.2, and 9.1.5.1, respectively.
--- UNCHANGED TEXT ---
8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP and RSRQ measurements of identified inter-frequency cells if carrier frequency information is provided by the PCell, even if no explicit neighbour list with physical layer cell identities is provided.
8.1.2.3.1
E-UTRAN FDD – FDD inter frequency measurements

8.1.2.3.1.1
E-UTRAN FDD – FDD inter frequency measurements when no DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band

-
other RSRP related side conditions given in Sections 9.1.3.1 and 9.1.3.2 and RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band
When measurement gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with measurement accuracy as specified in sub-clauses 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively, with measurement period given by table 8.1.2.3.1.1-1.

Table 8.1.2.3.1.1-1: Measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	Note: This configuration is optional


The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.1.2.3.1.1-1.

8.1.2.3.1.1.1
Measurement Reporting Requirements

8.1.2.3.1.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

8.1.2.3.1.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.1.1.1.3 Event Triggered Reporting.

8.1.2.3.1.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.
The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

--- UNCHANGED TEXT ---
8.1.2.3.1.2
E-UTRAN FDD – FDD inter frequency measurements when  DRX is used

When DRX is in use the UE shall be able to identify a new detectable E-UTRAN FDD inter frequency cell within Tidentify_inter as shown in table 8.1.2.3.1.2-1

--- UNCHANGED TEXT ---
A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP|dBm RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band

-
other RSRP related side conditions given in Section 9.1.3.1 and 9.1.3.2 and RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled,
-
SCH_RP|dBm SCH Ês/Iot according to Annex B.2.3 for a corresponding Band,
The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in table 8.1.2.3.1.2-2.
Table 8.1.2.3.1.2-2: Requirement to measure FDD interfrequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles)

	≤0.08
	Non DRX Requirements in section 8.1.2.3.1.1 are applicable

	0.08<DRX-cycle≤2.56
	Note (5*Nfreq)

	Note: Time depends upon the DRX cycle in use


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.3.1 and 9.1.3.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.6.1 and 9.1.6.2.

8.1.2.3.1.2.1
Measurement Reporting Requirements

8.1.2.3.1.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

8.1.2.3.1.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.1.2.1.3 Event Triggered Reporting.

8.1.2.3.1.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.3.2
E-UTRAN TDD – TDD inter frequency measurements

8.1.2.3.2.1
E-UTRAN TDD – TDD inter frequency measurements when no DRX is used
--- UNCHANGED TEXT ---
A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band,

-
other RSRP related side conditions given in Section 9.1.3.1 and 9.1.3.2 and RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band
When measurement gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with measurement accuracy as specified in sub-clauses 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively, with measurement period (TMeasurement_Period_TDD_Inter) given by table 8.1.2.3.2.1-1:
Table 8.1.2.3.2.1-1: TMeasurement_Period_TDD_Inter for different configurations

	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS


	TMeasurement_Period_TDD_Inter [ms]



	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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T

×
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×


	480 x Nfreq

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq

	Note 1: This configuration is optional

Note 2: Ts is defined in 3GPP TS 36.211 [16]


The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.

8.1.2.3.2.1.1 Measurement Reporting Requirements

8.1.2.3.2.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

8.1.2.3.2.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.2.1.1.3 Event Triggered Reporting.

8.1.2.3.2.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.3.2.2
E-UTRAN TDD – TDD inter frequency measurements when DRX is used
--- UNCHANGED TEXT ---
A cell shall be considered detectable provided following conditions are fulfilled: 
-
RSRP|dBm and RSRP Ês/Iot according to Annex B.2.3 for a corresponding Band

-
RSRP related side conditions given in Section 9.1.3.1 and 9.1.3.2 and RSRQ related side conditions given in Sections 9.1.6.1 and 9.1.6.2 are fulfilled,
-
SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.3 for a corresponding Band,
--- UNCHANGED TEXT ---
The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.3.1 and 9.1.3.2, and the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.6.1 and 9.1.6.2.
8.1.2.3.2.2.1 Measurement Reporting Requirements

8.1.2.3.2.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

8.1.2.3.2.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.3.2.2.1.3 Event Triggered Reporting.

8.1.2.3.2.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in section 9.1.3.1, 9.1.3.2, 9.1.6.1, and 9.1.6.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.5.1
E-UTRAN FDD Intra-Frequency OTDOA Measurements

--- UNCHANGED TEXT ---

[image: image19]
Figure 8.1.2.5.1-1. Illustration of the RSTD reporting time requirement in an FDD system.
--- UNCHANGED TEXT ---
8.1.2.8 
E-UTRAN intra-frequency measurements under time domain measurement resource restriction

The requirements in sections 8.1.2.8.1 and 8.1.2.8.2 shall apply for cells for which time domain measurement resource restriction patterns for performing E-UTRAN FDD intra-frequency measurements and E-UTRAN TDD intra-frequency measurements, respectively, are configured by higher layers [2], provided that also the following additional condition is fulfilled:


The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the intra-frequency measurements, and

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.

For cells which are not configured for measurements in the subframes indicated by the time-domain measurement resource restriction pattern, the corresponding requirements specified in Section 8.1.2.2 apply.

8.1.2.8.1
E-UTRAN FDD intra-frequency measurements

8.1.2.8.1.1 
E-UTRAN intra-frequency measurements when no DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.3 and 9.1.2.4 and RSRQ related side conditions given in Section 9.1.5.2 are fulfilled for a corresponding Band,
-
SCH_RP and SCH Ês/Iot according to Annex B.2.8 for a corresponding Band.
--- UNCHANGED TEXT ---
The RSRP and RSRQ measurement accuracy for the measured cells configured with a time-domain measurement resource restriction pattern for RRM intra-frequency measurements shall be as specified in the sub-clauses 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.1.1.1
Measurement Reporting Requirements

8.1.2.8.1.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.1.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.8.1.1.1.3 Event Triggered Reporting.

8.1.2.8.1.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.8.1.2 
E-UTRAN intra-frequency measurements when DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.3 and 9.1.2.4 and RSRQ related side conditions given in Section 9.1.5.2 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex B.2.8 for a corresponding Band.
--- UNCHANGED TEXT ---
The RSRP and RSRQ measurement accuracy for the measured cells configured with a time-domain measurement resource restriction pattern for RRM intra-frequency measurements shall be as specified in the sub-clauses 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
8.1.2.8.1.2.1
Measurement Reporting Requirements

8.1.2.8.1.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.1.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.8.1.2.1.3 Event Triggered Reporting.

8.1.2.8.1.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.8.2
E-UTRAN TDD intra-frequency measurements

8.1.2.8.2.1 
E-UTRAN intra-frequency measurements when no DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.3 and 9.1.2.4 and RSRQ related side conditions given in Section 9.1.5.2 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex B.2.8 for a corresponding Band.

--- UNCHANGED TEXT ---
The RSRP and RSRQ measurement accuracy for the measured cells configured with a time-domain measurement resource restriction pattern for RRM intra-frequency measurements shall be as specified in the sub-clauses 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
8.1.2.8.2.1.1
Measurement Reporting Requirements

8.1.2.8.2.1.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.2.1.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.8.2.1.1.3 Event Triggered Reporting.

8.1.2.8.2.1.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
--- UNCHANGED TEXT ---
8.1.2.8.2.2 
E-UTRAN intra-frequency measurements when DRX is used

--- UNCHANGED TEXT ---
A cell shall be considered detectable when 

-
RSRP related side conditions given in Sections 9.1.2.3 and 9.1.2.4 and RSRQ related side conditions given in Section 9.1.5.2 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex B.2.8 for a corresponding Band.

--- UNCHANGED TEXT ---
The RSRP and RSRQ measurement accuracy for the measured cells configured with a time-domain measurement resource restriction pattern for RRM intra-frequency measurements shall be as specified in the sub-clauses 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.2.2.1
Measurement Reporting Requirements

8.1.2.8.2.2.1.1
Periodic Reporting

Reported RSRP and RSRQ measurements contained in periodically triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

8.1.2.8.2.2.1.2
Event-triggered Periodic Reporting

Reported RSRP and RSRQ measurements contained in event triggered periodic measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.8.2.2.1.3 Event Triggered Reporting.

8.1.2.8.2.2.1.3
Event Triggered Reporting

Reported RSRP and RSRQ measurements contained in event triggered measurement reports shall meet the requirements in sections 9.1.2.3, 9.1.2.4, and 9.1.5.2, respectively.
--- UNCHANGED TEXT ---
<End of change #2>
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