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	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	25.144
	037
	 
	F
	Rel-10
	Frequency Band Requirements for UMTS Band XIX
	R4-122344
	TEI10
	ZTE

	25.144
	038
	 
	A
	Rel-11
	Frequency Band Requirements for UMTS Band XIX
	R4-122345
	TEI10
	ZTE

	36.133
	1309
	 
	F
	Rel-10
	Inter-frequency and Inter-RAT Requirements for Measurements without Measurement Gaps
	R4-122654
	TEI10
	Ericsson, ST-Ericsson

	36.133
	1310
	 
	A
	Rel-11
	Inter-frequency and Inter-RAT Requirements for Measurements without Measurement Gaps
	R4-122656
	TEI10
	Ericsson, ST-Ericsson

	25.133
	1169
	 
	F
	Rel-10
	Inter-RAT E-UTRA RSRP, RSRQ band 41 side conditions change
	R4-121171
	TEI10
	Anritsu

	25.133
	1170
	 
	A
	Rel-11
	Inter-RAT E-UTRA RSRP, RSRQ band 41 side conditions change
	R4-121172
	TEI10
	Anritsu

	36.143
	037
	 
	F
	Rel-10
	Introduction of editorial changes for better alignment with BS test specification in the maximum limits tables for operating band unwanted emissions test requirements
	R4-122937
	TEI10
	Andrew Wireless Systems, Powerwave Technologies

	36.133
	1232
	 
	B
	Rel-10
	No interruptions on PCell at SCell activation/ deactivation when measCycleSCell is smaller than 640 ms
	R4-121677
	TEI10
	NTT DOCOMO

	36.133
	1233
	 
	A
	Rel-11
	No interruptions on PCell at SCell activation/ deactivation when measCycleSCell is smaller than 640 ms
	R4-121682
	TEI10
	NTT DOCOMO

	36.133
	1380
	 
	F
	Rel-10
	On UE behavior in the uplink subframe after measurement GAP
	R4-123440
	TEI10
	CATT, Ericsson, ST-Ericsson

	36.133
	1289
	1
	A
	Rel-11
	On UE behavior in the uplink subframe after measurement GAP
	R4-123441
	TEI10
	CATT, Ericsson, ST-Ericsson

	36.101
	1173
	 
	F
	Rel-10
	PDCCH wrong detection in receiver spurious emissions test
	R4-122831
	TEI10
	Rohde & Schwarz

	36.101
	1174
	 
	A
	Rel-11
	PDCCH wrong detection in receiver spurious emissions test
	R4-122834
	TEI10
	Rohde & Schwarz

	36.101
	1214
	1
	F
	Rel-10
	Proposed revision of subclause 4.3A for TS36.101
	R4-123497
	TEI10
	China Telecom, Huawei

	36.101
	1215
	1
	A
	Rel-11
	Proposed revision of subclause 4.3A for TS36.101
	R4-123498
	TEI10
	China Telecom, Huawei

	36.101
	1216
	1
	F
	Rel-10
	Proposed revision on subclause 6.3.4A for TS36.101
	R4-123501
	TEI10
	China Telecom, Huawei

	36.101
	1217
	1
	A
	Rel-11
	Proposed revision on subclause 6.3.4A for TS36.101
	R4-123502
	TEI10
	China Telecom, Huawei

	36.133
	1375
	 
	F
	Rel-10
	PRS bandwidth in RSTD accuracy requirements
	R4-123069
	TEI10
	Ericsson, ST-Ericsson
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