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<< Start of the 1st Change >>
8.2.1.2.3
Minimum Requirement 2 Tx Antenna Ports (demodulation subframe overlaps with aggressor cell ABS)
The requirements are specified in Table 8.2.1.2.3-2, with the addition of parameters in Table 8.2.1.2.3-1 and the downlink physical channel setup according to Annex  C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell. In Table 8.2.1.2.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.

Table 8.2.1.2.3-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3
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at antenna port
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	dBm/15kHz
	[-102] (Note 2)
	N/A
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	dBm/15kHz
	[-98] (Note 3)
	N/A
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	dBm/15kHz
	[-94.8] (Note 4)
	N/A
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	dB
	 Reference Value in Table 8.2.1.2.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s 
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 5)
	
	N/A
	[11000100 11000000 11000000 11000000 11000000]

	[RLM/RRM Measurement Subframe Pattern (Note 6)]
	
	TBD
	N/A

	CSI Subframe Sets (Note6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9]

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same



Table 8.2.1.2.3-2: Minimum Performance Transmit Diversity (FRC)
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
 (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 FDD
	 OP.1 FDD
	OP.1 FDD
	EVA5
	EVA 5
	2x2 Medium
	70
	TBD
	2-8

	Note 1:    The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1.


<< End of the 1st Change >>
<< Start of the 2nd Change >>
8.2.1.3.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

The requirements for non-MBSFN ABS are specified in Table 8.2.1.3.3-2, with the addition of parameters in Table 8.2.1.3.3-1 and the downlink physical channel setup according to Annex  C.3.2. 

The requirements for MBSFN ABS are specified in Table 8.2.1.3.3-4, with the addition of parameters in Table 8.2.1.3.3-3 and the downlink physical channel setup according to Annex  C.3.2.

The purpose is to verify the performance of large delay CDD with 2 transmitter antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell. In Tables 8.2.1.3.3-1 and 8.2.1.3.3-3, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.
Table 8.2.1.3.3-1: Test Parameters for Large Delay CDD (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3
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at antenna port
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	dBm/15kHz
	 TBD (Note 2)
	N/A
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	dBm/15kHz
	[-98] (Note 3)
	N/A
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	dBm/15kHz
	[TBD] (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.1.3.3-2
	TBD

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern Note 5
	
	N/A
	[11000100, 11000000, 11000000, 11000000,  11000000]

	[RLM/RRM Measurement Subframe Pattern Note 6]
	
	TBD
	N/A

	CSI Subframe Sets Note7
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.
 


Table 8.2.1.3.3-2: Minimum Performance Large Delay CDD (FRC) – Non-MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions 

(Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB)
(Note 2)
	

	1
	[R.11]
	
OP.1 FDD
	OP.1 FDD
	[EVA 5]
	[EVA 5]
	[2x2 Low]
	TBD
	TBD
	2-8

	Note 1:     The propagation conditions for Cell 1 and Cell2 are statistically independent.
Note 2:
SNR corresponds to 
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Table 8.2.1.3.3-3: Test Parameters for Large Delay CDD (FRC) – MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3

	
	
[image: image20.wmf]B

r


	dB
	-3 (Note 1)
	-3
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at antenna port
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	dBm/15kHz
	TBD (Note 2)
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	dBm/15kHz
	[-98] (Note 3)
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	dBm/15kHz
	TBD (Note 4)
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	dB
	Reference Value in Table 8.2.1.3.3-4
	TBD

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	MBSFN

	Cell Id
	
	0
	0

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern Note 5
	
	N/A
	TBD

	RLM/RRM Measurement Subframe Pattern Note 6
	
	TBD
	N/A

	CSI Subframe Sets Note7
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10, #11, #12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbol #0 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS
Note 5:
ABS pattern as defined in [9]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same. 



Table 8.2.1.3.3-4: Minimum Performance Large Delay CDD (FRC) – MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions
(Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB)
(Note 2)
	

	1
	[R.11]
	 OP.1 FDD
	OP.1 FDD
	[EVA 5]
	[EVA 5]
	[2x2 Low]
	TBD
	TBD
	2-8

	Note 1:    The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 2nd Change >>
<< Start of the 3rd Change >>
8.2.2.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

The requirements are specified in Table 8.2.2.2.3-2, with the addition of parameters in Table 8.2.2.2.3-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell. In Table 8.2.2.2.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.

Table 8.2.2.2.3-1: Test Parameters for Transmit diversity Performance (FRC)
	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	[1]
	[1]

	Special subframe configuration
	
	[4]
	[4]

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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at antenna port
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	dBm/15kHz
	[-102] (Note 2)
	N/A
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	dBm/15kHz
	[-98] (Note 3)
	N/A
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	dBm/15kHz
	[-94.8] (Note 4)
	N/A
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	dB
	Reference Value in Table 8.2.2.2.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	(s
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 5)
	
	N/A
	[0000010001 0000000001]

	[RLM/RRM Measurement Subframe Pattern (Note 6)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 7)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [9]

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7: 
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.



Table 8.2.2.2.3-2: Minimum Performance Transmit Diversity (FRC)
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 TDD
	 OP.1 TDD
	OP.1 TDD
	EVA5
	EVA5
	2x2 Medium
	70
	TBD
	2-8

	Note 1:    The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 3rd Change >>
<< Start of the 4th Change >>
8.2.2.3.3
Minimum Requirement 2Tx antenna port (demodulation subframe overlaps with aggressor cell ABS)

The requirements for non-MBSFN ABS are specified in Table 8.2.2.3.3-2, with the addition of parameters in Table 8.2.2.3.3-1 and the downlink physical channel setup according to Annex  C.3.2. 

The requirements for MBSFN ABS are specified in Table 8.2.2.3.3-4, with the addition of parameters in Table 8.2.2.3.3-3 and the downlink physical channel setup according to Annex  C.3.2.

The purpose is to verify the performance of large delay CDD with 2 transmitter antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [9] of the aggressor cell. In Tables 8.2.2.3.3-1 and 8.2.2.3.3-3, Cell 1 is the serving cell, and Cell 2 is the aggressor cell.
Table 8.2.2.3.3-1: Test Parameters for Large Delay CDD (FRC) – Non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	[1]
	[1]

	Special subframe configuration
	
	[4]
	[4]

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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at antenna port
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	dBm/15kHz
	 TBD (Note 2)
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	dBm/15kHz
	[-98] (Note 3)
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	dBm/15kHz
	 TBD (Note 4)
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	dB
	Reference Value in Table 8.2.2.3.3-2
	TBD

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern Note5
	
	N/A
	[0000010001, 0000000001]

	[RLM/RRM Measurement Subframe PatternNote6]
	
	TBD
	N/A

	CSI Subframe SetsNote7
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [9]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7: 
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same. 



Table 8.2.2.3.3-2: Minimum Performance Large Delay CDD (FRC) – Non-MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB)
(Note 2)
	

	1
	[R.11]
	 OP.1 FDD 
	OP.1 FDD
	[EVA 5]
	[EVA 5]
	[2x2 Low]
	TBD
	TBD
	2-8

	Note 1:    The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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Table 8.2.2.3.3-3: Test Parameters for Large Delay CDD (FRC) – MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	TBD
	TBD

	Special subframe configuration
	
	TBD
	TBD

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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at antenna port
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	dBm/15kHz
	 TBD (Note 2)
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	dBm/15kHz
	[-98] (Note 3)
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	dBm/15kHz
	 TBD (Note 4)
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	dB
	Reference Value in Table 8.2.2.3.3-4
	TBD

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	MBSFN

	Cell Id
	
	0
	0

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern Note5
	
	N/A
	TBD

	RLM/RRM Measurement Subframe PatternNote6
	
	TBD
	N/A

	CSI Subframe SetsNote7
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	2
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #4, #5, #6, #7, #8, #9, #10,#11, #12, #13 of a subframe overlapping with the aggressor ABS
Note 3:
This noise is applied in OFDM symbol #0 of a subframe overlapping with the aggressor ABS

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [9]. 

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7: 
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.



Table 8.2.2.3.3-4: Minimum Performance Large Delay CDD (FRC) – MBSFN ABS
	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	[R.11]
	 OP.1 TDD
	OP.1 TDD
	[EVA 5]
	[EVA 5]
	[2x2 Low]
	TBD
	TBD
	2-8

	Note 1:    The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 4th Change >>
<< Start of the 5th Change >>
8.4.1.2.3 Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

For the parameters specified in Table 8.4.1-1 and Table 8.4.1.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.1.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.4.1.2.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[00000100 00000100 00000100 01000100 00000100]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS 
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.



Table 8.4.1.2.3-2: Minimum performance PDCCH/PCHICH
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions 

(Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 FDD
	
OP.1 FDD
	OP.1 FDD
	EVA5
	EVA5
	2x2 Low
	1
	TDB

	Note 1:    The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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of cell 1


<< End of the 5th Change >>
<< Start of the 6th Change >>
8.4.2.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)
For the parameters specified in Table 8.4.2-1 and Table 8.4.2.2.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.4.2.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.4.2.2.3-1: Test Parameters for PDCCH/PCFICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration
	
	[1]
	[1]

	Special subframe configuration
	
	[4]
	[4]

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	 [-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	N/A
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[μs]
	2.5  (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[0000010001 0000000001]

	[RLM/RRM Measurement Subframe Pattern(Note 5)]
	
	TBD
	

	CSI Subframe Sets(Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same



Table 8.4.2.2.3-2: Minimum performance PDCCH/PCFICH
	Test Number
	Aggregation Level
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-dsg (%)
	SNR (dB) (Note 2)

	1
	8 CCE
	R15-1 TDD
	 OP.1

TDD
	OP.1 TDD
	EVA5
	EVA5
	2x2 Low
	1
	TDB

	Note 1:    The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 6th Change >>
<< Start of the 7th Change >>
8.5.1.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)

For the parameters specified in Table 8.5.1-1 and Table 8.5.1.2.3-1, the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.1.2.3-2. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.5.1.2.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.4.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	PDCCH Content
	
	UL Grant should be included with the proper information aligned with A.3.6.
	

	ABS pattern (Note 4)
	
	N/A
	[00000100 00000100 00000100 01000100 00000100]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same


Table 8.5.1.2.3-2: Minimum performance PHICH

	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note 2)

	1
	R.19
	
OP.1 FDD
	OP.1 FDD
	EPA5
	EPA5
	2x2 Low
	0.1
	TBD

	Note 1:    The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 7th Change >>
<< Start of the 8th Change >>
8.5.2.2.3
Minimum Requirement 2 Tx Antenna Port (demodulation subframe overlaps with aggressor cell ABS)
For the parameters specified in  Table 8.5.2-1 and Table 8.5.2.2.3-1, the average probability of a miss-detecting ACK for NACK (Pm-an) shall be below the specified value in Table 8.5.2.2.3-2. The downlink physical setup is in accordance with Annex A.3.6.
Table 8.5.2.2.3-1: Test Parameters for PHICH

	Parameter
	Unit
	Cell 1
	Cell 2

	Uplink downlink configuration 
	
	[1]
	[1]

	Special subframe configuration 
	
	[4]
	[4]

	Downlink power allocation
	PCFICH_RA

PDCCH_RA

PHICH_RA 

OCNG_RA
	dB
	-3
	-3

	
	PCFICH_RB

PDCCH_RB

PHICH_RB 

OCNG_RB
	dB
	-3
	-3 
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	dBm/15kHz
	[-100.5] (Note 1)
	N/A
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	dBm/15kHz
	[-98] (Note 2)
	N/A
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	dBm/15kHz
	[-95.3] (Note 3)
	N/A
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	dB
	Reference Value in Table 8.5.1.2.3-2
	1.5

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN 
	Non-MBSFN

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 4)
	
	N/A
	[0000010001 0000000001]

	[RLM/RRM Measurement Subframe Pattern (Note 5)]
	
	TBD
	N/A

	CSI Subframe Sets (Note 6)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	[3]
	

	ACK/NACK feedback mode
	
	Multiplexing
	

	Number of PHICH groups (Ng)
	
	1
	

	PHICH duration
	
	[extended]
	

	Unused RE-s and PRB-s
	
	OCNG
	OCNG

	Cyclic prefix
	
	Normal
	Normal

	Note 1:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS
Note 2:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS

Note 3:
This noise is applied in OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 4:
ABS pattern as defined in [9]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 6:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 7:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.


Table 8.5.2.2.3-2: Minimum performance PHICH
	Test Number
	Reference Channel
	OCNG Pattern
	Propagation Conditions (Note 1)
	Antenna Configuration and Correlation Matrix
	Reference Value

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Pm-an (%)
	SNR (dB) (Note 2)

	1
	R.19
	
OP.1 TDD
	OP.1 TDD
	EPA5
	EPA5
	2x2 Low
	0.1
	TBD

	Note 1:    The propagation conditions for Cell 1 and Cell 2 are statistically independent.

Note 2:
SNR corresponds to 
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<< End of the 8th Change >>
<< Start of the 9th Change >>
A.3.3.2.1
Two antenna ports

Table A.3.3.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.10 FDD
	R.11 FDD
	R.11-2 FDD
	R.11-3 FDD
	R.11-4 FDD
	R.30 FDD
	R.35-1 FDD
	R.35 FDD

	Channel bandwidth
	MHz
	10
	10
	5
	10
	10
	20
	20
	10

	Allocated resource blocks (Note 4)
	
	50
	50
	25
	40
	50
	100
	100
	50

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	10
	10
	10
	10

	Modulation
	
	QPSK
	16QAM
	16QAM
	16QAM
	QPSK
	16QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2
	0.39
	1/2

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	4392
	12960
	5736
	10296
	6968
	25456
	30576
	19848

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	4392
	12960
	4968
	10296
	6968
	25456
	n/a
	18336

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	3
	1
	2
	2
	5
	5
	4

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	1
	3
	1
	2
	2
	5
	n/a
	3

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	26400
	12000
	21120
	13200
	52800
	79200
	39600

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	12384
	24768
	10368
	19488
	12384
	51168
	n/a
	37152

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	3.953
	11.664
	5.086
	9.266
	6.271
	22.910
	24.461
	17.712

	UE Category
	
	≥ 1
	≥ 2
	≥ 1
	≥ 1
	≥ 1
	≥ 2
	4
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [4]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 4: 
Given per component carrier per codeword.


<< End of the 9th Change >>
<< Start of the 10th Change >>
A.3.4.2.1
Two antenna ports

Table A.3.4.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.10 TDD
	R.11 TDD
	R.11-1 TDD
	R.11-2 TDD
	R.11-3 TDD
	R.11-4 TDD
	R.30 TDD
	R.30-1 TDD
	R.35 TDD

	Channel bandwidth
	MHz
	10
	10
	10
	5
	10
	10
	20
	20
	10

	Allocated resource blocks (Note 5)
	
	50
	50
	50
	25
	40
	50
	100
	100
	50

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	4+2
	4+2
	4+2
	4+2
	4+2
	4+2
	4+2
	4+2
	4+2

	Modulation
	
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM
	QPSK
	16QAM
	16QAM
	64 QAM

	Target Coding Rate
	
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2

	Information Bit Payload (Note 5)
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	4392
	12960
	12960
	5736
	10296
	6968 
	25456
	25456
	19848

	  For Sub-Frames 1,6
	
	3240
	9528
	9528
	5160
	9144
	 n/a
	22920
	21384
	15840

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	4392
	12960
	n/a
	4968
	10296
	
n/a
	25456
	n/a
	n/a

	Number of Code Blocks
(Notes 4 and 5)
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	1
	3
	3
	1
	2
	2
	5
	5
	4

	  For Sub-Frames 1,6
	
	1
	2
	2
	1
	2
	n/a
	4
	4
	3

	  For Sub-Frame 5
	
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	1
	3
	n/a
	1
	2
	 n/a
	5
	n/a
	n/a

	Binary Channel Bits (Note 5)
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	13200
	26400
	26400
	12000
	21120
	13200
	52800
	52800
	39600

	  For Sub-Frames 1,6
	
	10656
	21312
	21312
	10512
	16992
	10656
	42912
	42912
	31968

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	12528
	25056
	n/a
	10656
	19776
	12528
	51456
	n/a
	n/a

	Max. Throughput averaged over 1 frame (Note 5)
	Mbps
	1.966
	5.794
	4.498
	2.676
	4.918
	
1.39
	12.221
	
	7.138

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
As per Table 4.2-2 in TS 36.211 [4].

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
Note 5:
Given per component carrier per codeword


<< End of the 10th Change >>
<< Start of the 11th Change >>
A.5.1.5
OCNG FDD pattern 5: One sided dynamic 16QAM modulated OCNG FDD pattern
This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of DL sub-frames, when the unallocated area is continuous in the frequency domain (one sided).
Table A.5.1.5-1: OP.5 FDD: One sided dynamic 16QAM modulated OCNG FDD Pattern
	Relative power level 
[image: image79.wmf]PRB

g

 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	

	0
	0
	0
	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is 16QAM modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 3 (Large Delay CDD). The parameter
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


<< End of the 11th Change >>
<< Start of the 12th Change >>
A.5.2.5
OCNG TDD pattern 5: One sided dynamic 16QAM modulated OCNG TDD pattern

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the sub-frames available for DL transmission (depending on TDD UL/DL configuration), when the unallocated area is continuous in frequency domain (one sided).
Table A.5.2.5-1: OP.5 TDD: One sided dynamic 16QAM modulated OCNG TDD Pattern
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 7, 8, 9
and 6 (as normal subframe) Note 2
	1 
and 6 (as special subframe) Note 2
	

	Allocation
	

	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	First unallocated PRB
–
Last unallocated PRB
	

	0
	0
	0
	0
	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is 16QAM modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 3  (Large Delay CDD). The parameter
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


<< End of the 12th Change >>
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