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7
Test environment for RRM tests

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test cases defined in TS 36.521-3 [34]. Exceptions specified in clause 7 overwrite the parameter settings of clause 4; exceptions defined within the test cases overwrite parameter settings of clause 4 and 7.

7.1
Requirements of test equipment
<void>

7.2
RRM Reference system configurations

7.2.1
Common parameters for simulated E-UTRA cells
7.2.1.1

Combinations of system information blocks
<void>

7.2.1.2
Scheduling of system information blocks
<void>

7.2.1.3
Common contents of system information messages

- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:

Table 7.2.1.3-1: SystemInformationBlockType2 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	


- SystemInformationBlockType3

As defined in Table 4.4.3.3-2 with the following exceptions:

Table 7.2.1.3-2: SystemInformationBlockType3 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell


- SystemInformationBlockType5

As defined in Table 4.4.3.3-3 with the following exceptions:

Table 7.2.1.3-3: SystemInformationBlockType5 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig[n]
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell


7.2A
Generic RRM procedures
7.2A.1
UE RRM test states

Table 7.2A.1-1: The E-UTRAN UE states

	
	RRC
	ECM
	EMM
	ESM
	UE Test Mode

	State 2A
	Registered, Idle Mode, UE Test Mode Activated
	Refer to Table 4.5.1-1
	Refer to Table 4.5.1-1
	Refer to Table 4.5.1-1
	Refer to Table 4.5.1-1
	Refer to Table 4.5.1-1

	State 3A-RF
	Generic Default RB Established, UE Test Mode Activated
	Refer to Table 5.2A.1-1
	Refer to Table 5.2A.1-1
	Refer to Table 5.2A.1-1
	Refer to Table 5.2A.1-1
	Refer to Table 5.2A.1-1

	State 3B-RF
	Generic Default RB Established, UE Test Mode Activated, pre-registered on HRPD
	RRC_CONNECTED
1 data radio bearer configured
	ECM-CONNECTED
	EMM-REGISTERED
	1 default EPS bearer context active
	Active


7.2A.2
UE Registration, UE Test Mode Activated (State 2A)
As described in clause 4.5.2A with following exceptions:

Table 7.2A.2-1: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
(Step 16 in Table 4.5.2A.3-1)

	Derivation Path: Table 4.7.3-6

	Information Element
	Value/remark
	Comment
	Condition

	PDN address
	
	
	

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	

	ESM cause
	IF "PDN type" IE in step 4 is 'IPv4v6' THEN '00110010'B ELSE Not present
	"PDN type IPv4 only allowed"
	


7.2A.3
Generic Default Radio Bearer Establishment, UE Test Mode Activated (State 3A-RF)

As described in clause 5.2A.2.
7.2A.4
Generic Default Radio Bearer Establishment, UE Test Mode Activated, pre-registration on HRPD (State 3B-RF)

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

             Other than UATI Request message and UATI Assignment message are FFS
7.2A.4.1
Initial conditions

System Simulator:
-
Cell 1

-
Cell 1 is transmitting SystemInformationBlockType8
User Equipment:

- 
The Test USIM shall be inserted.

7.2A.4.2
Definition of system information messages 
As described in clause 4.5.2B.2.
7.2A.4.3
Procedure

Table 7.2A.4.3-1: UE registration with default EPS bearer establishment, test mode activation and HRPD pre-registration procedures (state 1 to state 3B-RF)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 18
	Same procedure for steps 1 to 18 as specified in the procedure in clause 4.5.2A.3 and 7.2A.2 
	-
	-

	19 to 36
	Same procedure for steps 17 to 30D as specified in the procedure in clause 4.5.2B.3
	
	


7.2A.4.4
Specific message contents

As described in clauses 4.5.2B.4 and 7.2A.2. 
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