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	Summary of change:
(

	1) The duplicated note in table 4.8.2.1.6-1 was removed.
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<Start of first modified section>
4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC or RBC-HO

	  soundingRS-LLU-ConfigDedicated
	Not present
	
	SRB1

	
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO

	
	Not present
	
	RBC

	  cqi-ReportConfig-v920
	Not present
	
	FFS

	  antennaInfo-v920
	Not present
	
	FFS

	  antennaInfo-r10
	AntennaInfoDedicated-r10-DEFAULT
	
	FFS

	  antennaInfoUL-r10
	Not present
	
	FFS

	  cif-Presence-r10
	FALSE
	
	FFS

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	FFS

	  csi-RS-Config-r10
	CSI-RS-Config-r10-DEFAULT
	
	FFS

	  pucch-ConfigDedicated-v1020
	PUCCH-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  pusch-ConfigDedicated-v1020
	PUSCH-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  schedulingRequestConfig-v1020
	SchedulingRequestConfig-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  soundingRS-UL-ConfigDedicated-v1020
	SoundingRS-UL-ConfigDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	SoundingRS-UL-ConfigDedicatedAperiodic-r10-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	FFS

	
	Not present
	
	FFS

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	FFS

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note: For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover


<End of modified section>
<Start of second modified section>
6.6B.1.1.1
Physical Layer configurations

Table 6.6B.1.1.1-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 clause 4.8.2.1.6, Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO

	  soundingRS-UL-ConfigDedicated
	SoundingRS-UL-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover


<End of modified section>
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