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	Reason for change:
(

	Test Case 9.2.1.1.23 has EPS attach type mandatory in Selection Expression hence TTCN should configure UE in EPS mode.

Test Cases 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17 has Combined Attach type mandatory in Selection Expression hence TTCN should configure UE in Combined EPS mode.
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Change 1

	Testcase name
	9.2.1.1.23

	Reason for change
	Test Case 9.2.1.1.23 has EPS attach type mandatory in Selection Expression hence TTCN should configure UE in EPS mode.

	Summary of change
	f_UT_ConfigureEPSAttach (UT); is used to configure the UE in EPS mode.

	Source of change
	NAS_Attach_EOnly.ttcn

	
	


Before change:

	function f_TC_9_2_1_1_23_EUTRA() runs on EUTRA_PTC

  {

    // Attach / Abnormal case / Repeated rejects for network failures

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_UE_Detach_SwitchOffUe ( eutra_CellA, RRC_IDLE,-, NORMAL); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_1_1_23_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, NORMAL); // @sic R5s110176 sic@

  } // end f_TC_9_2_1_1_23_EUTRA


After change:

	function f_TC_9_2_1_1_23_EUTRA() runs on EUTRA_PTC

  {

    // Attach / Abnormal case / Repeated rejects for network failures

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);  // @sic R5s106627 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigureEPSAttach (UT);
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_UE_Detach_SwitchOffUe ( eutra_CellA, RRC_IDLE,-, NORMAL); // @sic R5s110176 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_1_1_23_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, NORMAL); // @sic R5s110176 sic@

  } // end f_TC_9_2_1_1_23_EUTRA


Change 2

	Testcase name
	9.2.3.2.4

	Reason for change
	Test Cases 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17 has Combined Attach type mandatory in Selection Expression hence TTCN should configure UE in Combined EPS mode.

	Summary of change
	f_UT_ConfigureCombinedAttach (UT) is used to configure the UE in Combined attach mode.

	Source of change
	NAS_TrackingArea_EOnly.ttcn

	
	


Before change:

	  function f_TC_9_2_3_2_4_EUTRA() runs on EUTRA_PTC

  { // @sic R5s110267 sic@

    /* Combined tracking area update / Successful for EPS services only / CS domain not available */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);   // @sic R5s110726 additional changes for change 2 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_T3440, EPS_Only); // @sic R5s110007 sic@

  } // function f_TC_9_2_3_2_4_EUTRA


After change:

	  function f_TC_9_2_3_2_4_EUTRA() runs on EUTRA_PTC

  { // @sic R5s110267 sic@

    /* Combined tracking area update / Successful for EPS services only / CS domain not available */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach (UT);
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);   // @sic R5s110726 additional changes for change 2 sic@

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_T3440, EPS_Only); // @sic R5s110007 sic@

  } // function f_TC_9_2_3_2_4_EUTRA


Change 3

	Testcase name
	9.2.3.2.14

	Reason for change
	Test Cases 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17 has Combined Attach type mandatory in Selection Expression hence TTCN should configure UE in Combined EPS mode.

	Summary of change
	f_UT_ConfigureCombinedAttach (UT) is used to configure the UE in Combined attach mode.

	Source of change
	NAS_TrackingArea_UG.ttcn

	
	


Before change:

	function f_TC_9_2_3_2_14_EUTRA() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init (LTE_CellsOnDifferentPLMN, c10);   // @sic R5-113805 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellE);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    f_EUTRA_CellConfig_Def(eutra_CellJ);

    f_EUTRA_PreambleOtherRAT (eutra_CellE, -, true);

    f_EUTRA_TestBody_Set(true);

    v_CellPowerList := {

      cs_CellPower ( eutra_CellE, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellI, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellJ, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    // send trigger to other RAT to change its power level too

    f_EUTRA_SendTriggerToOtherRAT ();

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_14_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellJ, E2_CONNECTED);

  } // end f_TC_9_2_3_2_14_EUTRA


After change:

	function f_TC_9_2_3_2_14_EUTRA() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init (LTE_CellsOnDifferentPLMN, c10);   // @sic R5-113805 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellE);

    f_EUTRA_CellConfig_Def(eutra_CellI);

    f_EUTRA_CellConfig_Def(eutra_CellJ);

    f_UT_ConfigureCombinedAttach (UT);
    f_EUTRA_PreambleOtherRAT (eutra_CellE, -, true);

    f_EUTRA_TestBody_Set(true);

    v_CellPowerList := {

      cs_CellPower ( eutra_CellE, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellI, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellJ, tsc_NonSuitableOffCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    // send trigger to other RAT to change its power level too

    f_EUTRA_SendTriggerToOtherRAT ();

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_14_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellJ, E2_CONNECTED);

  } // end f_TC_9_2_3_2_14_EUTRA


Change 4

	Testcase name
	9.2.3.2.2

	Reason for change
	Test Cases 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17 has Combined Attach type mandatory in Selection Expression hence TTCN should configure UE in Combined EPS mode.

	Summary of change
	f_UT_ConfigureCombinedAttach (UT) is used to configure the UE in Combined attach mode.

	Source of change
	NAS_TrackingArea_EOnly.ttcn

	
	


Before change:

	function f_TC_9_2_3_2_2_EUTRA() runs on EUTRA_PTC

  { // @sic R5s110271 sic@

    /*  Combined tracking area update / Successful for EPS services only / IMSI unknown in HSS */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_2_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellB, E2_CONNECTED, EPS_Only);

  } // function f_TC_9_2_3_2_2_EUTRA


After change:

	function f_TC_9_2_3_2_2_EUTRA() runs on EUTRA_PTC

  { // @sic R5s110271 sic@

    /*  Combined tracking area update / Successful for EPS services only / IMSI unknown in HSS */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_UT_ConfigureCombinedAttach (UT);
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_ServingCellRS_EPRE );

    f_EUTRA_SetCellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE );

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_2_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellB, E2_CONNECTED, EPS_Only);

  } // function f_TC_9_2_3_2_2_EUTRA


Change 5

	Testcase name
	9.2.3.2.17

	Reason for change
	Test Cases 9.2.3.2.4, 9.2.3.2.14, 9.2.3.2.2, 9.2.3.2.17 has Combined Attach type mandatory in Selection Expression hence TTCN should configure UE in Combined EPS mode.

	Summary of change
	f_UT_ConfigureCombinedAttach (UT) is used to configure the UE in Combined attach mode.

	Source of change
	NAS_TrackingArea_EOnly.ttcn

	
	


Before change:

	function f_TC_9_2_3_2_17_EUTRA() runs on EUTRA_PTC

  { /* @desc Combined tracking area update / Abnormal case / handling of the EPS tracking area updating attempt counter */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);  // @sic R5s110346 sic@

     // Go to state 2

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_17_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellB, E2_T3440); // @sic R5s110007 sic@

  } // end f_TC_9_2_3_2_17_EUTRA


After change:

	function f_TC_9_2_3_2_17_EUTRA() runs on EUTRA_PTC

  { /* @desc Combined tracking area update / Abnormal case / handling of the EPS tracking area updating attempt counter */

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);  // @sic R5s110346 sic@

    f_UT_ConfigureCombinedAttach (UT);
    // Go to state 2

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_17_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellB, E2_T3440); // @sic R5s110007 sic@

  } // end f_TC_9_2_3_2_17_EUTRA
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