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Change 1

	Test case name
	f_EUTRA_Activate_SRB2_DRB_SendRrcMsg_Step8

	Reason for change
	When DRX_Config comes as omit the test cases involving UM bearer are failing. This happens when UE does not support feature group indicator 5.

	Summary of change
	Added handling to configure DRX at the SS when DRX_Config is coming as omit

	Source of change
	EUTRA_NASSteps.ttcn


Before change:

	function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg_Step8(CellId_Type p_CellId,

                                                      RRC_TransactionIdentifier p_RRC_TI,

                                                      UInt_Type p_NoOfAddDRBs_AM := 0,

                                                      UInt_Type p_NoOfAddDRBs_UM := 0,

                                                      template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                      template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                      template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                      template (omit) EPS_QoSList_Type p_QoS := omit,

                                                      template (omit) Tft_List_Type p_Tft := omit,

                                                      boolean p_PDCP_StatusReportRequired := true) runs on EUTRA_PTC

  {

    var integer n, m, i, v_DRB_Id;

    var EPS_BearerIdentity v_EpsBearerId;

    var integer v_NoOfQos := 0;

    var integer v_NoOfTft := 0;

    var integer v_NoOfAddDRBs := p_NoOfAddDRBs_AM + p_NoOfAddDRBs_UM;  /* number of bearers to be configured additionally (i.e. apart from the default bearer)

                                                                          if v_NoOfAddDRBs=0 => only the default DRB is established */

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_CellId); //Get FDD or TDD mode from Cell-configuration

    var template (value) DRB_ToAddModList v_DRB_ToAddModList;

    var template (value) MAC_MainConfig_Type v_MAC_MainConfig;

    var template (value) PhysicalConfigDedicated v_PhysicalConfigDedicated;

    var template (omit)  NAS_MSG_RequestList_Type v_NAS_MsgList;

    var template (value) RadioResourceConfigDedicated  v_RadioResourceConfigDedicated;

    var template (value) DRX_Config v_DRX_Config;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_CellId); //@sic R5-100786 sic@

    var template (value) TimingInfo_Type v_TimingInfo := cs_TimingInfo_Now;   /* @sic R5-104796 DRX support sic@ */

    var SubFrameTiming_Type v_SubFrameTiming;

….

….

….

    if (p_NoOfAddDRBs_UM > 0) {    /* @sic R5-104796 DRX support sic@ */

      v_DRX_Config := v_MAC_MainConfig.explicitValue.drx_Config;            /* if drx_Configwould be omit we get a runtime error what is ok since this shall not happen */

      f_EUTRA_SS_DrxCtrlConfig(p_CellId, cs_DrxCtrl_Config(v_DRX_Config));  /* configure DRX at the SS; @sic R5s100630 R5s120054 sic@ */

      v_SubFrameTiming := f_EUTRA_GetNextSendOccasion (p_CellId, 100 + ((v_NoOfAddDRBs - 1) * 20));  /* @sic R5-115770 change 5 sic@ */

      v_TimingInfo := cs_TimingInfo(v_SubFrameTiming.SFN.Number, v_SubFrameTiming.Subframe.Number);

      }
….

….

….

  }


After change:

	function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg_Step8(CellId_Type p_CellId,

                                                      RRC_TransactionIdentifier p_RRC_TI,

                                                      UInt_Type p_NoOfAddDRBs_AM := 0,

                                                      UInt_Type p_NoOfAddDRBs_UM := 0,

                                                      template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                      template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                      template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                      template (omit) EPS_QoSList_Type p_QoS := omit,

                                                      template (omit) Tft_List_Type p_Tft := omit,

                                                      boolean p_PDCP_StatusReportRequired := true) runs on EUTRA_PTC

  {

    var integer n, m, i, v_DRB_Id;

    var EPS_BearerIdentity v_EpsBearerId;

    var integer v_NoOfQos := 0;

    var integer v_NoOfTft := 0;

    var integer v_NoOfAddDRBs := p_NoOfAddDRBs_AM + p_NoOfAddDRBs_UM;  /* number of bearers to be configured additionally (i.e. apart from the default bearer)

                                                                          if v_NoOfAddDRBs=0 => only the default DRB is established */

    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (p_CellId); //Get FDD or TDD mode from Cell-configuration

    var template (value) DRB_ToAddModList v_DRB_ToAddModList;

    var template (value) MAC_MainConfig_Type v_MAC_MainConfig;

    var template (value) PhysicalConfigDedicated v_PhysicalConfigDedicated;

    var template (omit)  NAS_MSG_RequestList_Type v_NAS_MsgList;

    var template (value) RadioResourceConfigDedicated  v_RadioResourceConfigDedicated;

    var template (value) DRX_Config v_DRX_Config;

    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo := f_EUTRA_CellInfo_GetAntennaInfoDedicated (p_CellId); //@sic R5-100786 sic@

    var template (value) TimingInfo_Type v_TimingInfo := cs_TimingInfo_Now;   /* @sic R5-104796 DRX support sic@ */

    var SubFrameTiming_Type v_SubFrameTiming;

….

….

….

    if (p_NoOfAddDRBs_UM > 0) {    /* @sic R5-104796 DRX support sic@ */

    if (ispresent( v_MAC_MainConfig.explicitValue.drx_Config ))

      {

      v_DRX_Config := v_MAC_MainConfig.explicitValue.drx_Config;      f_EUTRA_SS_DrxCtrlConfig(p_CellId, cs_DrxCtrl_Config(v_DRX_Config));  /* configure DRX at the SS; @sic R5s100630 R5s120054 sic@ */

      v_SubFrameTiming := f_EUTRA_GetNextSendOccasion (p_CellId, 100 + ((v_NoOfAddDRBs - 1) * 20));  /* @sic R5-115770 change 5 sic@ */

      v_TimingInfo := cs_TimingInfo(v_SubFrameTiming.SFN.Number, v_SubFrameTiming.Subframe.Number);

      }

      else

      {

      f_EUTRA_SS_DrxCtrlConfig(p_CellId, cs_DrxCtrl_Config(cs_508_DRX_Config_DrxS));   /* configure DRX at the SS; @sic R5s100630 sic@ */

      v_SubFrameTiming := f_EUTRA_GetNextSendOccasion (p_CellId, 100 + ((v_NoOfAddDRBs - 1) * 20));  /* @sic R5-115770 change 5 sic@ */

      v_TimingInfo := cs_TimingInfo(v_SubFrameTiming.SFN.Number, v_SubFrameTiming.Subframe.Number);

      }
    }

    else {

      /* do nothing; for the time being we don't need any DRX configuration at the SS for DRX_L */

    }

….

….

….

  }
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