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	In test case, with UE in initial state 2 [Registered, Idle mode], the test body first step specifies the cell on which registration is performed in preamble and RRC connection is just released, to be made unsuitable. As in preamble only one cell on which registration is configured and other cells power level is 'off', the UE is expected to camp on a suitable cell after moving to Idle state, it is possible that UE has selected the previously camping cell to camp on and trying to fetch the basic sys info required in Idle mode. If the cell is made unsuitable, UE due to averaging power levels over a period of time may not immediately detect the cell to be unsuitable and hence continue to read the MIB/SIB's, which may result in decoding erros due to SS power level. This may ultimately get in cell being barred as pe 36.331 

>>>

5.2.2.5
Essential system information missing

The UE shall

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running:

2>
if the UE is unable to acquire the MasterInformationBlock or the SystemInformationBlockType1:

3>
consider the cell as barred in accordance with TS 36.304 [4] and;

3>
perform barring as if intraFreqReselection is set to 'allowed', and as if the csg-Indication is set to 'FALSE';

2>
else if the UE is unable to acquire the SystemInformationBlockType2:

3>
treat the cell as barred in accordance with TS 36.304 [4];

<<< And hence fail the test case in later steps where UE cannot reselect the barred cell, when it is expected to be re-selected as per test sequence.
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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D12wk09’.
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Corrections 

Change 1 – Correction to ‘f fl_TC_9_2_3_1_22_Body ’ 

	Function name
	fl_TC_9_2_3_1_22_Body

	Reason for change
	Not sufficient time for UE to camp on a suitable cell on moving from RRC_Connected to RRC_Idle state [36.304 clause 5.2.7] before switching of the previously camped cell. 

The issue is under discussion and may require a generic change to 36.508  Table 4.5.2.3-1 (after step 17) and Table 4.5A.2.1-1 (after step 7). Depending on out come of the discussion a CR to generic procedures in 36.508 or individual test cases in 36.523-1 will be raised at RAN5 #55 

	Summary of change
	Add a 5 seonds delay before changing the power levels.

Similar changes are needed in test case 9.2.3.1.1 or  a generic change may be required.

	TTCN module
	NAS_TrackingArea_EOnly

	MCC160 Comment
	


Before change

	  function fl_TC_9_2_3_1_22_Body() runs on EUTRA_PTC

  { /* @sic R5-113836 sic@ @sic R5s110566 sic@ */

…

    v_CellPowerList := {

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    // Access baring in step 1 is already done in preamble to avoid waiting for Sys info modification to happen

    //The following messages are to be observed on Cell A unless explicitly stated otherwise.

    //  @siclog "Step 2" siclog@

    //Check: for 5 seconds if UE initiates the tracking area updating procedure on cell A?

    if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellA, 60.0)) { // @sic R5s110776 sic@ */

      f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");

    }

    //  @siclog "Step 3 - 4" siclog@

…


After change

	function fl_TC_9_2_3_1_22_Body() runs on EUTRA_PTC

  { /* @sic R5-113836 sic@ @sic R5s110566 sic@ */

…

    v_CellPowerList := {

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE )

    };

    f_Delay (5.0);
    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    // Access baring in step 1 is already done in preamble to avoid waiting for Sys info modification to happen

    //The following messages are to be observed on Cell A unless explicitly stated otherwise.

    //  @siclog "Step 2" siclog@

    //Check: for 5 seconds if UE initiates the tracking area updating procedure on cell A?

    if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellA, 60.0)) { // @sic R5s110776 sic@ */

      f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");

    }

    //  @siclog "Step 3 - 4" siclog@

…
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