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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
A.7.1.8
Fixed Reference Channel Definition H-Set 8/8A/8B/8C
Table A.31: Fixed Reference Channel H-Set 8/8A/8B/8C
	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	
13252

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	6

	Information Bit Payload (
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N

)
	Bits
	26504

	Number Code Blocks
	Blocks
	6

	Binary Channel Bits Per TTI
	Bits
	43200

	Total Available SML’s in UE
	SML’s
	259200
	264000

	Number of SML’s per HARQ Proc.
	SML’s
	43200
	44000

	Coding Rate
	
	0.61
	0.60

	Number of Physical Channel Codes
	Codes
	15

	Modulation
	
	64QAM

	Note 1: The values in the table define H-Set 8. H-Set 8A for DC-HSDPA and DB-DC-HSDPA is formed by applying H-Set 8 to each of the carriers available in DC-HSDPA and DB-DC-HSDPA mode. H-Set 8B and H-Set 8C for 4C-HSDPA are formed by applying H-Set 8 to each of the carriers available in 4C-HSDPA mode (3 carriers for H-Set 8B and 4 carriers for H-Set 8C).
Note 2: For H-Set 8, if “Total number of soft channel bits” as per HS-DSCH categories is equal to 259200, set “Number of SML’s per HARQ Proc.” as 43200 using an implicit UE IR Buffer Size Allocation.

For H-Set 8, if “Total number of soft channel bits” is larger than or equal to 264000, set “Number of SML’s per HARQ Proc.” as 44000 using an explicit UE IR Buffer Size Allocation.
Note 3: For H-Set 8A/8B/8C, set “Number of SML’s per HARQ Proc.” as 43200 using an implicit UE IR Buffer Size Allocation.
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Figure A.23: Coding rate for Fixed reference Channel H-Set 8 (64 QAM)

------------------------------------------------------------- End of change ------------------------------------------------------------
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