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	Reason for change:
(

	1. In section 8.6.5.19 the normative text indicates that the “SRB1 mapping info” contained in the SIB5 must match the SRB1 mapping signalled to the UE in the “RB mapping info” in a reconfiguration message. Otherwise the UE behaviour is unspecified.
This may cause an issue with SRNS relocation. Whilst the SRNC can define the same value for the SRB1 mapping signalled to the UE in the “RB mapping info” and “SRB1 mapping info” contained in the SRNC SIB5, upon relocation to a TRNC the “SRB1 mapping info” in TRNC SIB5 could use different multiplexing option. Thereby ending up with mismatch as there would be more than one SRB1 multiplexing options available for the UE to use.
2. At the start of section 8.6.5.19 it is specified that if either variable HS_DSCH_RECEPTION_CELL_FACH_STATE or variable

HS_DSCH_RECEPTION_OF_CCCH_ENABLED are set to TRUE, then the procedure text has to follwed by a UE. But the condition to use Section 8.6.5.19 only applies when CCCH is configured, as it is referenced only from section 8.5.37 when HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE. Therefore this section does not apply when the UE has a dedicated H-RNTI and there is no need for the clause to include variable HS_DSCH_RECEPTION_CELL_FACH_STATE. 


	
	

	Summary of change:
(

	1. In section 8.6.5.19 the normative text related to UE behaviour being unspecified if more than one multiplexing option is applicable, is removed. To esnsure that the UE always uses the one from SIB5. 
2. Removal in the clause of variable HS_DSCH_RECEPTION_CELL_FACH_STATE
Impacted functionality: 

SRB1 mapping
Inter-operability: 

No Interoperability Issue. The change affects the UE only.
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not approved:
	When the SRB1 mapping info is different in different RNCs, then there may be confusion in the UE over which one to use causing unspecified behaviour in the UE.
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	Other comments:
(

	


8.6.5.19
SRB1 mapping info (FDD and 1.28 Mcps TDD only)

When variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE and the UE is in CELL_FACH state, the UE shall:

1>
if no MAC-ehs queue with identified by the "MAC-ehs queue identity" value as received in IE "SRB1 mapping info" of System Information Block type 5 or System Information Block type 5bis is configured:

2>
the UE behaviour is unspecified.

1>
else:

2>
map the logical channel identified by the IE "Logical channel identity" to the MAC-ehs queue identified by the IE "MAC-ehs queue identity" as received in IE "SRB1 mapping info" of System Information Block type 5 or System Information Block type 5bis.
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