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5.3.5
E-UTRAN TDD - HRPD handover

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined
5.3.5.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to HRPD in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.3.5.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward that support HRPD. Applicability requires support for FGI bits 12, and 26.

5.3.5.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay (which is 50 ms) + Tinterrupt  in RRC_CONNECTED state.

When the UE receives a RRC message implying handover to HRPD, the UE shall be ready to start the transmission of the new reverse control channel in HRPD within Dhandover from the end of the last E-UTRAN TTI containing the RRC command.
The interruption time is the time between the end of the last TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission of the reverse control channel in HRPD, excluding the RRC procedure delay. The interruption time depends on whether the target cell is known to the UE or not. 

An HRPD cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. Under the reference conditions specified in sub-clause 6.6 of [17], the interruption time shall be less than Tinterrupt

Tinterrupt = TIU + 40 + 10*KC*SWK + 10*OC*SWO ms

Where:

TIU
It is the interruption uncertainty when changing the timing from the E-UTRAN to the new HRPD cell. TIU can be up to one HRPD frame (26.66 ms).

SWK
is  SWK =
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 where srch_win_k is the number of HRPD chips indicated by the search window for known target HRPD cells in the message

SWO
is  SWO =
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 where srch_win_o is the number of HRPD chips indicated by the search window for unknown target HRPD cells in the message

KC
It is the number of known target HRPD cells in the message, and

OC
It is the number of unknown target HRPD cells in the message.

Note: An additional delay in the interruption time may occur due to the reverse link silence interval [18], which is specific to HRPD.

The normative reference for this requirement is TS 36.133 [4] clause 5.4.1 and A.5.3.5.

5.3.5.4
Test description

5.3.5.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.22. 
2.
The general test parameter settings are set up according to Table 5.3.5.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 5.3.5.4.3.

5.
There is one E-UTRA TDD serving cell and one HRPD cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.3.5.4.1-1: General test parameters for E-UTRAN TDD to HRPD handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Initial conditions
	Active cell
	
	Cell 1
	E-UTRAN TDD cell

	
	Neighbouring cell
	
	Cell 2
	HRPD cell

	Final condition
	Active cell
	
	Cell 2
	HRPD cell

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Gap Pattern Id
	
	0
	As specified in TS 36.133 [4] Table 8.1.2.1-1 started before T2 starts

	E-UTRAN TDD measurement quantity
	
	RSRP
	

	Inter-RAT (HRPD) measurement quantity
	
	CDMA2000 HRPD Pilot Strength
	

	b2-Threshold1
	dBm
	-90
	Absolute E-UTRAN RSRP threshold for event B2

	b2-Threshold2-CDMA2000
	dB
	-7
	Absolute ‘CDMA2000 HRPD Pilot Strength’ threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	HRPD RF Channel Number
	
	1
	One HRPD carrier frequency is used.

	HRPD neighbour cell list size
	
	8
	HRPD cells on HRPD RF channel 1 provided in the cell list before T2.

	cdma2000-SearchWindowSize
	
	8 (60 PN chips)
	Search window size as defined in section 6.3.5 in 3GPP TS 36.331

	T1
	s
	5
	

	T2
	s
	(10
	

	T3
	s
	1
	


5.3.5.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in [State 3B-RF] according to TS 36.508 [7] clause 7.2A.4. Cell 1 is the active cell.

2.
Set the parameters according to T1 in Table’s 5.3.5.4.4-1 and 5.3.5.4.4-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own PN offset and the measurement cell list of Cell 1 shall contain the PN offset of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.3.5.4.4-1 and 5.3.5.4.4-2. 

6.
The UE shall transmit a MeasurementReport message triggered by Event B2.

7.
The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.

8.
The UE transmits tunnelled HRPD Connection Request and Route Update messages contained in an ULHandoverPreparationTransfer message on Cell 1.

9.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. The tunnelled HRPD Traffic Channel Assignment, HRPD Silence Parameters and HRPD Open Loop Parameters messages are contained in MobilityFromEUTRACommand.
10.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.3.5.4.4-1 and 5.3.5.4.4-2.
11.
If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 127 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

12.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3B-RF according to TS 36.508 [7] clause 7.2A.4. Cell 1 is the active cell.

13.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

14.
Repeat steps 2-13 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
5.3.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and 4.4.7.1 with the following exceptions. 

Table 5.3.5.4.3-1: Common Exception messages for E-UTRAN TDD - HRPD handover
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7

Table H.3.1-8


Table 5.3.5.4.3-2: MeasObjectCDMA2000: Additional E-UTRAN TDD - HRPD handover

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	TypeHRPD
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    Arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	8
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	cellsToAddModList CHOICE {
	
	
	

	cellsToAddModListCDMA2000 ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	PN offset of Cell 2
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	PN offset of Cell 2 + 4
	
	

	      cellIndex [3]
	3
	
	

	      physCellId [3]
	PN offset of Cell 2 + 8
	
	

	      cellIndex [4]
	4
	
	

	      physCellId [4]
	PN offset of Cell 2 + 12
	
	

	      cellIndex [5]
	5
	
	

	      physCellId [5]
	PN offset of Cell 2 + 16
	
	

	      cellIndex [6]
	6
	
	

	      physCellId [6]
	PN offset of Cell 2 + 20
	
	

	      cellIndex [7]
	7
	
	

	      physCellId [7]
	PN offset of Cell 2 + 24
	
	

	      cellIndex [8]
	8
	
	

	      physCellId [8]
	PN offset of Cell 2 + 28
	
	

	}
	
	
	

	}
	
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 5.3.5.4.3-3: ReportConfigInterRAT-B2-CDMA2000: Additional E-UTRAN TDD - HRPD handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-7C ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	50(-90 dBm)
	-90 dBm EUTRA-Thres is actual threshold value in dBm ( 50 - 140 dBm)
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	           b2-Threshold2CDMA2000
	14 (-7 dB)
	Integer (0..63)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      hysteresis
	0
	
	

	      timeToTrigger
	ms0
	 
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	1
	 
	

	  reportInterval
	ms2048
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 5.3.5.4.3-4: MeasuredResults: Additional E-UTRAN TDD - HRPD handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	 Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultsCDMA2000
	MeasResultsCDMA2000
	
	

	   }
	
	
	

	}
	
	
	


Table 5.3.5.4.3-5: MeasResultsCDMA2000: Additional E-UTRAN TDD - HRPD handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsCDMA2000 ::= SEQUENCE {
	
	
	

	  preRegistrationStatusHRPD
	TRUE
	
	

	  measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	    physCellId
	PhysicalCellIdentity of Cell 2
	
	

	    cgi-Info
	Not present
	
	

	    measResult SEQUENCE {
	
	
	

	      pilotStrength
	
	Set according to specific test
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	


Table 5.3.5.4.3-6: HandoverFromEUTRAPreparationRequest
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        Rand
	Not present
	
	

	        mobilityParameters
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.5.4.3-7: ULHandoverPreparationTransfer
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	typeHRPD
	
	

	        Meid
	Not present
	
	

	        dedicatedInfo
	Set according to Table 5.3.5.4.3-8
	HRPD Connection Request and Route Update
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.5.4.3-8: dedicatedInfo in ULHandoverPreparationTransfer (Table 5.3.5.4.3-7)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘0’B
	SAP Header
	

	SessionConfigurationToken
	16 bits, Set by UE
	
	

	ConnectionLayerFormat
	1 bit, Set by UE
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	Length
	Length of HRPD Route Update message (Table 5.3.5.4.3-10) + length of StreamHeader + length of SLPHeader + length of SNPHeader below, Set by SS
	Connection Layer Header
	

	StreamHeader
	‘00’B
	Stream Layer header. Stream 0 is assigned to the Default Signalling Application
	

	SLPHeader
	Set by the UE
	Signaling Link Protocol SLP-D and SLP-F headers.
	

	SNPHeader
	‘00001110’
	Signaling Network Protocol header. InConfigurationProtocol=0, Type=Route Update.
	

	SessionLayerPacket
	HRPD Route Update message (Table 5.3.5.4.3-10)
	
	

	Length
	Length of HRPD Connection Request message (Table 5.3.5.4.3-9) + length of StreamHeader + length of SLPHeader + length of SNPHeader below, Set by SS
	Connection Layer Header
	

	StreamHeader
	‘00’B
	Stream Layer header. Stream 0 is assigned to the Default Signalling Application
	

	SLPHeader
	Set by the UE
	Signaling Link Protocol SLP-D and SLP-F headers.
	

	SNPHeader
	‘00001100’
	Signaling Network Protocol header. InConfigurationProtocol=0, Type=Idle State.
	

	SessionLayerPacket
	HRPD Connection Request message (Table 5.3.5.4.3-9)
	
	


Table 5.3.5.4.3-9: HRPD Connection Request (Table 5.3.5.4.3-8)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘0000001’
	Connection Request
	

	TransactionID
	Any allowed value
	8 bit field
	

	RequestReason
	‘0000’
	Access Terminal Initiated
	


Table 5.3.5.4.3-10: HRPD Route Update (Table 5.3.5.4.3-8)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘0000000’B
	Route Update
	

	MessageSequence
	8 bits, Set by UE
	
	

	ReferencePilotPN
	9 bits, Set by UE
	
	

	ReferencePilotStrength
	6 bits, Set by UE
	
	

	ReferenceKeep
	‘1’B
	
	

	NumPilots
	‘0000’B
	
	

	CompatibleReserved
	‘0’B
	
	

	ReferencePilotChannelIncluded
	‘1’B
	
	

	ReferencePilotChannel
	24 bits, Set by UE
	
	

	ReferencePilotArrivalIncluded
	‘1’B
	
	

	ReferencePilotArrival
	15 bits, Set by UE
	
	

	Reserved
	0-7 bits, Set all 0s by UE
	
	


Table 5.3.5.4.3-11: MobilityFromEUTRACommand (step 9)

	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        cs-FallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	          handover SEQUENCE {
	
	
	

	            targetRAT-Type
	cdma2000-HRPD
	
	

	            targetRAT-MessageContainer
	Set according to Table 5.3.5.4.3-12
	 HRPD Silence Parameters and HRPD Open Loop Parameters, HRPD Traffic Channel Assignment
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.5.4.3-12: targetRAT-MessageContainer in MobilityFromEUTRACommand (Table 5.3.5.4.3-11)

	Information Element
	Value/remark
	Comment
	Condition

	SAPState
	‘1’B
	SAP Header
	

	SessionConfigurationToken
	‘0’B
	
	

	ConnectionLayerFormat
	1 bit, Set by SS
	
	

	ATI Record
	34 bits, Set based on UATI assigned to UE
	
	

	Reserved
	‘0000’B
	
	

	Length
	Length of HRPD Silence Parameters message (Table 5.3.5.4.3-14) + length of StreamHeader + length of SLPHeader + length of SNPHeader below, Set by SS
	Connection Layer Header

(Note 1)
	

	StreamHeader
	‘00’B
	Stream Layer header. Stream 0 is assigned to the Default Signalling Application
	

	SLPHeader
	Set by the SS
	Signaling Link Protocol SLP-D and SLP-F headers.
	

	SNPHeader
	‘00001111’
	Signaling Network Protocol header. InConfigurationProtocol=0, Type=Overhead Messages.
	

	SessionLayerPacket
	HRPD Silence Parameters message (Table 5.3.5.4.3-14)
	(Note 1)
	

	Length
	Length of HRPD Open Loop Parameters message (Table 5.3.5.4.3-15) + length of StreamHeader + length of SLPHeader + length of SNPHeader below, Set by SS
	Connection Layer Header

(Note 1)
	

	StreamHeader
	‘00’B
	Stream Layer header. Stream 0 is assigned to the Default Signalling Application
	

	SLPHeader
	Set by the SS
	Signaling Link Protocol SLP-D and SLP-F headers.
	

	SNPHeader
	‘00000100’
	Signaling Network Protocol header. InConfigurationProtocol=0, Type=Reverse Traffic Channel MAC.
	

	SessionLayerPacket
	HRPD Open Loop Parameters message (Table 5.3.5.4.3-15)
	(Note 1)
	

	Length
	Length of HRPD Traffic Channel Assignment message (Table 5.3.5.4.3-13) + length of StreamHeader + length of SLPHeader + length of SNPHeader below, Set by SS
	Connection Layer Header
	

	StreamHeader
	‘00’B
	Stream Layer header. Stream 0 is assigned to the Default Signalling Application
	

	SLPHeader
	Set by the SS
	Signaling Link Protocol SLP-D and SLP-F headers.
	

	SNPHeader
	‘00001110’
	Signaling Network Protocol header. InConfigurationProtocol=0, Type=Route Update.
	

	SessionLayerPacket
	HRPD Traffic Channel Assignment message (Table 5.3.5.4.3-13)
	
	


Note 1: HRPD Silence Parameters message and HRPD Open Loop Parameters message can be sent in any order.

Table 5.3.5.4.3-13: HRPD Traffic Channel Assignment (Table 5.3.5.4.3-12)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	Traffic Channel Assignment
	

	MessageSequence
	Set by SS
	8 bit field
	

	ChannelIncluded
	‘1’B
	Channel record included
	

	Channel
	‘000000000000000001111010’B
	channel record for Cell 15
	

	FrameOffset
	‘1010’B
	frame offset for Cell 15
	

	DRCLength
	‘01’B
	DRCLength for Cell 15
	

	DRCChannelGainBase
	‘111101’B
	ratio of the power level of the DRC Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	ACKChannelGain
	‘000110’B
	ratio of the power level of the Ack Channel (when it is transmitted) to the power level of the Reverse Traffic Pilot Channel expressed as 2's complement value in units of 0.5 dB
	

	NumPilots
	‘1’B
	
	

	  PilotPN
	‘000110010’B 
	PN Offset of target sector (Cell 15)
	

	  SofterHandoff
	‘0’B
	Set to ‘0’since only 1 pilot included in message
	

	  MACIndexLSBs
	Set by SS
	6 least significant bits of the MACIndex assigned to UE
	

	  DRCCover
	‘001’B
	index of the DRC cover associated with target sector (Cell 15)
	

	  RABLength
	‘01’B
	2 bit field
	

	  RABOffset
	‘010’B
	3 bit field
	


Table 5.3.5.4.3-14: HRPD Silence Parameters (Table 5.3.5.4.3-12)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000010’B
	
	

	ReverseLinkSilenceDuration
	2 bits, Set by SS
	
	

	ReverseLinkSilencePeriod
	2 bits, Set by SS
	
	

	Reserved
	0-7 bits, Set all 0s by SS
	
	


Table 5.3.5.4.3-15: HRPD Open Loop Parameters (Table 5.3.5.4.3-12)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000111’B
	
	

	NumPilots
	‘0001’B
	
	

	PilotPN
	9 bits, Set by SS
	
	

	OpenLoopAdjust
	8 bits, Set by SS
	
	

	InitialAdjust
	5 bits, Set by SS
	
	

	PilotStrengthIncluded
	1 bit, Set by SS
	
	

	PilotStrengthNominal
	3 bits, Set by SS
	
	

	PilotStrengthCorrectionMin
	3 bits, Set by SS
	
	

	PilotStrengthCorrectionMax
	3 bits, Set by SS
	
	

	Reserved
	0-7 bits, Set all 0s by SS
	
	


5.3.5.4.4
Test requirement

Tables 5.3.5.4.1-1, 5.3.5.4.4-1 and 5.3.5.4.4-2 define the primary level settings including test tolerances for E-UTRAN TDD - HRPD handover. 

Table 5.3.5.4.4-1: Cell specific test parameters for E-UTRAN TDD cell#1 for handover to HRPD cell # 2

	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 5.3.5.4.4-2: Cell specific test parameters for HRPD (cell # 2) for handover from E-UTRAN TDD cell (cell #1)
	Parameter
	Unit
	Cell 2 (HRPD)

	
	
	T1
	T2
	T3
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  (38.4 kbps)
	dB
	21
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 (76.8 kbps)
	dB
	18
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	dB
	-infinity
	0+TT
	0+TT
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	dBm/1.2288 MHz
	-55

	CDMA2000 HRPD Pilot Strength
	dB
	-infinity
	-3+TT
	-3+TT

	Propagation Condition 
	
	AWGN


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the reverse control channel in HRPD to Cell 2.

The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt 
Tinterrupt = TIU + 40 + 10*KC*SWK + 10*OC*SWO ms
TIU = 26.66 ms; TIU can be up to one HRPD frame (26.66 ms).

SWK = 1; SWK =
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60

srch_win_k

 where srch_win_k is the number of HRPD chips (60) indicated by the search window for known target HRPD cells in the message

KC = 1; 1 known cell; HRPD cell is identified during T2 and is therefore known before T3

OC = 0; OC is the number of unknown target HRPD cells (0).

Maximum RRC procedure delay = 50 ms as defined in TS 36.133 [4].

The handover delay Dhandover shall be less than a total of 127 ms in this test case (note: this gives a total of 50 ms for maximum RRC procedure delay plus 76.66 ms for Tinterrupt - allow 127 ms in the test).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
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