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5.3.6
E-UTRAN TDD - cdma2000 1xRTT handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.3.6.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to cdma2000 1xRTT in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.3.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward that support cdma2000 1xRTT. Applicability requires support for FGI bits 11 and 24.

5.3.6.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay (which is 130 ms) + Tinterrupt in RRC_CONNECTED state.

When the UE receives a RRC message implying handover to cdma2000 1xRTT, the UE shall be ready to start the transmission of the new reverse control channel in cdma2000 1xRTT within Dhandover from the end of the last E-UTRAN TTI containing the RRC command.
The interruption time is the time between the end of the last TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission of the reverse control channel in cdma2000 1xRTT, excluding the RRC procedure delay. The interruption time depends on whether the target cell is known to the UE or not. 

A cdma2000 1xRTT cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. Under the reference conditions specified in sub-clause 4.2.1 of [19], the interruption time shall be less than Tinterrupt:

Tinterrupt = TIU + 40 + 10*KC*SWK + 10*OC*SWO ms

Where:

TIU
It is the interruption uncertainty when changing the timing from the E-UTRAN to the new cdma2000 1xRTT cell. TIU can be up to one cdma2000 1xRTT frame (20 ms).

SWK
is  SWK =
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 where srch_win_k is the number of cdma2000 1xRTT chips indicated by the search window for known target cdma2000 1xRTT cells in the message

SWO
is  SWO =
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 where srch_win_o is the number of cdma2000 1xRTT chips indicated by the search window for unknown target cdma2000 1xRTT cells in the message

KC
It is the number of known target cdma2000 1xRTT cells in the message, and

OC
It is the number of unknown target cdma2000 1xRTT cells in the message.

The normative reference for this requirement is TS 36.133 [4] clause 5.4.2 and A.5.3.6.

5.3.6.4
Test description

5.3.6.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.22.

2.
The general test parameter settings are set up according to Table 5.3.6.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 5.3.6.4.3.

5.
There is one E-UTRA TDD serving cell and one cdma2000 1xRTT cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.3.6.4.1-1: General test parameters for E-UTRAN TDD to cdma2000 1xRTT handover test case
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Initial conditions
	Active cell
	
	Cell 1
	E-UTRAN TDD cell

	
	Neighbouring cell
	
	Cell 2
	cdma2000 1X cell

	Final condition
	Active cell
	
	Cell 2
	cdma2000 1X cell

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Gap Pattern Id
	
	0
	As specified in TS 36.133 [4]Table 8.1.2.1-1 started before T2 starts

	E-UTRAN TDD measurement quantity
	
	RSRP
	

	Inter-RAT (cdma2000 1X) measurement quantity
	
	CDMA2000 1xRTT Pilot Strength
	

	b2-Threshold1
	dBm
	-90
	Absolute E-UTRAN RSRP threshold for event B2

	b2-Threshold2-CDMA2000
	dB
	-14
	Absolute ‘CDMA2000 1xRTT Pilot Strength’ threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	S
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	cdma2000 1X RF Channel Number
	
	1
	One cdma2000 1X carrier frequency is used.

	cdma2000 1X neighbour cell list size
	
	8
	cdma2000 1X cells on cdma2000 1X RF channel 1 provided in the cell list before T2.

	cdma2000-SearchWindowSize
	
	8 (60 PN chips)
	Search window size as defined in section 6.3.5 in 3GPP TS 36.331 [5]

	T1
	S
	5
	

	T2
	S
	(10
	

	T3
	S
	1
	


5.3.6.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Tables 5.3.6.5-1 and 5.3.6.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.  The neighbour cell shall broadcast its own PN offset and the measurement cell list of Cell 1 shall contain the PN offset of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Tables 5.3.6.5-1 and 5.3.6.5-2. 

6.
The UE shall transmit a MeasurementReport message triggered by Event B2.
7.
The SS transmits a HandoverFromEUTRAPreparationRequest on Cell 1.

8.
The UE transmits tunnelled 1xRTT GCSNA Encapsulated Page Response messages contained in an ULHandoverPreparationTransfer message on Cell 1.
9.
The SS transmits a tunnelled 1xRTT GCSNA Encapsulated Handoff Direction message contained in a MobilityFromEUTRACommand on Cell1 to order the UE to perform inter RAT to Cell 2.

10.
 The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.3.6.5-1 and 5.3.6.5-2.

11.
 If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 200 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.

12.
 After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3. Cell 1 is the active cell.
13.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

14.
Repeat steps 2-13 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
5.3.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions.
Table 5.3.6.4.3-1: Common Exception messages for E-UTRAN TDD - cdma2000 1xRTT handover
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7


Table 5.3.6.4.3-2: MeasConfig (Table 5.3.6.4.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    measObject[1]
	MeasObjectCDMA2000-GENERIC
	
	

	    measObjectId[2]
	IdMeasObject-f1
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-90, -14)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	        gapOffset CHOICE {
	
	
	

	          gp0
	60
	
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-3: MeasObjectCDMA2000: Additional E-UTRAN TDD - cdma2000 1xRTT handover

	Derivation Path: 36.508, Table 4.6.6-1C

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	type1XRTT
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	Band Class of frequency under test
	
	

	    Arfcn
	f14
	
	

	  }
	
	
	

	  searchWindowSize
	8
	
	

	  offsetFreq
	db0
	
	

	  cellsToRemoveList
	Not present
	
	

	cellsToAddModList CHOICE {
	
	
	

	cellsToAddModListCDMA2000 ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	PN offset of Cell 2
	
	

	      cellIndex [2]
	2
	
	

	      physCellId [2]
	PN offset of Cell 2 + 4
	
	

	      cellIndex [3]
	3
	
	

	      physCellId [3]
	PN offset of Cell 2 + 8
	
	

	      cellIndex [4]
	4
	
	

	      physCellId [4]
	PN offset of Cell 2 + 12
	
	

	      cellIndex [5]
	5
	
	

	      physCellId [5]
	PN offset of Cell 2 + 16
	
	

	      cellIndex [6]
	6
	
	

	      physCellId [6]
	PN offset of Cell 2 + 20
	
	

	      cellIndex [7]
	7
	
	

	      physCellId [7]
	PN offset of Cell 2 + 24
	
	

	      cellIndex [8]
	8
	
	

	      physCellId [8]
	PN offset of Cell 2 + 28
	
	

	}
	
	
	

	}
	
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


Table 5.3.6.4.3-4: ReportConfigInterRAT-B2-CDMA2000: Additional E-UTRAN TDD - cdma2000 1xRTT handover
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-7C ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres)

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB2 SEQUENCE {
	
	
	

	          b2-Threshold1 CHOICE {
	
	
	

	            threshold-RSRP
	50(-90 dBm)
	-90 dBm EUTRA-Thres is actual threshold value in dBm ( 50 - 140 dBm)
	

	          }
	
	
	

	          b2-Threshold2 CHOICE {
	
	
	

	           b2-Threshold2CDMA2000
	28 (-14 dB)
	Integer (0..63)
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      hysteresis
	0
	
	

	      timeToTrigger
	ms0
	 
	

	    }
	
	
	

	  }
	
	
	

	  maxReportCells
	1
	 
	

	  reportInterval
	ms2048
	
	

	  reportAmount
	r1
	
	

	}
	
	
	


Table 5.3.6.4.3-5: MeasuredResults: Additional E-UTRAN TDD - cdma2000 1xRTT handover
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasuredResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	 Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultsCDMA2000
	MeasResultsCDMA2000
	
	

	   }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-6: MeasResultsCDMA2000: Additional E-UTRAN TDD - cdma2000 1xRTT handover

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsCDMA2000 ::= SEQUENCE {
	
	
	

	  preRegistrationStatusHRPD
	FALSE
	
	

	  measResultListCDMA2000 ::=SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	    physCellId
	PhysicalCellIdentity of Cell 2
	
	

	    cgi-Info
	Not present
	
	

	    measResult SEQUENCE {
	
	
	

	      pilotStrength
	
	Set according to specific test
	

	     }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-7: HandoverFromEUTRAPreparationRequest
	Derivation Path: 36.508 Table 4.6.1-4

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        Rand
	Set by SS
	Random Challenge Data as broadcast on Cell 2
	

	        mobilityParameters
	Set according to 36.508 Table 4.5.2C.4-6
	CDMA2000Parameters
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-8: ULHandoverPreparationTransfer
	Derivation Path: 36.508 Table 4.6.1-24

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        Meid
	UE’s meid
	
	

	        dedicatedInfo
	Set according to Table 5.3.6.4.3-8
	1xRTT GCSNA Encapsulated Page Response message
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-9: 1xRTT GCSNA Encapsulated Page Response (Table 5.3.6.4.3-7)
	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	6 bits, Set by UE
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00000101’B
	Page Response message
	

	NumTLACHeaderRecords
	‘0001’B
	
	

	TLACHeaderRecordType
	‘0000’B
	
	

	TLACHeaderRecordLength
	8 bits, Set by UE
	
	

	MSID_TYPE
	3 bits, Set by UE
	Should be matched with PREF_MSID_TYPE
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	Reserved
	‘0000000’B
	
	

	1xL3PDULength
	16 bits, Set by UE
	
	

	MOB_TERM
	‘1’B
	
	

	SLOT_CYCLE_INDEX
	’010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	REQUEST_MODE
	’001’B
	
	

	SERVICE_OPTION
	16 bits, Set by UE
	
	

	PM
	’0’B
	
	

	NAR_AN_CAP
	’0’B
	
	

	ENCRYPTION_SUPPORTED
	’0000’B
	
	

	NUM_ALT_SO
	‘000’B
	
	

	UZID_INCL
	’0’B
	
	

	CH_IND
	’0’B
	
	

	OTD_SUPPORTED
	’0000’B
	
	

	QPCH_SUPPORTED
	’0’B
	
	

	ENHANCED_RC
	’0’B
	
	

	FOR_RC_PREF
	’0000’B
	
	

	REV_RC_PREF
	’0’B
	
	

	FCH_SUPPORTED
	’0’B
	
	

	FCH Capability Type-specific fields
	Variable
	
	

	DCCH_SUPPORTED
	’1’B
	
	

	REV_FCH_GATING_REQ
	’0’B
	
	


Table 5.3.6.4.3-10: MobilityFromEUTRACommand 
	Derivation Path: 36.508, Table 4.6.1-6

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r9 SEQUENCE {
	
	
	

	        cs-FallbackIndicator
	False
	
	

	        purpose CHOICE{
	
	
	

	           e-CSFB-r9 SEQUENCE {
	
	
	

	            messageContCDMA2000-1XRTT-r9
	Set according to Table 5.3.6.4.3-10
	1xRTT GCSNA Encapsulated Handoff Direction message
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 5.3.6.4.3-11: 1xRTT GCSNA Encapsulated Handoff Direction (Table5.3.6.4.3-9)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘1’B
	
	

	1xProtocolRevision
	‘00000110’B
	
	

	MsgType
	‘00100010’B
	Universal Handoff Direction message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	USE_TIME
	’0’B
	
	

	ACTION_TIME
	’000000’B
	
	

	HDM_SEQ
	2 bits, Set by SS
	
	

	PARMS_INCL
	’1’B
	
	

	P_REV
	‘00000110’B
	
	

	SERV_NEG_TYPE
	’1’B
	
	

	SEARCH_INCLUDED
	’1’B
	
	

	SRCH_WIN_A
	’1000’B
	
	

	SRCH_WIN_N
	’1001’B
	
	

	SRCH_WIN_R
	’1011’B
	
	

	T_ADD
	’010100’B
	
	

	T_DROP
	’011110’B
	
	

	T_COMP
	’1010’B
	
	

	T_TDROP
	’0100’B
	
	

	SOFT_SLOPE
	’000000’B
	
	

	ADD_INTERCEPT
	’000000’B
	
	

	DROP_INTERCEPT
	’000000’B
	
	

	EXTRA_PARMS
	’1’B
	
	

	PACKET_ZONE_ID
	’00000000’B
	
	

	FRAME_OFFSET
	4 bits, Set by SS
	
	

	PRIVATE_LCM
	’0’B
	
	

	RESET_L2
	’1’B
	
	

	RESET_FPC
	’1’B
	
	

	ENCRYPT_MODE
	’00’B
	
	

	NOM_PWR_EXT
	’0’B
	
	

	NOM_PWR
	’0000’B
	
	

	RLGAIN_TRAFFIC_PILOT
	’000000’B
	
	

	DEFAULT_RLAG
	’1’B
	
	

	NUM_PREAMBLE
	’000’B
	
	

	BAND_CLASS
	5 bits, Set by SS
	
	

	CDMA_FREQ
	11 bits, Set by SS
	
	

	RETURN_IF_HANDOFF_FAIL
	’0’B
	
	

	PERIODIC_SEARCH
	’0’B
	
	

	SCR_INCLUDED
	’1’B
	
	

	NNSCR_INCLUDED
	’1’B
	
	

	USE_PWR_CNTL_STEP
	’0’B
	
	

	CLEAR_RETRY_DELAY
	’0’B
	
	

	SCH_INCL
	’1’B
	
	

	FPC_SUBCHAN_GAIN
	’01010’B
	
	

	USE_PC_TIME
	’0’B
	
	

	CH_IND
	’101’B
	
	

	ACTIVE_SET_REC_LEN
	8 bits, Set by SS
	
	

	NUM_PILOTS
	’001’B
	
	

	SRCH_OFFSET_INCL
	’1’B
	
	

	PILOT_PN
	’000000000’B
	
	

	SRCH_OFFSET
	’010’B
	
	

	ADD_PILOT_REC_INCL
	’0’B
	
	

	PWR_COMB_IND
	’0’B
	
	

	CODE_CHAN_FCH
	11 bits, Set by SS
	
	

	QOF_MASK_ID_FCH
	’00’B
	
	

	RESERVED
	0-7 bits
	
	

	REV_FCH_GATING_MODE
	’0’B
	
	


5.3.6.5
Test requirement

Tables 5.3.6.4.1-1, 5.3.6.5-1 and 5.3.6.5-2 define the primary level settings including test tolerances for E-UTRAN TDD - cdma2000 1xRTT handover test. 

Table 5.3.6.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell
	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 5.3.6.5-2: Cell Specific Test requirement Parameters for Cell 2 cdma2000 1xRTT cell
	Parameter
	Unit
	Cell 2 (cdma2000 1X)

	
	
	T1
	T2
	T3
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Pilot  


	dB
	-7
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Sync


	dB
	-16
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Paging

 (4.8 kbps)
	dB
	-12
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	dB
	-infinity
	0+TT
	0+TT
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	dBm/1.2288 MHz
	-55

	CDMA2000 1xRTT Pilot Strength
	dB
	-infinity
	-10+TT
	-10+TT

	Propagation Condition 
	
	AWGN


The handover delay is defined as the time from the beginning of time period T3, to the moment the UE start to transmit the reverse control channel in cdma2000 1xRTT to Cell 2.

The handover delay Dhandover test requirement in this case is expressed as:

Handover delay Dhandover = maximum RRC procedure delay + Tinterrupt 
Tinterrupt = TIU + 40 + 10*KC*SWK + 10*OC*SWO ms
TIU = 20 ms; TIU can be up to one cdma2000 1xRTT frame (20 ms).

SWK = 1; SWK =
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60

srch_win_k

 where srch_win_k is the number of cdma2000 1xRTT chips (60) indicated by the search window for known target cdma2000 1xRTT cells in the message

KC = 1; 1 known cell; cdma2000 1xRTT cell is identified during T2 and is therefore known before T3

OC = 0; OC is the number of unknown target cdma2000 1xRTT cells (0).

Maximum RRC procedure delay = 130 ms as defined in TS 36.133 [4].

The handover delay Dhandover shall be less than a total of 200 ms in this test case (note: this gives a total of 130 ms for maximum RRC procedure delay plus 70 ms for Tinterrupt).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
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