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Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.
<< Text skipped here >> 
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	<< Many rows deleted here >>
	
	
	
	
	
	

	9.3.1.2
	Void
	
	
	
	
	
	

	9.3.1.3
	Service request / Mobile originating CS fallback
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.4
	Service request / Rejected / IMSI invalid
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.5
	Service request / Rejected / Illegal ME
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.6
	Service request / Rejected / EPS services not allowed
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.7
	Service request / Rejected / UE identity cannot be derived by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.7a
	Service request / Rejected / UE implicitly detached
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.12a
	Extended service request / Rejected / CS domain temporarily not available
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.15
	Void
	
	
	
	
	
	

	9.3.1.16
	Service request / Abnormal case / Switch off
	Rel-8
	C53
	UEs supporting E-UTRA and switch on/off
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.17
	Service request / Abnormal case / Procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.3.1.18
	Service request / Rejected / Not authorized for this CSG
	Rel-8
	Cxx
	UEs supporting E-UTRA and allowed CSG list 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
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Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF A.4.4-2/1 THEN R ELSE N/A

	C05
IF A.4.1-1/7 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	<< Many rows deleted here >>

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 AND A.4.4-2/1THEN R ELSE N/A

	C48
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 THEN R ELSE N/A

	<< Many rows deleted here >>

	C146
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) THEN R ELSE N/A

	C147
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/63 THEN R ELSE N/A

	C148
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.5-1/23 THEN R ELSE N/A

	C149
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.1-1/3 AND A4.5-1/12 THEN R ELSE N/A

	Cxx        IF A.4.4-1/2 THEN R ELSE N/A
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