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Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.
<< Text skipped here >> 
Table 4-1: Applicability of tests and additional information for testing

	9.2.3.1.1
	Normal tracking area update / Accepted
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.2
	Void
	
	
	
	
	
	

	9.2.3.1.4
	Normal tracking area update / List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.5
	Periodic tracking area update / Accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.9
	Normal tracking area update / Correct handling of CSG list
	Rel-8
	C143
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	

	
	
	
	
	and EPS attach
	pc_eTDD
	
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.10
	Normal tracking area update / Rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.11
	Normal tracking area update / Rejected / Illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.12
	Normal tracking area update / Rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.13
	Normal tracking area update / Rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.14
	Normal tracking area update / Rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.15
	Normal tracking area update / Rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.15a
	Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and  EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.15 or TC 9.2.3.1.15a shall be executed.

(Note 3)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.16
	Normal tracking area update / Rejected / Tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.17
	Normal tracking area update / Rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested, px_SinglePLMN_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.18
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.18a
	Normal tracking area update / Rejected / EPS services not allowed in this PLMN / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 1)

Either TC 9.2.3.1.18 or TC 9.2.3.1.18a shall be executed.

(Note 3)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.1.19
	Normal tracking area update / Rejected / No suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.20
	Normal tracking area update / Rejected / Not authorized for this CSG
	Rel-8
	C47
	UEs supporting E-UTRA and EPS attach (with or without configuration) and allowed CSG list
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.22
	Normal tracking area update / Abnormal case / access barred due to access class control or NAS signalling connection establishment rejected by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.23
	Normal tracking area update / Abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.25
	Normal tracking area update / Abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.26
	Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without configuration)
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.27
	Normal tracking area update / Abnormal case / Change of cell into a new tracking area
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9.2.3.1.28
	Normal tracking area update / Abnormal case / Tracking area updating and detach procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
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