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Agenda Item
8.3.1

8.3.5.2
Other Closed Work Items and Small Technical Enhancements & Improvements [TEI9]
RP-121130: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121130
	R3-121948
	Correction on Handover to a CSG cell with an Emergency Call
	25.413
	1176
	2
	A
	10.6.0
	TEI9
	Rel-10

	RP-121130
	R3-121949
	Correction on Handover to a CSG cell with an Emergency Call
	25.413
	1177
	2
	A
	11.0.0
	TEI9
	Rel-11

	RP-121130
	R3-122026
	Correction on Handover to a CSG cell with an Emergency Call
	25.413
	1175
	3
	F
	9.8.0
	TEI9
	Rel-9


8.3.6.2
Other Closed Work Items and Small Technical Enhancements & Improvements [TEI10]
RP-121131: Closed Rel-10 WI CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121131
	R3-121530
	Corrections on Multicell E-DCH Restriction of Possible Secondary cell list
	25.433
	1950
	-
	F
	10.6.0
	4C_HSDPA
	Rel-10

	RP-121131
	R3-121532
	Corrections on Multicell E-DCH Restriction of Secondary cell list
	25.423
	1755
	-
	F
	10.7.0
	4C_HSDPA
	Rel-10

	RP-121131
	R3-121533
	Corrections on Multicell E-DCH Restriction of Secondary cell list
	25.423
	1756
	-
	A
	11.2.0
	4C_HSDPA
	Rel-11

	RP-121131
	R3-121883
	Corrections on Multicell E-DCH Restriction of Possible Secondary cell list
	25.433
	1951
	1
	A
	11.1.0
	4C_HSDPA
	Rel-11

	RP-121131
	R3-121960
	Corrections to ANR Logging configuration
	25.484
	4
	-
	F
	10.1.0
	ANR_UTRAN-Core
	Rel-10

	RP-121131
	R3-121525
	Corrections on Iurh Setup
	25.467
	177
	-
	F
	10.5.0
	HNB_HENB_mob_enh
	Rel-10

	RP-121131
	R3-121526
	Corrections on the Provision of TNL Address for Direct Iurh-Connectivity
	25.469
	83
	-
	F
	10.1.0
	HNB_HENB_mob_enh
	Rel-10

	RP-121131
	R3-121939
	Correction on E-CID Measurements
	36.455
	30
	2
	F
	10.3.0
	TEI10
	Rel-10


10.4.2.1
Uplink Transmit Diversity for HSPA - Core Part: Closed Loop [500122, HSPA_UL_TxDiv-CL-Core, 09/2012]
RP-121132: Corrections on UL CLTD CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121132
	R3-121567
	Further Corrections on UL CLTD
	25.433
	1952
	-
	F
	11.1.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11

	RP-121132
	R3-121879
	Further Corrections on UL CLTD
	25.423
	1757
	1
	F
	11.2.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11


10.4.5.1
Four Branch MIMO transmission  for HSDPA - Core Part [530135, 4Tx_HSDPA-Core, 09/2012]
RP-121133: 4Tx Antenna MIMO CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121133
	R3-121880
	Supporting MIMO with four transmit antennas
	25.423
	1763
	1
	B
	11.2.0
	4Tx_HSDPA-Core
	Rel-11

	RP-121133
	R3-121881
	Supporting MIMO with four transmit antennas
	25.433
	1958
	1
	B
	11.1.0
	4Tx_HSDPA-Core
	Rel-11


10.4.6.1
HSDPA Multiflow Data Transmission - Core Part [530134, HSDPA_MFTX-Core, 09/2012]
RP-121134: HSDPA Multiflow CRs (Withdrawn)
10.5.3.1
Further Self Optimizing Networks (SON) enhancements - Core Part [530130, SONenh2_LTE_UTRA-Core, 09/2012]
RP-121135: SON enhancement CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121135
	R3-121954
	Addition of HO cause value to the UE history information in RANAP
	25.413
	1190
	2
	B
	11.0.0
	SONenh2_LTE_UTRA-Core
	Rel-11

	RP-121135
	R3-121955
	Addition of HO cause value to the UE history information in S1AP
	36.413
	1041
	2
	B
	11.0.0
	SONenh2_LTE_UTRA-Core
	Rel-11

	RP-121135
	R3-121956
	Enhancement of HO REPORT to enable inter-RAT ping-pong detection and addition of HO cause value to the UE history information
	36.423
	540
	1
	B
	11.1.0
	SONenh2_LTE_UTRA-Core
	Rel-11


10.5.7.1
Further enhancements to H(e)NB mobility - Part 1 - Core Part [560113, EHNB_enh1-Core, 12/2012]
RP-121136: H(e)NB mobility enhancement CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121136
	R3-121918
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	25.469
	84
	1
	B
	10.1.0
	EHNB_enh1-Core
	Rel-11

	RP-121136
	R3-121919
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	25.471
	5
	1
	B
	10.2.0
	EHNB_enh1-Core
	Rel-11

	RP-121136
	R3-121985
	Introduction of connectivity between HNBs and RNCs via the HNB-GW for RNSAP signalling
	25.467
	178
	2
	B
	10.5.0
	EHNB_enh1-Core
	Rel-11


10.6.2.1
Service continuity in connected mode and location information for MBMS for LTE - Core Part [480126, MBMS_LTE_SC-Core, 09/2012]
RP-121137: MBMS_LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121137
	R3-121873
	Support of MBMS Service Continuity
	36.423
	520
	2
	B
	11.1.0
	MBMS_LTE_SC_Core
	Rel-11

	RP-121137
	R2-124281
	Support of MBMS Service Continuity
	36.300
	0493
	-
	B
	11.2.0
	MBMS_LTE_SC_Core
	Rel-11


10.6.11.1
Network Energy Saving for E-UTRAN - Core part [530136, Netw_Energy_LTE-Core, 09/2012]
RP-121138: Network energy saving CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121138
	R3-121978
	Corrections for IRAT Network Energy Savings
	36.413
	1034
	1
	F
	11.0.0
	Netw_Energy_LTE-Core
	Rel-11

	RP-121138
	R3-122025
	Energy Saving UE Measurement (“Probing”)
	36.413
	1044
	1
	B
	11.0.0
	Netw_Energy_LTE-Core
	Rel-11

	RP-121138
	R2-124289
	Addition of UE measurements solution for Inter-RAT energy saving scenario
	36.300
	0501
	-
	B
	11.2.0
	Netw_Energy_LTE-Core
	Rel-11


10.6.13.1
Additional special subframe configuration for LTE TDD - Core part [550114, LTE_TDD_add_subframe-Core, 09/2012]
RP-121139: New special subframe CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121139
	R3-121846
	Support for new special subframe configurations
	36.423
	546
	-
	B
	11.1.0
	LTE_TDD_add_subframe
	Rel-11


10.8


Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-121140: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121140
	R3-121884
	Correction of misalignment between ASN.1 and tabular format
	25.423
	1762
	1
	F
	11.2.0
	RANimp-MIMOLCR, TEI11
	Rel-11

	RP-121140
	R3-121993
	EAB for CN Overload Control
	25.401
	139
	3
	B
	10.2.0
	SIMTC-RAN_OC, TEI11
	Rel-11

	RP-121140
	R2-124286
	EAB for CN Overload Control
	36.300
	0498
	-
	B
	11.2.0
	SIMTC-RAN_OC, TEI11
	Rel-11

	RP-121140
	R3-121610
	Correction of GUMMEI
	36.413
	1018
	-
	B
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-121886
	Coding Rules
	36.444
	42
	1
	F
	11.2.0
	TEI11
	Rel-11

	RP-121140
	R3-121889
	Operating bands Numbering for UTRA and EUTRA
	25.466
	48
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-121140
	R3-121946
	Introduction of Anonymization of MDT data for area based MDT in UTRAN
	25.413
	1195
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-121967
	Verification of HNB Identity
	25.467
	179
	2
	B
	10.5.0
	TEI11
	Rel-11

	RP-121140
	R3-121971
	UE Radio Capability Match Indicator for Voice Continuity
	36.413
	1011
	2
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-122011
	Introduction of UE Radio Capability Match procedure
	25.413
	1194
	3
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-122014
	Multiband support per cell
	36.423
	527
	3
	F
	11.1.0
	TEI11
	Rel-11

	RP-121140
	R2-124282
	Correction of GUMMEI
	36.300
	0494
	-
	B
	11.2.0
	TEI11
	Rel-11

	RP-121140
	R2-124284
	Introduction of UE Radio Capability Match procedure
	36.300
	0496
	-
	F
	11.2.0
	TEI11
	Rel-11
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