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–
UECapabilityInformation
Table 4.6.1-23: UECapabilityInformation

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          rat-Type
	Set according to specific message content
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              accessStratumRelease
	Same as indicated in TC applicability of 36.523-2
	
	

	              ue-Category
	Not checked
	
	

	              pdcp-Parameters SEQUENCE {
	
	
	

	                supportedROHC-Profiles SEQUENCE {
	
	
	

	                  profile0x0001
	Not checked
	
	

	                  profile0x0001
	true
	
	PS_mode1

	                  profile0x0002
	Not checked
	
	

	                  profile0x0002
	true
	
	PS_mode1

	                  profile0x0003
	Not checked
	
	

	                  profile0x0004
	Not checked
	
	

	                  profile0x0006
	Not checked
	
	

	                  profile0x0101
	Not checked
	
	

	                  profile0x0102
	Not checked
	
	

	                  profile0x0103
	Not checked
	
	

	                  profile0x0104
	Not checked
	
	

	                }
	
	
	

	                maxNumberROHC-ContextSessions
	Not checked
	
	

	              }
	
	
	

	              phyLayerParameters
	Not checked
	
	

	              rf-Parameters
	Not checked
	
	

	              measParameters
	Not checked
	
	

	              featureGroupIndicators
	
	
	

	                -- FGI 1
	Not checked
	
	

	                -- FGI 2
	Not checked
	
	

	                -- FGI 3
	Not checked
	
	

	                -- FGI 4
	Not checked
	
	

	                -- FGI 5
	Not checked
	
	Rel-8

	                -- FGI 5
	‘1’B
	
	>Rel-8

	                -- FGI 6
	Not checked
	
	Rel-8

	                -- FGI 6
	‘1’B
	
	>Rel-8

	                -- FGI 7
	Not checked
	
	

	                -- FGI 8
	Not checked
	
	

	                -- FGI 8
	‘1’B
	
	>Rel-8 AND eFDD-UTRA

	                -- FGI 9
	Not checked
	
	

	                -- FGI 10
	Not checked
	
	

	                -- FGI 11
	Not checked
	
	

	                -- FGI 12
	Not checked
	
	

	                -- FGI 13
	Not checked
	
	

	                -- FGI 14
	Not checked
	
	

	                -- FGI 15
	Not checked
	
	

	                -- FGI 16
	Not checked
	
	Rel-8

	                -- FGI 16
	‘1’B
	
	>Rel-8

	                -- FGI 17
	Not checked
	
	Rel-8

	                -- FGI 17
	‘1’B
	
	>Rel-8

	                -- FGI 18
	Not checked
	
	Rel-8

	                -- FGI 18
	‘1’B
	
	>Rel-8

	                -- FGI 19
	Not checked
	
	

	                -- FGI 20
	Not checked
	
	Rel-8

	                -- FGI 20
	‘1’B
	
	>Rel-8

	                -- FGI 21
	Not checked
	
	

	                -- FGI 22
	Not checked
	
	

	                -- FGI 22
	‘1’B
	
	>Rel-8 AND eFDD-UTRA

	                -- FGI 23
	Not checked
	
	

	                -- FGI 24
	Not checked
	
	

	                -- FGI 24
	‘1’B
	
	>Rel-8 AND enhanced1xRTT-CSFB

	                -- FGI 25
	Not checked
	
	

	                -- FGI 25
	‘1’B
	
	>Rel-8 OR InterModeHO

	                -- FGI 26
	Not checked
	
	

	                -- FGI 26
	‘1’B
	
	>Rel-8 AND eFDD-HRPD

	                -- FGI 27
	Not checked
	
	

	                -- FGI 28
	Not checked
	
	

	                -- FGI 29
	Not checked
	
	

	                -- FGI 30
	Not checked
	
	

	                -- FGI 30
	‘1’B
	
	InterModeHO

	                -- FGI 31-32
	‘0’B (Undefined)
	
	

	              interRAT-Parameters SEQUENCE {
	
	
	

	                utraFDD
	Not checked
	
	

	                utraTDD128
	Not checked
	
	

	                utraTDD384
	Not checked
	
	

	                utraTDD768
	Not checked
	
	

	                geran
	Not checked
	
	

	                cdma2000-HRPD
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                phyLayerParameters-v920
	Not checked
	
	

	                interRAT-ParametersGERAN-v920
	Not checked
	
	

	                interRAT-ParametersUTRA-v920
	Not checked
	
	

	                interRAT-ParametersCDMA2000-v920
	Not checked
	
	

	                deviceType-r9
	Not checked
	
	

	                csg-ProximityIndicationParameters-r9
	Not checked
	
	

	                neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                son-Parameters-r9
	Not checked
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  lateNonCriticalExtension 
	
	
	

	                    UE-EUTRA-Capability-v9a0-IEs
	
	
	

	                      featureGroupIndRel9Add-r9
	
	
	

	                        -- FGI 33
	Not checked
	
	

	                        -- FGI 34
	Not checked
	
	

	                        -- FGI 35
	Not checked
	
	

	                        -- FGI 36
	Not checked
	
	

	                        -- FGI 37-64
	‘0’B (Undefined)
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1F
	Not checked
	
	

	                          -- FGI 2F
	Not checked
	
	

	                          -- FGI 3F
	Not checked
	
	FDD = TDD

	                          -- FGI 4F
	Not checked
	
	

	                          -- FGI 5F
	Not checked
	
	FDD = TDD

	                          -- FGI 6F
	Not checked
	
	FDD = TDD

	                          -- FGI 7F
	Not checked
	
	FDD = TDD

	                          -- FGI 8F
	Not checked
	
	

	                          -- FGI 9F
	Not checked
	
	

	                          -- FGI 10F
	Not checked
	
	

	                          -- FGI 11F
	Not checked
	
	

	                          -- FGI 12F
	Not checked
	
	

	                          -- FGI 13F
	Not checked
	
	FDD = TDD

	                          -- FGI 14F
	Not checked
	
	FDD = TDD

	                          -- FGI 15F
	Not checked
	
	

	                          -- FGI 16F
	Not checked
	
	FDD = TDD

	                          -- FGI 17F
	Not checked
	
	FDD = TDD

	                          -- FGI 18F
	Not checked
	
	FDD = TDD

	                          -- FGI 19F
	Not checked
	
	

	                          -- FGI 20F
	Not checked
	
	FDD = TDD

	                          -- FGI 21F
	Not checked
	
	FDD = TDD

	                          -- FGI 22F
	Not checked
	
	

	                          -- FGI 23F
	Not checked
	
	

	                          -- FGI 24F
	Not checked
	
	

	                          -- FGI 25F
	Not checked
	
	FDD = TDD

	                          -- FGI 26F
	Not checked
	
	

	                          -- FGI 27F
	Not checked
	
	

	                          -- FGI 28F
	Not checked
	
	

	                          -- FGI 29F
	Not checked
	
	

	                          -- FGI 30F
	Not checked
	
	FDD = TDD

	                          -- FGI 31F-32F
	‘0’B (Undefined) if present
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33F
	Not checked
	
	

	                          -- FGI 34F
	Not checked
	
	

	                          -- FGI 35F
	Not checked
	
	

	                          -- FGI 36F
	Not checked
	
	

	                          -- FGI 37F-64F
	‘0’B (Undefined) if present
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1T
	Not checked
	
	

	                          -- FGI 2T
	Not checked
	
	

	                          -- FGI 3T
	Not checked
	
	FDD = TDD

	                          -- FGI 4T
	Not checked
	
	

	                          -- FGI 5T
	Not checked
	
	FDD = TDD

	                          -- FGI 6T
	Not checked
	
	FDD = TDD

	                          -- FGI 7T
	Not checked
	
	FDD = TDD

	                          -- FGI 8T
	Not checked
	
	

	                          -- FGI 9T
	Not checked
	
	

	                          -- FGI 10T
	Not checked
	
	

	                          -- FGI 11T
	Not checked
	
	

	                          -- FGI 12T
	Not checked
	
	

	                          -- FGI 13T
	Not checked
	
	FDD = TDD

	                          -- FGI 14T
	Not checked
	
	FDD = TDD

	                          -- FGI 15T
	Not checked
	
	

	                          -- FGI 16T
	Not checked
	
	FDD = TDD

	                          -- FGI 17T
	Not checked
	
	FDD = TDD

	                          -- FGI 18T
	Not checked
	
	FDD = TDD

	                          -- FGI 19T
	Not checked
	
	

	                          -- FGI 20T
	Not checked
	
	FDD = TDD

	                          -- FGI 21T
	Not checked
	
	FDD = TDD

	                          -- FGI 22T
	Not checked
	
	

	                          -- FGI 23T
	Not checked
	
	

	                          -- FGI 24T
	Not checked
	
	

	                          -- FGI 25T
	Not checked
	
	FDD = TDD

	                          -- FGI 26T
	Not checked
	
	

	                          -- FGI 27T
	Not checked
	
	

	                          -- FGI 28T
	Not checked
	
	

	                          -- FGI 29T
	Not checked
	
	

	                          -- FGI 30T
	Not checked
	
	FDD = TDD

	                          -- FGI 31T-32T
	‘0’B (Undefined) if present
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33T
	Not checked
	
	

	                          -- FGI 34T
	Not checked
	
	

	                          -- FGI 35T
	Not checked
	
	

	                          -- FGI 36T
	Not checked
	
	

	                          -- FGI 37T-64T
	‘0’B (Undefined) if present
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    ue-Category-v1020
	Not checked
	
	

	                    phyLayerParameters-v1020
	Not checked
	
	

	                    rf-Parameters-v1020
	Not checked
	
	

	                    measParameters-v1020
	Not checked
	
	

	                    featureGroupIndRel10-r10
	
	BITSTRING 32
	

	                      -- FGI 101
	Not checked
	
	

	                      -- FGI 102
	Not checked
	
	

	                      -- FGI 103
	Not checked
	
	

	                      -- FGI 104
	Not checked
	
	

	                      -- FGI 105
	Not checked
	
	

	                      -- FGI 106
	Not checked
	
	

	                      -- FGI 107
	Not checked
	
	

	                      -- FGI 108
	Not checked
	
	

	                      -- FGI 109
	Not checked
	
	

	                      -- FGI 110
	Not checked
	
	

	                      -- FGI 111
	Not checked
	
	

	                      -- FGI 112
	Not checked
	
	

	                      -- FGI 113
	Not checked
	
	

	                      -- FGI 114
	Not checked
	
	

	                      -- FGI 115
	Not checked
	
	

	                      -- FGI 116
	Not checked
	
	

	                      -- FGI 117-132
	‘0’B (Undefined) if present
	
	

	                    interRAT-ParametersCDMA2000-v1020
	Not checked
	
	

	                    ue-BasedNetwPerfMeasParameters-r10
	Not checked
	
	

	                    interRAT-ParametersUTRA-TDD-v1020
	Not checked
	
	

	                    nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	Rel-8
	Only for Rel-8

	>Rel-8
	For Rel-9 or later Releases (Note 2)

	PS_mode1
	PS_mode1 is supported and configured

	eFDD-UTRA
	eFDD and UTRA supported

	enhanced1xRTT-CSFB
	Enhanced 1xRTT CSFB supported

	eFDD-HRPD
	HRPD supported

	InterModeHO
	Mobility in connected state between FDD and TDD

	FDD = TDD
	UE is not allowed to signal different values for FDD and TDD, is not checked per default

	Note 1: PS_mode1 corresponds to VoLTE

Note2: For this version, FGI bits for “>Rel-8” are not checked.


–
UEInformationRequest
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