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8.1.1.13
ETWS primary and secondary notification without security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state

[text skipped here]
Specific Message Contents

PAGING TYPE 1 (Step 1)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	     - CHOICE Used paging identity
	UTRAN identity

	       - U-RNTI
	

	        - SRNC Identity
	Set to an unused SRNC identity which is different from the SRNC identity assigned. 

	        - S-RNTI
	Set to an arbitrary 20-bit string which is different from the S-RNTI assigned.

	       - CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1102

	  Serial Number
	GS=11

Message Code = 1100000010

Update Number = 0000


PAGING TYPE 1 (Step 2)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	Not Present

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1102

	  Serial Number
	GS=11

Message Code = 1100000010

Update Number = Update Number of previous message (containing ETWS information) +1


PAGING TYPE 1 (Step 4)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	Not Present

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010 
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1102

	  Serial Number
	GS=11

Message Code = 1100000010

Update Number = Update Number of previous message (containing ETWS information)


PAGING TYPE 1 (Step 6)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	

	   MIB Value Tag
	Set to (Current MIB value tag + 1)

	   BCCH Modification time
	Not Present

	ETWS information
	Not Present


MASTER INFORMATION BLOCK (Step 7)

	Information Element
	Value/remark

	MIB Value tag
	As in PAGING TYPE 1 in step 6

	SIB 5 Cell Value tag
	Set to (Current SIB5 value tag + 1)


SYSTEM INFORMATION BLOCK TYPE 5 / 5bis and 6 (Step 7)

The contents of SYSTEM INFORMATION TYPE 5/ 5bis and 6 Information Element in this test case are identical to those of the default contents of clause 6.1.2 in 34.108.

BMC CBS Message (Step 9 and 13)

	Information Element
	Value/remark

	Message Type
	1 (CBS message)

	Message ID
	Bitstring (16) CB message ID, it shall fit to the stored Message ID in the SIM inserted in the UE (source and type) [see TS 23.041]

	Serial Number
	[see TS 23.041]

	- Geographic Scope Indicator (2 bit)
	11 (Normal Cell wide)

	- Message Code (10 bit)
	according with the Message ID

	- Update Number (4 bit)
	for a new message: 0000, incremented by one for each repetition

	Data Coding Scheme
	Default alphabet, English
"00000001"B

	CB Data
	Octetstring, [see IXIT value: CB-Data 1 and 2]


PAGING TYPE 1 (Step 11)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	

	   MIB Value Tag
	Set to (Current MIB value tag + 1)

	   BCCH Modification time
	Not Present 

	ETWS information
	Not Present


SYSTEM INFORMATION BLOCK TYPE 5 / 5bis and 6 (Step 12)

The contents of SYSTEM INFORMATION TYPE 5/ 5bis and 6 Information Element are identical to the contents specified in initial conditions.

PAGING TYPE 1 (Step 15)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	     - CHOICE Used paging identity
	UTRAN identity

	       - U-RNTI
	

	        - SRNC Identity
	Set to the previously assigned SRNC identity

	       - S-RNTI
	Set to previously assigned S-RNTI

	      - CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present


PAGING TYPE 1 (Step 41)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	      - CHOICE Used paging identity
	CN identity

	       - Paging Cause
	Terminating Call with one of the supported services 

	       - CN Domain Identity
	Supported Domain (PS Domain or CS Domain)

	       - CHOICE UE Identity
	Local (P)TMSI

	        - Routing parameter
	Same as registered TMSI or P-TMSI

	BCCH modification info
	Not Present


CELL UPDATE CONFIRM (Step 17)

Use the message sub-type in default message content defined in [9] (TS 34.108) Clause 9, with the following exceptions.

	Information Element
	Value/remark

	New C-RNTI
	'1010 1010 1010 1010'


SYSTEM INFORMATION CHANGE INDICATION (Step 20)

	Information Element
	Value/remark

	Message Type
	

	BCCH modification info
	

	      - MIB Value Tag
	Not Present

	      - BCCH Modification time
	Not Present

	ETWS information
	

	   Warning Type
	Warning Type Value=0000000
Emergency User Alert =1

Popup=1

Padding=0000000

	   Message Identifier
	1100

	   Serial Number
	GS=11

Message Code = 1100000000

Update Number = Update Number of previous message (containing ETWS information) +1


PHYSICAL CHANNEL RECONFIGURATION (Step 22)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in Annex A with following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	Not Present

	RRC State Indicator 
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


PAGING TYPE 1 (Step 24)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	

	   MIB Value Tag
	Set to Current MIB value tag

	   BCCH Modification time
	Not Present 

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010 
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1102

	  Serial Number
	GS=11

Message Code = 1100000010

Update Number = Update Number of previous message (containing ETWS information) +1


PAGING TYPE 1 (Step 26)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	     - CHOICE Used paging identity
	UTRAN identity

	       - U-RNTI
	

	        - SRNC Identity
	Set to the previously assigned SRNC identity

	       - S-RNTI
	Set to previously assigned S-RNTI

	      - CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present


CELL UPDATE CONFIRM (Step 28)

Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	RRC State indicator
	CELL_FACH

	New C-RNTI
	'1010 1010 1010 1011'


PAGING TYPE 1 (Step 36)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	Not Present

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010 
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1103

	  Serial Number
	GS=11

Message Code = 1100000011

Update Number = Update Number of previous message (containing ETWS information) +1


PAGING TYPE 1 (Step 38)

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Not Present

	BCCH modification info
	

	   MIB Value Tag
	Set to Current MIB value tag

	   BCCH Modification time
	Not Present

	ETWS information
	

	  Warning Type
	Warning Type Value=0000010 
Emergency User Alert =1

Popup=1

Padding=0000000

	  Message Identifier
	1101

	  Serial Number
	GS=11

Message Code = 1100000001

Update Number = Update Number of previous message (containing ETWS information) +1


8.1.1.13.5
Test requirement

In step 5, UE shall not indicate the reception of ETWS Data 2.

In step10, UE shall indicate the reception of CB Data 1

In step14, UE shall not indicate the reception of CB Data 2

In step 25 and 40, UE shall indicate the reception of CB Data before CTCH FALSE, and UE shall not indicate the reception of CB Data after CTCH FALSE in SYSTEM INFORMATION BLOCK TYPE 5 / 5bis and 6.

In step 21, 25 and 40, UE shall indicate the reception of ETWS Data 1.

In step 37, UE shall not indicate the reception of ETWS Data 3.
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