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	With the introduction of 4C_HSDPA, a “Multicell E-DCH Restriction” IE was agreed to be introduced into the possible secondary cell list in tabular 9.2.2.101 referring to the RAN3#67 minutes as the following:

It shall be possible to indicate for each cell of the cell list in the Multi Cell Capability Info IE (corresponding in RNSAP), if the DC-HSUPA capability is restricted for peering with the cell that can be the serving HS-DSCH cell.
However, the Multicell-EDCH-Restriction defined in asn.1 is in the top level of possible secondary cell list, that is to say, it is impossible to indicate the DC-HSDUPA capability for each cell of the possible secondary serving cell list by the Multicell-EDCH-Restriction IE in ASN.1. Thus the asn.1 is needed to be modified to capture the agreement made at RAN3#67.
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	Rev1:

Correct the release information from “R10” to “R11”.

Rev0:

Add the IE Multicell-EDCH-Restriction into the possible secondary serving cell list in ASN.1.

Impact analysis:

This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under procedure point of view.
The impact can be considered isolated because it only affects the Uplink Signalling Transfer and Radio Link Setup procedure.
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9.2.2.113
Multi Cell Capability Info

This parameter defines the Multi Cell capability information for a Local Cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Multi Cell Capability
	M
	
	ENUMERATED (Multi Cell Capable, Multi Cell non Capable)
	
	–
	

	Possible Secondary Serving Cell List
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell.
	–
	

	>Possible Secondary Serving Cell
	M
	
	Local Cell ID

9.2.1.38
	Cells possible to serve in multicell adjacent carrier operationTS 25.133 [22] (same sector)
	–
	

	>Multicell E-DCH Restriction
	O
	
	BOOLEAN
	TRUE means restricted

FALSE means not restricted.

If not included in AUDIT RESPONSE message or in RESOURCE STATUS INDICATION message when the cell becomes existing, it means not restricted.
	YES
	ignore


	Range bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE. See NOTE below.

	NOTE: In this case, “maxnoofHSDSCH-1” represents the maximum number of possible secondary serving cells for a local cell.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

==Unchanged text omitted
MultipleFreq-HSPDSCH-InformationItem-ResponseTDDLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Multi-Cell-Capability ::= ENUMERATED {


multi-Cell-Capable,


multi-Cell-non-Capable

}

Multi-Cell-Capability-Info::= SEQUENCE {


multi-Cell-Capability









Multi-Cell-Capability,


possible-Secondary-Serving-Cell-List





Possible-Secondary-Serving-Cell-List

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { Multi-Cell-Capability-Info-ExtIEs } }

OPTIONAL,


...

}

Multi-Cell-Capability-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{
ID id-Multicell-EDCH-Restriction

CRITICALITY ignore

EXTENSION Multicell-EDCH-Restriction
PRESENCE optional },


---- This IE shall never be included. If received it shall be ignored.

...

}
Multicell-EDCH-Information

::= ProtocolIE-Single-Container { {Multicell-EDCH-InformationItem} }

Multicell-EDCH-InformationItem NBAP-PROTOCOL-IES ::= {


{ ID id-Multicell-EDCH-InformationItemIEs
CRITICALITY ignore
TYPE Multicell-EDCH-InformationItemIEs

PRESENCE mandatory }

}

Multicell-EDCH-InformationItemIEs
::= SEQUENCE {


dL-PowerBalancing-Information



DL-PowerBalancing-Information



OPTIONAL,


minimumReducedE-DPDCH-GainFactor


MinimumReducedE-DPDCH-GainFactor


OPTIONAL,


secondary-UL-Frequency-Activation-State

Secondary-UL-Frequency-Activation-State

OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { Multicell-EDCH-InformationItemIEs-ExtIEs } } OPTIONAL,


...

}

Multicell-EDCH-InformationItemIEs-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

==Unchanged text omitted
--"maxNrOfHSDSCH-1" represents the maximum number of possible secondary serving cells for a local cell when it applies to the range of "Possible-Secondary-Serving-Cell-List".

Possible-Secondary-Serving-Cell-List ::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Possible-Secondary-Serving-Cell
Possible-Secondary-Serving-Cell ::= SEQUENCE {


local-Cell-ID



Local-Cell-ID,


iE-Extensions



ProtocolExtensionContainer { { Possible-Secondary-Serving-Cell-ExtIEs } }


OPTIONAL,


...

}

Possible-Secondary-Serving-Cell-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-Multicell-EDCH-Restriction

CRITICALITY ignore

EXTENSION Multicell-EDCH-Restriction
PRESENCE optional},

...

}
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}
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