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*** FIRST MODIFIED SECTION ***
5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC Connection Re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in section 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2> resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 2:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;
1>
if the RRCConnectionReconfiguration message includes the powerPrefIndicationConfig:

2>
perform the power preference indication procedure as specified in 5.3.15;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;
1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;

1>
if the RRCConnectionReconfiguration message includes the powerPrefIndicationConfig:

2>
perform the power preference indication procedure as specified in 5.3.15;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and plmn-Identity stored in VarRLF-Report is equal to the RPLMN:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:

3>
include the logMeasAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

*** NEXT MODIFIED SECTION ***
5.3.15
UE Assistance Information 
5.3.15.1
General
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Figure 5.3.15.1-1: UE Assistance Information
The purpose of this procedure is to inform E-UTRAN of the UE’s power saving preference. E-UTRAN may assume that the UE prefers a default configuration for power saving initially when it configures and enables the UE for power preference indication.
5.3.15.2
Initiation

A UE capable of providing power preference indications in RRC_CONNECTED may initiate the procedure only if:
1>
the received powerPrefIndicationConfig includes the powerPrefIndication-Enabled; and
1>
the UE did not indicate any power saving preference since last entering RRC_CONNECTED on the current Pcell, or the current UE preference is different from the one indicated in the last transmission of the UEAssistanceInformation message to the current Pcell; and
1>
timer T340 is not running.
Editor’s Note: It is FFS whether the first transmission of the powerPrefIndication is restricted so that it can only be set to lowpowerconsumption.

Upon initiating the procedure, the UE shall:

1>
if the UE prefers a default configuration for power saving:

2>
start timer T340 with the timer value set to the powerPrefIndication-Timer;
1>
initiate transmission of the UEAssistanceInformation message in accordance with 5.3.15.3;
Editor’s Note: It is FFS whether T340 is started also in case where the UE prefers a configuration that is primarily optimized for power saving.
5.3.15.3
Actions related to transmission of UEAssistanceInformation message

The UE shall set the contents of UEAssistanceInformation message as follows:

1>
if the UE prefers a default configuration for power saving:
2>
set powerPrefIndication to default;
1>
else if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowpowerconsumption;

The UE shall submit the UEAssistanceInformation message to lower layers for transmission.
*** NEXT MODIFIED SECTION ***
5.4.2
Handover to E-UTRA

5.4.2.1
General
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Figure 5.4.2.1-1: Handover to E-UTRA, successful

The purpose of this procedure is to, under the control of the network, transfer a connection between the UE and another Radio Access Network (e.g. GERAN or UTRAN) to E-UTRAN.

The handover to E-UTRA procedure applies when SRBs, possibly in combination with DRBs, are established in another RAT. Handover from UTRAN to E-UTRAN applies only after integrity has been activated in UTRAN.

5.4.2.2
Initiation

The RAN using another RAT initiates the Handover to E-UTRA procedure, in accordance with the specifications applicable for the other RAT, by sending the RRCConnectionReconfiguration message via the radio access technology from which the inter-RAT handover is performed.

E-UTRAN applies the procedure as follows:

-
to activate ciphering, possibly using NULL algorithm, if not yet activated in the other RAT;

-
to establish SRB1, SRB2 and one or more DRBs, i.e. at least the DRB associated with the default EPS bearer is established;

5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE

If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target PCell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target PCell, apply the uplink bandwidth indicated by (the absence or presence of) the ul-Bandwidth;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
forward the nas-SecurityParamToEUTRA to the upper layers;

1>
derive the KeNB key, as specified in TS 33.401 [32];

1>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the indicated integrity protection algorithm and the KRRCint key immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm, the KRRCenc key and the KUPenc key immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition as specified in 5.3.10.3b;
1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication configuration in accordance with the received reportProximityConfig;
1>
if the RRCConnectionReconfiguration message includes the powerPrefIndicationConfig:

2>
perform the power preference indication procedure as specified in 5.3.15;

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and plmn-Identity stored in VarRLF-Report is equal to the RPLMN:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and plmn-Identity stored in VarLogMeasReport is equal to the RPLMN:

3>
include the logMeasAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
if the RRCConnectionReconfiguration message does not include rlf-TimersAndConstants set to setup:

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 1:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

NOTE 2:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.

*** NEXT MODIFIED SECTION ***
6.2.1
General message structure

–
UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN or from the RN to the E-UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message ::= SEQUENCE {


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



csfbParametersRequestCDMA2000


CSFBParametersRequestCDMA2000,



measurementReport





MeasurementReport,



rrcConnectionReconfigurationComplete
RRCConnectionReconfigurationComplete,



rrcConnectionReestablishmentComplete
RRCConnectionReestablishmentComplete,



rrcConnectionSetupComplete



RRCConnectionSetupComplete,



securityModeComplete




SecurityModeComplete,



securityModeFailure





SecurityModeFailure,



ueCapabilityInformation




UECapabilityInformation,



ulHandoverPreparationTransfer


ULHandoverPreparationTransfer,



ulInformationTransfer




ULInformationTransfer,



counterCheckResponse




CounterCheckResponse,



ueInformationResponse-r9



UEInformationResponse-r9,



proximityIndication-r9




ProximityIndication-r9,



rnReconfigurationComplete-r10


RNReconfigurationComplete-r10,



mbmsCountingResponse-r10



MBMSCountingResponse-r10,



interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10


},


later





CHOICE {



c2







CHOICE{




ueAssistanceInformation-r11


UEAssistanceInformation-r11,



spare15 NULL, spare14 NULL, spare13 NULL,




spare12 NULL, spare11 NULL, spare10 NULL,




spare9 NULL, spare8 NULL, spare7 NULL,



spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},


messageClassExtension
SEQUENCE {}

}
}

-- ASN1STOP

*** NEXT MODIFIED SECTION ***
6.2.2
Message definitions

–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UEAssistanceInformation message
-- ASN1START

UEAssistanceInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueAssistanceInformation–r11


UEAssistanceInformation-r11-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPrefIndication-r11



PowerPrefIndication-r11



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP
*** NEXT MODIFIED SECTION ***
6.3.6
Other information elements

–
OtherConfig
The IE OtherConfig contains configuration related to other configuration

OtherConfig information element
-- ASN1START

OtherConfig-r9 ::= SEQUENCE
{


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


...,


[[
powerPrefIndicationConfig-r11

PowerPrefIndicationConfig-r11
OPTIONAL,
-- Need ON

]]
}

ReportProximityConfig-r9 ::= SEQUENCE {


proximityIndicationEUTRA-r9

ENUMERATED {enabled}


OPTIONAL, 

-- Need OR


proximityIndicationUTRA-r9

ENUMERATED {enabled}


OPTIONAL

-- Need OR

}

PowerPrefIndicationConfig-r11 ::= SEQUENCE {


powerPrefIndication-Enabled-r11

ENUMERATED {enabled}

OPTIONAL,

-- Need OR

powerPrefIndication-Timer-r11

ENUMERATED {


s0, s0dot5, s1, s2, s5, s10, s20, s30, s60, s90, s120, s300, s600, spare3, spare2, spare1}
}
















OPTIONAL,

-- Cond ppiENABLED 
-- ASN1STOP

	OtherConfig field descriptions

	reportProximityConfig

Indicates, for each of the applicable RATs (EUTRA, UTRA), whether or not proximity indication is enabled for CSG member cell(s) of the concerned RAT. Note.

	powerPrefIndication-Enabled

The field is used to indicate whether Power Preference Indication reporting from the UE is allowed or not.

	powerPrefIndication-Timer
Prohibit timer for Power Preference Indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second or not set, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.


	Conditional presence
	Explanation

	ppiENABLED
	The field is mandatory present in case powerPrefIndication-Enabled is present; otherwise the field is not present.


NOTE:
Enabling/ disabling of proximity indication includes enabling/ disabling of the related functionality e.g. autonomous search in connected mode.
–
PowerPrefIndication
The IE PowerPrefIndication is used to provide information related to the UE power saving preference.

PowerPrefIndication information element
-- ASN1START

PowerPrefIndication-r11 ::=


ENUMERATED
{default, lowpowerconsumption}
-- ASN1STOP

	PowerPrefIndication field descriptions

	PowerPrefIndication
‘default’ indicates the UE preference for a default configuration for power saving
‘lowpowerconsumption’ indicates the UE preference for a configuration that is primarily optimised for power saving.


*** NEXT MODIFIED SECTION ***
7.3
Timers (Informative)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover to EUTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to default 
	
	No action.


*** NEXT MODIFIED SECTION ***
11.2
Processing delay requirements for RRC procedures

The UE performance requirements for RRC procedures are specified in the following table, by means of a value N:

N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).

NOTE:
No processing delay requirements are specified for RN-specific procedures.
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Figure 11.2-1: Illustration of RRC procedure delay

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment


	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection release
	RRCConnectionRelease
	
	NA


	

	RRC connection re-configuration (radio resource configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-establishment


	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.

The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	

	Counter check
	CounterCheck
	CounterCheckResponse
	10
	

	Proximity indication
	
	ProximityIndication
	NA
	

	UE information
	UEInformationRequest
	UEInformationResponse
	15
	

	MBMS counting
	MBMSCountingRequest
	MBMSCountingResponse
	NA
	

	UE assistance information
	
	UEAssistanceInformation
	NA
	


*** NEXT MODIFIED SECTION ***
A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	+
	-
	-
	Justification for case “P”: RAN2 agreed that measurement configuration may be sent prior to security activation

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
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