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--------------------------------------start---------------------------------------------------------
10.3.5.1c
Added or reconfigured MAC-ehs reordering queue

This IE is used in relation to the MAC-ehs reordering queues mapped to the HS-DSCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-ehs queue to add or reconfigure list
	OP
	<1 to maxQueueID>
	
	
	REL-7

	>MAC-ehs queue Id
	MP
	
	MAC-ehs Queue Id 10.3.5.7f
	
	REL-7

	>T1
	MP
	
	Integer (10, 20, 30, 40, 50, 60, 70, 80, 90, 100, 120, 140, 160, 200, 300, 400)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower TSN values.
	REL-7

	>Treset
	MD
	
	Integer (1, 2, 3, 4)
	Timer in multiples of T1 values (milliseconds). Used when MAC-ehs reordering queue is reset in CELL_FACH and CELL_PCH (FDD only). 
Default value is 2
	REL-7

	>MAC-ehs window size
	MP
	
	Enumerated (4, 6, 8, 12, 16, 24, 32,
	One spare value needed.
	REL-7

	
	
	
	64, 128,
	
	REL-9

	
	
	
	256)
	
	REL-11

	>MAC-ehs window size extension
	OP
	
	Enumerated(96,160,196,256)
	For 1,28Mcps TDD only, The set of values is used for Multi-carrier case for 9bits TSN option. If this IE is present, UE should ignore the IE “MAC-ehs window size”
	REL-9


10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	8 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11)
	
	REL-11

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	OP
	
	Measurement capability 10.3.3.21
	
	

	Measurement capability TDD
	OP
	
	Measurement capability TDD 10.3.3.21b
	
	REL-8

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
The IE is not needed in the INTER RAT HANDOVER INFO message.
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (TRUE)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (TRUE)
	The IE shall be set to TRUE when F-DPCH is fully supported by the UE.

Absence of this information element indicates that F-DPCH is not fully supported
	REL-6

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The presence of this IE indicates that UE supports MAC-ehs, the use of special value of HE field to indicate end of an SDU for RLC AM, octet aligned transport block table and different HS-SCCHs in contiguous TTIs.

The absence of this IE indicates that the UE does not support either MAC-ehs, octet aligned transport block table or the use of special value of HE field to indicate end of an SDU for RLC AM or different HS-SCCHs in contiguous TTIs.
	REL-7

	UE specific capability Information LCR TDD
	OP
	
	Enumerated (NF, TriRxUniTx, TriRxTriTx, HexRxUniTx, HexRxTriTx, HexRxHexT,
	For 1.28 Mcps TDD only


	REL-7

	
	
	
	TwoRxUniTxContiguous, TwoRxTwoTxContiguous, TwoRxUniTxDiscontiguous, TwoRxTwoTxDiscontiguous)
	TwoRxUniTxContiguous and TwoRxTwoTxContiguous mean that the UE is only capable of supporting two adjacent carriers. TwoRxUniTxDiscontiguous and TwoRxTwoTxDiscontiguous mean that the UE is capable of supporting two non-adjacent carriers. 6 spare values needed. Note 3.
	REL-10

	Support for E-DPCCH Power Boosting
	OP
	
	Enumerated

(TRUE)
	The

absence of this IE indicates that the E-DPCCH Power Boosting is not supported. The presence of this IE indicates that the E-DPCCH Power Boosting is  supported by the UE.
	REL-7

	Support of common E-DCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	REL-8

	Support of MAC-i/is
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-i/is operation. 
	REL-8

	Support of SPS operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support SPS operation.
	REL-8

	Support of Control Channel DRX operation
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.
The absence of this IE indicates that the UE does not support Control Channel DRX operation
	REL-8

	Support of CSG
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support access control based on CSG
	REL-8

	Support for Two DRX schemes in URA_PCH and CELL_PCH
	OP
	
	Enumerated
(TRUE)
	The absence of this IE indicates that the UE does not support Two DRX schemes in URA_PCH and CELL_PCH
	REL-7

	Support for E-DPDCH power interpolation formula 
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DPDCH power interpolation formula when 16QAM is not configured
	REL-7

	Support for absolute priority based cell re-selection in UTRAN
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support absolute priority based cell re-selection to UTRA inter-frequency
	REL-8

	Support of MU-MIMO
	OP
	
	Enumerated (Uplink, Uplink and Downlink)
	The absence of this IE indicates that the UE does not support MU-MIMO. This IE is used for 1.28 Mcps TDD only
	REL-10

	Radio Access Capability Band Combination List
	CV-not_iRAT_HoInfo
	1 to 16
	
	The absence of this IE indicates that the UE does not support Dual Band Operation. 
	REL-9

	>Band Combination 
	MP
	
	Integer(1..256)
	The integer value n indicates that the nth DB-DC Configuration (A,B) in table 5.0AA in [21] is supported by the UE.
	REL-9

	>Supported Carrier Combination 
	OP
	
	
	Absence of this IE means that the UE only supports the carrier combination (1,1) for this band combination (A,B). If carrier combination (X,Y) is supported, then carrier combination (M,N) is supported, where 1<=M<=X and 1<=N<=Y, so the corresponding value for that carrier combination  (M,N) should be set to TRUE.

Carrier combination (X,Y) for a band combination (A,B) refers to a block of X contiguous carriers in Band A and a block of Y contiguous carriers in Band B.
	REL-10

	>>Carrier Combination (1,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (2,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,1) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,3) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (3,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,1) is supported for this band combination (A,B).
	REL10

	>>Carrier Combination (2,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,2) is supported for this band combination (A,B).
	REL-10

	>>Carrier Combination (1,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,1) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (1,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (1,7)
	MP
	
	Boolean
	The value TRUE means that carrier combination (1,7) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (7,1)
	MP
	
	Boolean
	The value TRUE means that carrier combination (7,1) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (2,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,2) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (2,6)
	MP
	
	Boolean
	The value TRUE means that carrier combination (2,6) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (6,2)
	MP
	
	Boolean
	The value TRUE means that carrier combination (6,2) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,3) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (3,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,4) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (4,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,3) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (4,4)
	MP
	
	Boolean
	The value TRUE means that carrier combination (4,4) is supported for this band combination (A,B).
	REL11

	>>Carrier Combination (3,5)
	MP
	
	Boolean
	The value TRUE means that carrier combination (3,5) is supported for this band combination (A,B).
	REL-11

	>>Carrier Combination (5,3)
	MP
	
	Boolean
	The value TRUE means that carrier combination (5,3) is supported for this band combination (A,B).
	REL-11

	Support of TX Diversity on DL Control Channels by MIMO Capable UE when MIMO operation is active
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-7

	
	
	
	
	The absence of this IE indicates that the MIMO capable UE does not support TX diversity on DL Control Channels (HS-SCCH, F-DPCH, E-AGCH, E-HICH, E-RGCH, F-TPICH) when MIMO is active, P-CPICH is configured on antenna 1, and S-CPICH on antenna 2.
	REL-11

	Support of enhanced TS0
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the UE does not support the enhanced TS0
	REL-9

	Support for cell-specific Tx diversity configuration for dual-cell operation
	CV-

Dual_Cell_HSDPA_supported
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support cell-specific Tx diversity configuration when configured for dual-cell operation. 
	REL-8

	CSG proximity indication capability
	CV-not_iRAT_HoInfo
	
	CSG proximity indication capability 10.3.3.8a
	
	REL-9

	Neighbour Cell SI acquisition capability
	CV-not_iRAT_HoInfo
	
	Neighbour Cell SI acquisition capability 10.3.3.21c
	
	REL-9

	Extended measurements Support
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports the extended measurement identity range 17 to 32.
	REL-9

	Support for dual cell with MIMO operation in different bands
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support dual cell with MIMO operation in different bands
	REL-10

	UE based network performance measurements parameters
	CV-not_iRAT_HoInfo
	
	UE based network performance measurements parameters 10.3.3.53
	
	REL-10

	Support of UTRAN ANR
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support UTRAN ANR.
	REL-10

	Support of MAC-ehs window size extension
	OP
	
	Enumerated (TRUE)
	For 1.28 Mcps TDD only, the absence of this IE indicates that the UE does not support IE “MAC-ehs window size extension”.

Note 4.
	REL-9

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4: 
This IE should always be set to “TRUE” in this version of the specification.


--------------------------------------next change---------------------------------------------------

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS
-----------------------------(omitted)-----------------------------------

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,

DL-AddReconfTransChInfoList-TDD128-v9c0ext,

DL-AddReconfTransChInfoList-r11,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


PowerOffsetInfoShort,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,
-----------------------------(omitted)-----------------------------------

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v950ext

CellUpdateConfirm-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL









},








criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,











vbxyNonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-vbxyext


















CellUpdateConfirm-vbxyext-IEs,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL










}
OPTIONAL









},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11


CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext





















BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},











criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
CellUpdateConfirm-v950ext-IEs ::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}
CellUpdateConfirm-v9c0ext-IEs ::= SEQUENCE {

-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANCommand-r3

HandoverToUTRANCommand-r3-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




handoverToUTRANCommand-r4

HandoverToUTRANCommand-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





handoverToUTRANCommand-r5

HandoverToUTRANCommand-r5-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






handoverToUTRANCommand-r6

HandoverToUTRANCommand-r6-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







handoverToUTRANCommand-v6b0ext
HandoverToUTRANCommand-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







handoverToUTRANCommand-r7

HandoverToUTRANCommand-r7-IEs,







v780NonCriticalExtensions

SEQUENCE {








handoverToUTRANCommand-v780ext
HandoverToUTRANCommand-v780ext-IEs,








v820NonCriticalExtensions

SEQUENCE {









handoverToUTRANCommand-v820ext
HandoverToUTRANCommand-v820ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {










handoverToUTRANCommand-v7d0ext
















HandoverToUTRANCommand-v7d0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r8







SEQUENCE {








handoverToUTRANCommand-r8

HandoverToUTRANCommand-r8-IEs,








v7d0NonCriticalExtensions

SEQUENCE {








handoverToUTRANCommand-v7d0ext
HandoverToUTRANCommand-v7d0ext-IEs,








v890NonCriticalExtensions

SEQUENCE {










handoverToUTRANCommand-v890ext
















HandoverToUTRANCommand-v890ext-IEs,










v8a0NonCriticalExtensions

SEQUENCE {











handoverToUTRANCommand-v8a0ext

















HandoverToUTRANCommand-v8a0ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL









}
OPTIONAL







}
OPTIONAL






},







criticalExtensions



CHOICE {








r9







SEQUENCE {









handoverToUTRANCommand-r9

HandoverToUTRANCommand-r9-IEs,









v9c0NonCriticalExtensions

SEQUENCE {










handoverToUTRANCommand-v9c0ext















HandoverToUTRANCommand-v9c0ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL







},







criticalExtensions



HandoverToUTRANCommand-LaterCriticalExtensions







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
HandoverToUTRANCommand-r9-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r8,





rab-InformationSetupList

RAB-InformationSetupList-r8

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information



UL-EDCH-Information-r9


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r8,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity


DefaultConfigIdentity-r6,







-- dummy is not used in this version of the specification, it should







-- not be sent and if received it should be ignored







dummy


DLUL-HSPA-Information-r9
OPTIONAL






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-v9c0ext-IEs ::= SEQUENCE {

-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
HandoverToUTRANCommand-LaterCriticalExtensions ::= CHOICE {



r10






SEQUENCE {




handoverToUTRANCommand-r10

HandoverToUTRANCommand-r10-IEs,




v9c0NonCriticalExtensions

SEQUENCE {





handoverToUTRANCommand-v9c0ext









HandoverToUTRANCommand-v9c0ext-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL



},



criticalExtensions



CHOICE {




r11







SEQUENCE {





handoverToUTRANCommand-r11

HandoverToUTRANCommand-r11-IEs,





-- Container for adding non critical extensions after freezing REL-12





handoverToUTRANCommand-r11-add-ext
BIT STRING

OPTIONAL,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




},




criticalExtensions



SEQUENCE {}



}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerReconfiguration-r9

















RadioBearerReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v950ext

















RadioBearerReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext


















RadioBearerReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerReconfiguration-r10

















RadioBearerReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext


















RadioBearerReconfiguration-v9c0ext-IEs,











vbxyNonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-vbxyext

















RadioBearerReconfiguration-vbxyext-IEs,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL










}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerReconfiguration-r11

















RadioBearerReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},











criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
RadioBearerReconfiguration-v950ext-IEs ::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}
RadioBearerReconfiguration-v9c0ext-IEs ::= SEQUENCE {

-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v6b0ext

RadioBearerRelease-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v780ext

RadioBearerRelease-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerRelease-r8


RadioBearerRelease-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerRelease-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v890ext


















RadioBearerRelease-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerRelease-v8a0ext


















RadioBearerRelease-v8a0ext-IEs,














nonCriticalExtensions



















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerRelease-r9


RadioBearerRelease-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerRelease-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v950ext
RadioBearerRelease-v950ext-IEs,











v970NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v970ext
RadioBearerRelease-v970ext-IEs,












v9c0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerRelease-r10


RadioBearerRelease-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerRelease-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,











vbxyNonCriticalExtensions

SEQUENCE {













radioBearerRelease-vbxyext



















RadioBearerRelease-vbxyext-IEs,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL










}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerRelease-r11






















RadioBearerRelease-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},











criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
RadioBearerRelease-v970ext-IEs ::= SEQUENCE {


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

RadioBearerRelease-v9c0ext-IEs ::= SEQUENCE {

-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING











(CONTAINING RadioBearerSetup-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v780ext

RadioBearerSetup-v780ext-IEs,









v820NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerSetup-r8



RadioBearerSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerSetup-r8-add-ext

BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v7f0ext
RadioBearerSetup-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v890ext


















RadioBearerSetup-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerSetup-v7g0ext


















RadioBearerSetup-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerSetup-v8a0ext


















RadioBearerSetup-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerSetup-r9



RadioBearerSetup-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerSetup-r9-add-ext

BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v950ext

RadioBearerSetup-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL









}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerSetup-r10


RadioBearerSetup-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerSetup-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,











vbxyNonCriticalExtensions

SEQUENCE {













radioBearerSetup-vbxyext



















RadioBearerSetup-vbxyext-IEs,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL










}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {











radioBearerSetup-r11


RadioBearerSetup-r11-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-12











radioBearerSetup-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},











criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
RadioBearerSetup-v950ext-IEs::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}
RadioBearerSetup-v9c0ext-IEs::= SEQUENCE {


-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v6b0ext














TransportChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext














TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v780ext














TransportChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









transportChannelReconfiguration-r8
















TransportChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









transportChannelReconfiguration-r8-add-ext

















BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v890ext














TransportChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-v7g0ext














TransportChannelReconfiguration-v7g0ext-IEs,












v8a0NonCriticalExtensions

SEQUENCE {














transportChannelReconfiguration-v8a0ext















TransportChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










transportChannelReconfiguration-r9
















TransportChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










transportChannelReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v950ext
















TransportChannelReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext

















TransportChannelReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











} OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











transportChannelReconfiguration-r10
















TransportChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











transportChannelReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext

















TransportChannelReconfiguration-v9c0ext-IEs,











vbxyNonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-vbxyext
















TransportChannelReconfiguration-vbxyext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},










criticalExtensions



CHOICE {











r11







SEQUENCE {












transportChannelReconfiguration-r11
















TransportChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












transportChannelReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},











criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
TransportChannelReconfiguration-v950ext-IEs ::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}
TransportChannelReconfiguration-v9c0ext-IEs ::= SEQUENCE {


-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

UE-CapabilityContainer-IEs ::=


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0NonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






ue-RadioAccessCapability-v770ext
UE-RadioAccessCapability-v770ext-IEs,






v790NonCriticalExtensions


SEQUENCE {







ue-RadioAccessCapability-v790ext
UE-RadioAccessCapability-v790ext-IEs,







v860NonCriticalExtensions


SEQUENCE {








ue-RadioAccessCapability-v860ext
















UE-RadioAccessCapability-v860ext-IEs,








ue-RATSpecificCapability-v860ext












InterRAT-UE-RadioAccessCapability-v860ext
OPTIONAL,








v880NonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-v880ext
















UE-RadioAccessCapability-v880ext-IEs,









v890NonCriticalExtensions


SEQUENCE {










ue-RadioAccessCapability-v890ext
















UE-RadioAccessCapability-v890ext-IEs,










v920NonCriticalExtensions


SEQUENCE {











ue-RadioAccessCapability-v920ext
















UE-RadioAccessCapability-v920ext-IEs,











v970NonCriticalExtensions


SEQUENCE {












ue-RadioAccessCapability-v970ext
















UE-RadioAccessCapability-v970ext-IEs,











va40NonCriticalExtensions


SEQUENCE {













ue-RadioAccessCapability-va40ext
















UE-RadioAccessCapability-va40ext-IEs,













va60NonCriticalExtensions


SEQUENCE {














ue-RadioAccessCapability-va60ext















UE-RadioAccessCapability-va60ext-IEs,














va80NonCriticalExtensions

SEQUENCE {














ue-RadioAccessCapability-va80ext
















UE-RadioAccessCapability-va80ext-IEs,














laterNonCriticalExtensions



















UE-RadioAccessCapability-LaterNonCriticalExtensions

OPTIONAL 














}

OPTIONAL













}

OPTIONAL











}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

UE-RadioAccessCapability-v970ext-IEs ::= SEQUENCE {


-- UE physical channel capability


ue-ExtendedMeasurementSupport


ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v9c0ext-IEs ::= SEQUENCE {

ue-supportMac-ehsWindowSizeExtension


ENUMERATED { true }





OPTIONAL

}
 UE-RadioAccessCapability-LaterNonCriticalExtensions ::= SEQUENCE {

v9c0NonCriticalExtensions


SEQUENCE {



ue-RadioAccessCapability-v9c0ext







UE-RadioAccessCapability-v9c0ext-IEs,


vbxyNonCriticalExtensions

SEQUENCE {




ue-RadioAccessCapability-vbxyext







UE-RadioAccessCapability-vbxyext-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL



}

OPTIONAL

}

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

AddOrReconfMAC-ehs-ReordQ-r9 ::=

SEQUENCE {


mac-ehs-AddReconfQueue-List


MAC-ehs-AddReconfReordQ-List-r9
OPTIONAL

}
AddOrReconfMAC-ehs-ReordQ-TDD128-v9c0ext ::=

SEQUENCE {


mac-ehs-AddReconfQueue-List


MAC-ehs-AddReconfReordQ-List-TDD128-v9c0ext
OPTIONAL

}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

DL-AddReconfTransChInfoList-r9 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r9
DL-AddReconfTransChInfoList-TDD128-v9c0ext ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-TDD128-v9c0ext
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

DL-AddReconfTransChInformation-r9 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info-r9


},


dch-QualityTarget




QualityTarget





OPTIONAL

}
DL-AddReconfTransChInformation-TDD128-v9c0ext ::= SEQUENCE {

hsdsch







HSDSCH-Info-TDD128-v9c0ext

OPTIONAL
}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

HSDSCH-Info-r9 ::=




SEQUENCE {


harqInfo






HARQ-Info-r7


OPTIONAL,


dl-MAC-HeaderType




CHOICE {



mac-hs







AddOrReconfMAC-dFlow,



mac-ehs







AddOrReconfMAC-ehs-ReordQ-r9


}

OPTIONAL

}
HSDSCH-Info-TDD128-v9c0ext ::=


SEQUENCE {


mac-ehs







AddOrReconfMAC-ehs-ReordQ-TDD128-v9c0ext


OPTIONAL
}
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
MAC-ehs-AddReconfReordQ-List-r9 ::=
SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-ehs-AddReconfReordQ-r9
MAC-ehs-AddReconfReordQ-List-TDD128-v9c0ext ::=
SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-ehs-AddReconfReordQ-TDD128-v9c0ext
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
MAC-ehs-AddReconfReordQ-r9 ::=


SEQUENCE {


mac-ehs-QueueId





MAC-ehs-QueueId,


reorderingReleaseTimer



T1-ReleaseTimer,


reorderingResetTimer



Treset-ResetTimer





OPTIONAL,


mac-ehsWindowSize




MAC-hs-WindowSize-r9

}
MAC-ehs-AddReconfReordQ-TDD128-v9c0ext ::=


SEQUENCE {

mac-ehsWindowSize-extension




MAC-ehs-WindowSize-TDD128-v9c0ext

OPTIONAL
}

MAC-ehs-AddReconfReordQ-r11 ::=


SEQUENCE {


mac-ehs-QueueId





MAC-ehs-QueueId,


reorderingReleaseTimer



T1-ReleaseTimer,


reorderingResetTimer



Treset-ResetTimer





OPTIONAL,


mac-ehsWindowSize




MAC-hs-WindowSize-r11，
  -- For 1.28Mcps TDD only

mac-ehsWindowSize-extension


MAC-ehs-WindowSize-TDD128-v9c0ext

OPTIONAL
}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
MAC-hs-WindowSize-r9 ::=


ENUMERATED {











mws4, mws6, mws8, mws12, mws16, mws24, mws32,











mw64, mw128 }
MAC-ehs-WindowSize-TDD128-v9c0ext ::=


ENUMERATED {










mws96, mws160, mws192, mws256 }
-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


T-305,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-GANSSPositioning-Capability,


UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,


UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PDCP-ROHC-TargetMode,


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,

DL-AddReconfTransChInfoList-TDD128-v9c0ext,

DL-AddReconfTransChInfoList-r11,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,

-- Physical Channel IEs :


FrequencyInfo,


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,


TGPS-ConfigurationParams-r8,

-- Measurement IEs :


Event1j-r6,


Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,


IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,


MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


MeasurementType-r8,


MeasurementType-r9,


MeasurementType-r10,


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,


MBMS-SelectedServiceInfo,
-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


InterRAT-UE-RadioAccessCapability-v860ext,


UE-HistoryInformation,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)
OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v5a0ext




















SRNC-RelocationInfo-v5a0ext-IEs,













v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,














v5c0NonCriticalExtensions


SEQUENCE {















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,















v690NonCriticalExtensions

SEQUENCE {
















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,
















v6b0NonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v6b0ext




















SRNC-RelocationInfo-v6b0ext-IEs,

















v770NonCriticalExtensions
SEQUENCE {


















sRNC-RelocationInfo-v770ext




















SRNC-RelocationInfo-v770ext-IEs,


















v7e0NonCriticalExtensions
SEQUENCE {



















sRNC-RelocationInfo-v7e0ext




















SRNC-RelocationInfo-v7e0ext-IEs,



















v7f0NonCriticalExtensions
SEQUENCE {




















sRNC-RelocationInfo-v7f0ext




















SRNC-RelocationInfo-v7f0ext-IEs,




















nonCriticalExtensions























SEQUENCE {}
OPTIONAL



















}

OPTIONAL


















}

OPTIONAL

















}

OPTIONAL
















}

OPTIONAL















}

OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,







v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,










v6b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v6b0ext


















SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {






sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v690ext


SRNC-RelocationInfo-v690ext-IEs,









v6b0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r6-add-ext-IEs)

OPTIONAL,






v6b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sRNC-RelocationInfo-v770ext

SRNC-RelocationInfo-v770ext-IEs,








v820NonCriticalExtensions

SEQUENCE {









srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







sRNC-RelocationInfo-r7


SRNC-RelocationInfo-r7-IEs,







sRNC-RelocationInfo-r7-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r7-add-ext-IEs)

OPTIONAL,







v820NonCriticalExtensions

SEQUENCE {








srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,









nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r8







SEQUENCE {








sRNC-RelocationInfo-r8


SRNC-RelocationInfo-r8-IEs,








sRNC-RelocationInfo-r8-add-ext
BIT STRING

OPTIONAL,








v7e0NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v7e0ext

SRNC-RelocationInfo-v7e0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v7f0ext
















SRNC-RelocationInfo-v7f0ext-IEs,










v8d0NonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v8d0ext
















SRNC-RelocationInfo-v8d0ext-IEs,











nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r9







SEQUENCE {









sRNC-RelocationInfo-r9


SRNC-RelocationInfo-r9-IEs,









sRNC-RelocationInfo-r9-add-ext
BIT STRING

OPTIONAL,









v8d0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v8d0ext

SRNC-RelocationInfo-v8d0ext-IEs,










v970NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v970ext

















SRNC-RelocationInfo-v970ext-IEs,











v9c0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v9c0ext


















SRNC-RelocationInfo-v9c0ext-IEs,












nonCriticalExtensions

















SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r10







SEQUENCE {










sRNC-RelocationInfo-r10


SRNC-RelocationInfo-r10-IEs,










sRNC-RelocationInfo-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v9c0ext

















SRNC-RelocationInfo-v9c0ext-IEs,











nonCriticalExtensions
















SEQUENCE {}
OPTIONAL










}
OPTIONAL








},









criticalExtensions



CHOICE {










r11







SEQUENCE {











sRNC-RelocationInfo-r11


SRNC-RelocationInfo-r11-IEs,











sRNC-RelocationInfo-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



SEQUENCE {}









}








}







}






}





}




}



}


}

}

-----------------------------------------------------------------------------next change-----------------------------------------------------------------------------------------
SRNC-RelocationInfo-v970ext-IEs ::=

SEQUENCE {


-- Measurement IEs



ongoingMeasRepList




OngoingMeasRepList-v970ext-IE

OPTIONAL

}
SRNC-RelocationInfo-v9c0ext-IEs ::= SEQUENCE {

-- For 1.28Mcps TDD only


dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}
----------------------------------------------------------------------------------end----------------------------------------------------------------------------------------------
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