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<Start of modified section>

15.28.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated a PDP context, discovered P-CSCF, registered to IMS services and set up the MO call, by executing the generic test procedure in Annex C.2 or C.2a (early IMS security only) up to the last step and thereafter executing the generic test procedure in Annex C.21 up to its last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration and MO call.

Related ICS/IXIT Statement(s)
Support for initiating a session

(Yes/No)

Support for MTSI
(Yes/No) 

Support for speech
(Yes/No)

Support for integration of resource management and SIP (use of preconditions)
(Yes/No)

Support for Communication Waiting
(Yes/No)
IMS security (Yes/No)

Early IMS security
(Yes/No)

Test procedure

1-8) Execute steps 1-8 of annex C.11

9)
SS shall receive 180 Ringing from the UE. UE shall give communication waiting notification to the user.

10) SS may send PRACK to the UE to acknowledge the 180 Ringing.

11) SS may receive 200 OK for PRACK from the UE.
12) After 5 seconds SS sends a CANCEL request to terminate the pending INVITE transaction

13) SS expects and receives 200 OK for CANCEL from the UE.
14) SS expects and receives 487 Request Terminated for INVITE from the UE. 

15) SS sends ACK to the UE. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1-8
	
	 Steps defined in annex C.11
	MTSI MT speech call

	9
	(
	180 Ringing
	The UE responds to INVITE with 180 Ringing.

	10
	(
	PRACK
	(Optional) SS shall send PRACK only if the 180 response contains 100rel option tag within the Require header.

	11
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	12
	(
	CANCEL
	SS sends CANCEL request to terminate the INVITE transaction

	13
	(
	200 OK
	The UE acknowledges the CANCEL with 200 OK.

	14
	(
	487 Request Terminated
	The UE responds to INVITE with a 487 Request Terminated final response after transaction was terminated.

	15
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.


NOTE:
The default messages contents in annex A are used with condition “IMS security“ or “early IMS security” when applicable.
Steps 13 and 14 can occur in any order.
Specific Message Content

180 Ringing (step 9)

Use the default message "180 Ringing for INVITE" in annex A.2.6 with the following exception:

The response shall contain Alert-Info header field with value "<urn:alert:service:call-waiting>"

PRACK (step 10)

Use the default message "PRACK" in annex A.2.4. No content body is included in this PRACK message

200 OK (step 11)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1.

CANCEL (step 12)

Use the default message "CANCEL" in annex A.2.15.

200 OK (step 13)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1.

487 Request Terminated (step 14)

Use the default message "487 Request Terminated" in annex A.2.16.

ACK (step 15)

Use the default message "ACK" in annex A.2.7.

15.28.5
Test requirements

<End of modified section>
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