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5.2A
Generic RF procedures
Editor’s note: The UE test state used for testing is specified in the individual test cases in the corresponding test specification TS 36.521-1 [21] or TS 36.521-3 [34].

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34].
5.2A.1
UE RF test states

Table 5.2A.1-1: The E-UTRAN UE states

	
	RRC
	ECM
	EMM
	ESM
	UE Test Mode

	State 3A-RF
	Generic Default RB Established, UE Test Mode Activated
	RRC_CONNECTED
1 data radio bearer configured
	ECM-CONNECTED
	EMM-REGISTERED
	1 default EPS bearer context active
	Active

	
	
	

	
	
	
	


<<many sections skipped>>
5.2A.4
Procedure to configure SCC









Table 5.2A.4.-1: UE RRC reconfiguration with sCELLToAdd
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	
	
	
	

	1
	The SS transmits an RRCConnectionReconfiguration(sCellToAddModList) message to establish the SCC.
	<--
	RRC: RRCConnectionReconfiguration

	2
	The UE transmits an RRCConnectionReconfigurationComplete
	-->
	RRC: RRCConnectionReconfigurationComplete


5.2A.4.1 Specific message contents
All specific message contents shall be referred to clause 4.5.2A.4, with exceptions as below.

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.2A.4.1.1
Exceptions for all CA tests

RRCConnectionReconfiguration

Table 5.2A.4.1.1-1: RRCConnectionReconfiguration
	Derivation Path: Clause 4.6.1 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	SCell_AddMod

	                sCellToAddMod[1]
	SCellToAddMod-r10-DEFAULT
	
	

	              }
	
	
	

	              NonCriticalExtension
	Not present
	
	

	            }
	
	
	

	}
	
	
	


MAC configurations

Table 5.2A.4.1.1-2: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell


5.2A.4.1.2
Exceptions for UL CA tests.
RadioResourceConfigCommonSCell-r10-DEFAULT

Table 5.2A.4.1.2-1: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Not Present
	For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in 3GPP TS 36.101 [27], table 5.7.3-1 applies.
For TDD: This parameter is absent and it is equal to the downlink frequency.

	

	      ul-Bandwidth-r10
	Not Present
	Same downlink bandwidth as used for target SCell
	

	      additionalSpectrumEmissionSCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 5.2A.4.1.2-2: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not Present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.
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