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4.7.3
Contents of ESM messages

<text skipped here>
-
MODIFY EPS BEARER CONTEXT REQUEST

This message is sent by the SS to the UE.

Table 4.7.3-18: MODIFY EPS BEARER CONTEXT REQUEST

	Derivation Path: 24.301 clause 8.3.16

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	Set according to specific message content.
	
	

	Procedure transaction identity
	'0000 0000'B
	No procedure transaction identity assigned
	NETWORK-INITIATED

	
	The same value as the value set in BEARER RESOURCE MODIFICATION REQUEST message or BEARER RESOURCE ALLOCATION REQUEST message.
	
	UE-INITIATED

	Modify EPS bearer context request message identity
	'1100 1001'B
	Modify EPS bearer context request
	

	New EPS QoS
	Use the same value as used in Activate EPS  Bearer Context Request message
	
	

	TFT
	According to reference dedicated EPS bearer context #2 except for TFT operation code which is set to ‘100’B and TFT identifier is set to ‘00110000’B..
	
	

	New QoS
	Not Present.
	
	

	Negotiated LLC SAPI
	Not Present.
	
	

	Radio priority
	Not Present.
	
	

	Packet flow Identifier
	Not Present.
	
	

	
	'0000 0000'B
	Best Effort
	pc_GERAN

	APN-AMBR
	Not Present.
	
	

	Protocol configuration options
	Not present
	
	


	Condition
	Explanation

	NETWORK-INITIATED
	Network initiated ESM procedures

	UE-INITIATED
	UE initiated ESM procedures


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
NOTIFICATION

This message is sent by the SS to the UE.

Table 4.7.3-18A: NOTIFICATION
	Derivation Path: 24.301 clause 8.3.18A

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	
	The same value as the value set in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message for IMS signalling.
	
	SRVCC-HO-CANCELLED

	Procedure transaction identity
	'0000 0000'B
	No procedure transaction identity assigned
	

	Notification message identity
	'1101 1011'B
	Notification
	

	Notification indicator
	'0000 0001'B
	SRVCC handover cancelled, IMS session re-establishment required
	SRVCC-HO-CANCELLED


	Condition
	Explanation

	SRVCC-HO-CANCELLED
	Used if SRVCC handover is cancelled.


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

-
PDN CONNECTIVITY REJECT

This message is sent by the SS to the UE.

Table 4.7.3-19: PDN CONNECTIVITY REJECT

	Derivation Path: 24.301 clause 8.3.17

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	Procedure transaction identity
	The same value as the value set in PDN CONNECTIVITY REQUEST message.
	
	

	PDN connectivity reject message identity
	'1101 0001'B
	PDN connectivity reject
	

	ESM cause
	The value is set according to specific message content.
	
	

	Protocol configuration options
	Not present
	
	


NOTE:
This message is sent without integrity protection before NAS security mode control procedure has been successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has been successfully completed.
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