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Table B.2: Coding for operating bands in field 0x03

	Bit no
	15
	14
	13
	12
	11
	10
	9
	8
	7
	6
	5
	4
	3
	2
	1
	0

	Operating band UTRA
	Ext. 09
	Ext. 08
	XIV
	XIII
	XII
	XI
	X
	IX
	VIII
	VII
	I
	II
	III
	IV
	V
	VI

	Operating band E-UTRA
	Ext. 09
	Ext. 08
	14
	13
	12
	11
	10
	9
	8
	7
	1
	2
	3
	4
	5
	6


Bit 14 set to “1” indicates that field 0x08 is defined.

Bit 15 set to “1” indicates that field 0x09 is defined.

Table B.2-1: Coding for operating bands in field 0x08

	Bit no
	15
	14
	13
	12
	11
	10
	9
	8
	7
	6
	5
	4
	3
	2
	1
	0

	Operating band UTRA
	Res.
	Spare
	-
	-
	XXVI
	XXV
	-
	-
	XXII
	XXI
	XX
	XIX
	XVIII
	XVII
	Res.
	Res.

	Operating band E-UTRA
	Res.
	Spare
	28
	27
	26
	25
	24
	23
	22
	21
	20
	19
	18
	17
	Res.
	Res.


Table B.2-2: Coding for operating bands in field 0x09

	Bit no
	15
	14…12
	11
	10
	9
	8
	7
	6
	5
	4
	3
	2
	1
	0

	Operating band UTRA
	Res.
	Spare
	
	
	
	
	e
	f
	d
	c
	b)36
	b)35
	a)34
	a)33

	Operating band E-UTRA
	Res.
	Spare
	44
	43
	42
	41
	40
	39
	38
	37
	36
	35
	34
	33


The operating bands are defined in subclause 4.3.7 in TS 25.461 [4]. In Table B.2-2, the notation a)33 is equivalent to E-UTRA band 33.

Bits are numbered from 0 to 15, bit no 0 set=1 represents the value 0x0001.

Bit set=1 represents operating band is supported.

Bit set=0 represents operating band is not supported.

Spare bits shall be set=0.

Unused Beamwidth and Gain octets shall be set to 0x0000.

Examples of operating bands: 
0000 0000 0001 0000 = Operating band II


0000 0000 0011 1000 = Operating band I, II and III
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