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-------------------------------------------- Start of change -------------------------------------------
9
Backhaul Performance requirement

9.1
General

The performance requirements for the backhaul are based on relays that utilize a dual-antenna receiver. 

For all test cases, the SNR is defined as:
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where the superscript indicates the receiver antenna connector. The above SNR definition assumes  that the REs are not precoded. The SNR definition does not account for any gain which can be associated to the precoding operation. The relative power of physical channels transmitted is defined in TS 36.101[2] Table C.3.2-1. The symbols of 
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are defined in TS36.101 [2].
9.2
Demodulation of PDSCH (Cell-Specific Reference Symbols)

The requirements for demodulation of PDSCH with Cell-Specific Reference Symbols are defined in TS 36.101[2] subclause 8.2. The requirements associated with ETU 300Hz or high speed train propagation condition are optional.
9.3
Demodulation of PDSCH (User-Specific Reference Symbols)

The requirements for demodulation of PDSCH with User-Specific Reference Symbols are defined in TS 36.101[2] subclause 8.3.

9.4
Demodulation of PDCCH/PCFICH

The requirements for demodulation of PDCCH/PCFICH are defined in TS 36.101[2] subclause 8.4.

9.5
Demodulation of PHICH

The requirements for demodulation of PHICH are defined in TS 36.101[2] subclause 8.5.

9.6
Demodulation of PBCH

The requirements for demodulation of PBCH are defined in TS 36.101[2] subclause 8.6.

9.7
Sustained downlink data rate provided by lower layers

The requirements for sustained downlink data rate provided by lower layers are defined in TS 36.101[2] subclause 9.7.
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