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	Reason for change:
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	The Reference UE Position longitude value for GPS scenario #1 is slightly incorrect due to an error when it was calculated from the reference location.

The reference location longitude is 84 degrees 23 minutes 0.011 seconds which gives a Reference UE Position longitude of  “-84.383336”. The current (incorrect) value is “-84.383517”.
Note that the error represents a distance error of approximately 17m which should not affect the testing at all as this is only used by the UE as an initial coarse position estimate. However the error should be corrected as it causes questions as to why it is not consistent.
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	Reference UE Position longitude value corrected
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	Confusion as to why the value is not consistent.
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5.2.6.4
Assistance Data Reference UE Position

Contents of UE positioning GPS reference UE position IE

The uncertainty of the semi-major axis is 3 km. The uncertainty of the semi-minor axis is 3 km. The orientation of the major axis is 0 degrees. The uncertainty of the altitude information is 500 m. The confidence factor is 68%.

Reference UE Position

	Information Element
	Units
	Value/remark GPS #1
	Value/remark GPS #2
	Value/remark GPS #3

	Latitude sign
	
	0
	1
	1

	Degrees of latitude
	degrees
	33.750005
	37.816663
	37.816663

	Degrees of longitude
	degrees
	-84.383336
	144.966670
	144.966670

	Altitude Direction
	
	0
	0
	0

	Altitude
	m
	300
	100
	100

	Uncertainty semi-major
	m
	3000
	3000
	3000

	Uncertainty semi-minor
	m
	3000
	3000
	3000

	Orientation of major axis
	degrees
	0
	0
	0

	Uncertainty altitude
	m
	500
	500
	500

	Confidence
	%
	68
	68
	68
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