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<Start of Modified Section>

12.4.1.4c.4
Method of test

Proc 1: Test procedure 1

Initial condition
[Text skipped]
Proc 2: Test procedure2

Initial condition 

System Simulator:


One cells, cell A in MCC1/MNC2/LAC1/RAC1 (RAI-8, Not HPLMN) operating in network operation mode I.

T3212 is set to 6 minutes.
User Equipment:


The UE has a valid P-TMSI-1 and RAI-8.


The UE is in UE operation mode A or C.

Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode A 
Yes/No  
UE operation mode C 
Yes/No
Switch off on button 

Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No

Test procedure

The UE initiates a PS attach procedure with identity P-TMSI. The SS reallocates the P-TMSI and returns ATTACH ACCEPT message with a new P-TMSI and timer T3312. The UE acknowledge the new P-TMSI by sending ATTACH COMPLETE message. A routing area updating procedure is performed at T3312 timeout. The SS rejects a routing area updating with the cause value 'GPRS services not allowed in this PLMN'. The UE sets the timer T3212 to its initial value and restart it, if it is not already running.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The UE is set in UE operation mode A or C (see ICS). 

	2
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). 

	3
	->
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach'

(UE operation mode A) or ‘GPRS attach’ (UE operation mode C) 
Mobile identity = P-TMSI-1

Old Routing area identity = RAI-8

	3a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	3b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	3c
	SS
	
	The SS starts integrity protection.

	4
	<-
	ATTACH ACCEPT
	Attach result = 'Combined GPRS/IMSI attached'

(UE operation mode A) or ‘GPRS attach’ (UE operation mode C) 

Allocated P-TMSI = P-TMSI-2

P-TMSI Signature = P-TMSI-2 signature

Routing area identity = RAI-8

Periodic RA Update Timer (T3312) = 6 minutes

	5
	->
	ATTACH COMPLETE
	

	5a
	SS
	
	The SS releases the RRC connection.

	5b
	SS
	
	The SS verifies that the time between the attach and the periodic RA updating is T3312

	6
	->
	ROUTING AREA UPDATE REQUEST
	Update type = 'Periodic updating'

Old P-TMSI signature=P-TMSI-2 signature

Old Routing area identity = RAI-8

	7
	<-
	ROUTING AREA UPDATE REJECT
	GMM cause = 'GPRS services not allowed in this PLMN'

	8
	UE
	Registration on CS
	This step is only performed for UE in operation mode A.

See TS 34.108

Location Update Procedure is initiated from the UE when T3212 is expired.

	9
	->
	void
	

	10
	<-
	void
	

	NOTE:
The definitions for "Non-Suitable cell", "Suitable neighbour cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions " subclauses.


End of Modified Section>
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