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1. Overview

This document lists TTCN changes needed to correct issues in the LTE/SAE test suite ‘iwd-EUTRA-B2012-03_D12wk36’.
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3. Corrections to TC selection expressions in LTE/SAE ATS
Change 1 – Corrections to function ‘f_SelectionExpr()’
	Test case name
	9.2.2.1.3

	Reason for change
	Syntactically incorrect TTCN due to missing semicolons inside newly added selection expression in function f_SelectionExpr.

	Summary of change
	Missing semicolons added.

	Source of change
	LTE_EPS_TS_SelectionExpressions.ttcn


Before change:

	  function f_SelectionExpr ( Condition_Type p_Condition) return boolean {

  /* Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions */

      var boolean v_ApplCond;

      select (p_Condition) {

      //R: UEs supporting E-UTRA….

….

      //UEs supporting E-UTRA and   GERAN and Feature Group Indicator 7, 9, 23 and 27 and  SRVCC from E-UTRAN to GERAN/UTRAN  and  VoLTE in GSMA PRD IR.92: IMS Profile for Voice and SMS

      case (C144) {

          v_ApplCond := pc_GERAN and pc_FeatrGrp_7 and pc_FeatrGrp_9 and pc_FeatrGrp_23 and pc_SRVCC_GERAN_UTRAN and pc_VoLTE;

      }

      // UEs supporting E-UTRA and allowed CSG list

      case (Cxx_R5123551) {

           v_ApplCond := pc_Allowed_CSG_list;

      }

      // UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and Disable EPS capability

      case (Cxx_R5123628) {

           v_ApplCond := pc_Combined_Attach and pc_EPS_Disable
      }

      // UEs supporting E-UTRA, UTRA and GERAN

      case (Cxx_R5123750){

           v_ApplCond :=  pc_UTRA and pc_GERAN
      }

      case else {

        v_ApplCond := false;

      }

    }

    return v_ApplCond;

  }


After change:

  function f_SelectionExpr ( Condition_Type p_Condition) return boolean {

  /* Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions */

      var boolean v_ApplCond;

      select (p_Condition) {

      //R: UEs supporting E-UTRA….

….
      //UEs supporting E-UTRA and   GERAN and Feature Group Indicator 7, 9, 23 and 27 and  SRVCC from E-UTRAN to GERAN/UTRAN  and  VoLTE in GSMA PRD IR.92: IMS Profile for Voice and SMS

      case (C144) {

          v_ApplCond := pc_GERAN and pc_FeatrGrp_7 and pc_FeatrGrp_9 and pc_FeatrGrp_23 and pc_SRVCC_GERAN_UTRAN and pc_VoLTE;

      }

      // UEs supporting E-UTRA and allowed CSG list

      case (Cxx_R5123551) {

           v_ApplCond := pc_Allowed_CSG_list;

      }

      // UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and Disable EPS capability

      case (Cxx_R5123628) {

           v_ApplCond := pc_Combined_Attach and pc_EPS_Disable;
      }

      // UEs supporting E-UTRA, UTRA and GERAN

      case (Cxx_R5123750){

           v_ApplCond :=  pc_UTRA and pc_GERAN;
      }

      case else {

        v_ApplCond := false;

      }

    }

    return v_ApplCond;

  }
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