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<< Unchanged sections omitted >>
7.4B
Maximum input level for UL-MIMO
Editor's notes:
The following items are missing or incomplete:

-
Test tolerance
7.4B.1
Test purpose

Maximum input level tests the ability of UE that support UL- MIMO to receive data with a given average throughput for a specified reference measurement channel, under conditions of high signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area near to an e-NodeB.
7.4B.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support UL- MIMO.

7.4B.3
Minimum conformance requirements

For UE with two transmitter antenna connectors in closed-loop spatial multiplexing, the minimum requirements in Clause 7.4.3 shall be met with the UL-MIMO configurations specified in Table 6.2.2B.3-2. For UL-MIMO, the parameter PCMAX_L is defined as the total transmitter power over the two transmit antenna connectors.

The normative reference for this requirement is TS 36.101 [2] clause 7.4.1B.

<< Unchanged sections omitted >>
7.4B.4.2
Test procedure
1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.4B.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 4 for C_RNTI to schedule the UL RMC according to Table 7.4B.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3.
Set the Downlink signal level to the value defined in Table 7.4B.5-1. Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB -TT of the target level in Table 7.4B.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB -TT of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.

7.4B.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exception.

Table 7.4B.4.3-1: UplinkPowerControlDedicated

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	 p0-UePUSCH
	0
	
	

	 deltaMCS-Enabled
	en0
	
	

	 accumulationEnabled
	TRUE
	
	

	 p0-uePUCCH
	0
	
	

	 pSRS-Offset
	3 (-6 dB)
	
	

	 filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	


7.4B.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.4B.5-1.

Table 7.4B.5-1: Maximum input level

	Rx Parameter
	Units
	Channel bandwidth

	
	
	1.4 MHz 
	3
MHz
	5
MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	For carrier frequency f ≤ 3.0GHz:-25+TT

For carrier frequency 3.0GHz < f ≤ 4.2GHz: -25+TT

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in clause 6.2.5.

Note 2:
Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


<< Unchanged sections omitted >>
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	<Unchanged skipped>
	
	

	7.4 Maximum input level
	Downlink power ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

Uplink  power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	7.4B Maximum Input Level for UL-MIMO
	TBD
	

	7.5 Adjacent Channel Selectivity (ACS)
	ACS value ±1.1 dB, f ≤ 3.0GHz

±1.5 dB, 3.0GHz < f ≤ 4.2GHz

Uplink  power measurement ±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	Overall ACS uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer ACLR effect is systematic, and is added arithmetically.
Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + ACLR effect.

f ≤ 3.0GHz

Wanted signal level ± 0.7dB

Interferer signal level ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal level ± 1.0dB

Interferer signal level ± 1.0dB

f ≤ 4.2GHz

Impact of interferer ACLR 0.1dB



	<Unchanged skipped>
	
	


<< Unchanged sections omitted >>
F.3.3
Measurement of receiver

Table F.3.3-1: Derivation of Test Requirements (Receiver tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	<Unchanged skipped>
	
	
	

	7.4
Maximum input level
	Signal level -25dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	f ≤ 3.0GHz0.7 dB

3.0GHz < f ≤ 4.2GHz

1.0 dB
f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula: Maximum input level - TT

Signal level:

f ≤ 3.0GHz: -25.7 dBm

3.0GHz < f ≤ 4.2GHz: -26.0 dBm

T-put limit unchanged

Uplink  power measurement window comprises four quantities:

1. UE power step size 1dB

2. UE Power step tolerance ±1dB
3. Test system power measurement at top of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

4. Test system power measurement at bottom of window:

f ≤ 3.0GHz ±0.7 dB

3.0GHz < f ≤ 4.2GHz ±1.0 dB.

Items 1 to 4 are added arithmetically:
Overall UL power window size:

f ≤ 3.0GHz:

 (1dB+1dB+0.7dB+0.7dB) =3.4dB

3.0GHz < f ≤ 4.2GHz:

(1dB+1dB+1dB+1dB) =4dB

Top of window is aligned to UL power requirement, hence +0dB, -3.4dB or +0dB, -4.0dB according to frequency

	7.4B Maximum Input Level for UL-MIMO
	TBD
	TBD
	TBD

	7.5
Adjacent Channel Selectivity (ACS)
	Case 1:

Wanted signal power, all BWs: (REFSENS + 14 dB)

Interferer signal power

For 1.4 MHz, 3 MHz, 5 MHz, 10 MHz BW:

(REFSENS + 45.5 dB)
For 15 MHz BW:

(REFSENS + 42.5 dB)
For 20 MHz BW:

(REFSENS + 39.5 dB)
Case 2:

Wanted signal power

For 1.4 MHz, 3 MHz, 5 MHz, 10 MHz BW: -56.5 dBm

For 15 MHz BW: -53.5 dBm

For 20 MHz BW: -50.5 dBm

Interferer signal power, all BWs:
-25 dBm

T-put limit = 95% of maximum for the Ref Meas channel

Uplink power
	0 dB

f ≤ 3.0GHz

0dB, -3.4dB

3.0GHz < f ≤ 4.2GHz

0dB, -4.0dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged
T-put limit unchanged

Uplink power measurement window same as 7.4

	<Unchanged skipped>
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