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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.3
	PLMN selection; independence of RF level and preferred PLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.4
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.5
	PLMN selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.7
	Cell reselection of ePLMN in manual mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.8
	PLMN selection in shared network environment, Automatic mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.9
	PLMN selection in shared network environment, Manual Mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.10
	Presentation of additional information during PLMN selection; Manual mode
	Rel-7
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.11
	Void
	
	
	
	

	6.1.1.12
	Displaying EHPLMNs in manual mode
	Rel-7
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.13
	PLMN selection of RPLMN or (E)HPLMN; Automatic mode
	Rel-7
	C589
	UEs supporting FDD and “Last RPLMN” feature
	1 Execution: CS+PS preferred

	
	
	
	C590
	UEs supporting TDD and “Last RPLMN” feature
	

	6.1.1.14
	NW selection mode at switch-on
	Rel-7
	C620
	UEs supporting FDD and NW selection mode at switch-on
	1 Execution: CS+PS preferred

	
	
	
	C621
	UEs supporting TDD and NW selection mode at switch-on
	

	6.1.1.15
	Exception to manual network selection mode at switch-on
	Rel-7
	C597
	UEs supporting FDD and Exception to manual network selection mode at switch-on
	1 Execution: CS+PS preferred

	
	
	
	C598
	UEs supporting TDD and Exception to manual network selection mode at switch-on
	

	6.1.2.1
	Cell reselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.1a
	Cell reselection for inter-band operation
	R99
	C481
	UE supporting FDD and multiple FDD bands simultaneously
	1 Execution: CS+PS preferred

	6.1.2.2
	Cell reselection using Qhyst, Qoffset and Treselection
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.3
	HCS cell reselection
	R99
	C821
	UEs supporting FDD and Support of automatic PS attach procedure at switch on
	1 Execution: PS 

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.4
	HCS cell reselection using reselection timing parameters for the H criterion
	R99
	C01
	UEs supporting FDD.
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.5
	HCS Cell reselection using reselection timing parameters for the R criterion
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.6
	Emergency calls
	R99
	C04
	UEs supporting FDD and emergency speech call
	1 Execution: CS+PS preferred

	
	
	
	C208
	UEs supporting TDD and emergency speech call
	

	6.1.2.7
	Void
	
	
	
	

	6.1.2.8
	Cell reselection: Equivalent PLMN
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.2.9
	Void
	
	
	
	

	6.1.2.9a
	Cell reselection using cell status and cell reservations – Type “A” USIM
	R99
	C01

C02
	UEs supporting FDD

UEs supporting TDD
	1 Execution: CS+PS preferred

	6.1.2.9b
	Cell reselection using cell status and cell reservations – Type “B” USIM
	R99
	C01

C02
	UEs supporting FDD

UEs supporting TDD
	1 Execution: CS+PS preferred

	6.1.2.10
	HCS inter-frequency cell reselection
	Rel-5
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.2.10a
	HCS inter-frequency cell reselection for inter-band operation
	Rel-5
	C481
	UE supporting FDD and multiple FDD bands simultaneously
	1 Execution: CS+PS preferred

	6.1.2.11
	Cell reselection in shared network environment
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.2.12
	Cell reselection based on absolute priority
	Rel-8
	C01a
	UEs supporting UTRA FDD and Priority based Reselection
	

	6.1.3.1
	MBSFN only service recognition
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.2
	Suitable PLMN selection; MBSFN Frequency List present (unicast carrier)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.3
	Suitable PLMN search; MBSFN Frequency List not present (unicast carrier)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.4
	Cell reservations and access restrictions; Normal access class only
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.5
	Cell reservations and access restrictions; Operator access class
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.6
	Cell reservations and access restrictions; Home country services access class
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C642
	UEs supporting FDD and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.7
	Inter frequency neighbour reselection / Service activation
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.1.3.8
	Inter frequency neighbour reselection / Activation of higher priority service
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	6.2.1.1
	Selection of the correct PLMN and associated RAT
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.2
	Selection of RAT for HPLMN; Manual mode
	R99
	C05
	UEs supporting FDD and GSM
	

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.2a
	Selection of RAT for HPLMN; Different ITU regions; Manual mode
	R99
	C640
	UEs supporting FDD and GSM and at least one FDD frequency band in ITU region 2 and at least one GSM frequency band in ITU region 1
	1 Execution: CS+PS preferred

	6.2.1.3
	Selection of RAT for UPLMN; Manual mode
	R99
	C05
	UEs supporting FDD and GSM
	

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.4
	Selection of RAT for OPLMN; Manual mode
	R99
	C05
	UEs supporting FDD and GSM
	

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.5
	Selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C05
	UEs supporting FDD and GSM
	

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.6
	Selection of RAT for HPLMN; Automatic mode
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.7
	Selection of RAT for UPLMN; Automatic mode
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.8
	Selection of RAT for OPLMN; Automatic mode
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.8a.1
	Selection of RAT for OPLMN; Different ITU regions; Automatic mode
	R99
	C641
	UEs supporting FDD and GSM and at least one frequency band of different ITU region in each RAT.
	1 Execution: CS+PS preferred

	6.2.1.8a.2
	Selection of RAT for OPLMN; Different ITU regions; Limited service; Automatic mode
	R99
	C641
	UEs supporting FDD and GSM and at least one frequency band of different ITU region in each RAT.
	1 Execution: CS+PS preferred

	6.2.1.8a.3
	Selection of RAT for OPLMN; Different ITU regions; No service; Automatic mode
	R99
	C641
	UEs supporting FDD and GSM and at least one frequency band of different ITU region in each RAT.
	1 Execution: CS+PS preferred

	6.2.1.9
	Selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.1.10
	Void
	
	
	
	

	6.2.1.11
	Selection of PLMN and RAT in shared network environment, Manual mode
	Rel-6
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred
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