3GPP TSG RAN WG5 Meeting #58 
(
R5-130114
Malta, MT, 28th January – 1st February 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	3240
	(

rev
	-
	(

Current version:
	10.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to  Test Case  7.2.3.13 

	
	

	Source to WG:
(

	Qualcomm Incorporated, Anite Telecoms

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	18/01/2013

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	For Test Case  7.2.3.13, RLC Parameter Value of Uplink RLC – Transmission Window size is incorrect at step 8.
Although RRC Specification TS 25.331, Table 10.3.4.23 RLC info, W value in first run 4(initial W=8/2) is not valid per RRC spec. (4 is not present in the table 10.3.4.23), RLC spec TS 25.322, section  9.2.2.11.3 (The window sized super field) allows any size of WSN (See below spec excerpt. … The range of the WSN is [0, 212-1]…).

	
	

	Summary of change:
(

	Paragraph 7.2.3.13.4 step e requires that, after confirming that the UE has again stopped transmitting new RLC SDUs for at least (2*W*TTI) ms, the SS transmits a STATUS PDU acknowledging all the RLC PDUs received so far, and containing a WINDOW command to reduce the UE transmit window size (W) to half its initial size. The SS transmits W/2+1 additional RLC SDUs to the UE (where W is the original window size).
At section 7.2.3.13.4, modify the first run transmission window size from 8 to 16. So, when step e is executed, half of the window size will be a valid window size for test purpose. 

	
	

	Consequences if 
(

not approved:
	A compliant UE will fail the test case as UE is not able to validate Transmission Window Size sent by NW as per RRC spec as 4 is not valid value.

	
	

	Clauses affected:
(

	7.2.3.13.4 

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	TTCN Impact


7.2.3.13
Control of Transmit Window

7.2.3.13.1
Definition

This test is to check that the UE is able to correctly control its RLC transmission window. Correct operation of RLC windowing is critical for acknowledged mode operation.

7.2.3.13.2
Conformance requirement

VT(MS) - Maximum Send state variable.

This state variable contains the "Sequence Number" of the first AMD PDU that can be rejected by the peer Receiver, VT(MS) = VT(A) + VT(WS). This value represents the upper edge of the transmission window. The transmitter shall not transmit AMD PDUs with "Sequence Number"
[image: image1.wmf]³

VT(MS) unless VT(S) ( VT(MS). In that case, the AMD PDU with "Sequence Number" = VT(S) - 1 can also be transmitted. VT(MS) shall be updated when VT(A) or VT(WS) is updated.

The initial value of this variable is Configured_Tx_Window_size.
... The receiver is always allowed to change the Tx window size of the peer entity during a connection, but the minimum and the maximum allowed value is given by RRC configuration. The Rx window of the receiver is not changed.

Reference(s)

TS 25.322, clauses 9.2.2.11.3 and 9.4.

7.2.3.13.3
Test purpose

To verify that the UE does not transmit PDUs with sequence numbers outside of the transmit window, except the PDU with SN=VT(S)-1, even when the transmit window size is changed by the receiver.

7.2.3.13.4
Method of test

Initial conditions

The generic procedure for Radio Bearer establishment (clause 7.1.3 of TS 34.108) is executed, with all the parameters as specified in the procedure, with the exception that the default Radio Access Bearer is replaced with the RAB defined for AM 7-bit "Length Indicator" tests in clause 7.2.3.1.

The following RLC parameter values are used in place of the values in clause 7.2.3.1:

	Uplink RLC
	First run
	Second run

	
Transmission window size
	16
	128


These settings apply to both the uplink and downlink DTCH.

The Radio Bearer is placed in UE test loop mode 1 with the UL SDU size set to AM_7_PayloadSize - 1 bytes.

Related IXIT statement

UE support for either RLC SDU Buffering OR RLC SDU Discard.

Test procedure

Let W be the size of the transmit window.

The length of all transmitted SDUs is set to AM_7_PayloadSize - 1 bytes.

a)
The SS transmits W+1 RLC SDUs to the UE.

b)
The SS checks the RLC SDUs received on the uplink, but does not reply to poll requests from the UE, or transmit STATUS PDUs for any other reason.

c)
After confirming that the UE has stopped transmitting new RLC SDUs for at least (2*W*TTI) ms, the SS transmits a STATUS PDU acknowledging all the RLC PDUs received so far. The SS transmits W+1 additional RLC SDUs to the UE.

d)
The SS again checks the RLC SDUs received on the uplink, but does not reply to poll requests from the UE, or transmit further STATUS PDUs for any other reason.

e)
After confirming that the UE has again stopped transmitting new RLC SDUs for at least (2*W*TTI) ms, the SS transmits a STATUS PDU acknowledging all the RLC PDUs received so far, and containing a WINDOW command to reduce the UE transmit window size (W) to half its initial size. The SS transmits W/2+1 additional RLC SDUs to the UE (where W is the original window size).

f)
The SS checks the RLC SDUs received on the uplink, but does not reply to poll requests from the UE, or transmit STATUS PDUs for any other reason.

g)
After confirming that the UE has stopped transmitting new RLC SDUs for at least (2*W*TTI) ms, the SS transmits a STATUS PDU acknowledging all the RLC PDUs received so far. The SS transmits W/2+1 additional RLC SDUs to the UE (where W is the original window size).

h)
The SS checks the RLC SDUs received on the uplink.

i)
The SS may optionally release the radio bearer.

NOTE:
Window arithmetic is carried out modulo 4096.

The test procedure is run with the window transmit window size set to 16 , and the repeated with the transmit window size set to 128.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	
	RB ESTABLISHMENT
	See generic procedures

	2
	(
	DOWNLINK RLC PDU
	SDU 1

	3
	(
	DOWNLINK RLC PDU
	SDU 2

	4
	(
	DOWNLINK RLC PDU
	SDU 3

	5
	(
	DOWNLINK RLC PDU
	SDU 4

	6
	(
	…
	SS continues to transmit RLC SDUs



	7
	(
	DOWNLINK RLC PDU
	SDU W+1

	
	
	
	

	8
	(
	UPLINK RLC PDU
	SDU 1

	9
	(
	UPLINK RLC PDU
	SDU 2

	10
	(
	…
	SS continues to receive RLC SDUs



	11
	(
	UPLINK RLC PDU
	SDU W + poll

	12
	
	
	No new transmissions from UE



	13
	(
	STATUS PDU
	

	13a
	(
	DOWNLINK RLC PDUs
	SDU W+2

	13b
	
	…
	SS continues to transmit RLC SDUs

	13c
	(
	DOWNLINK RLC PDUs
	SDU 2W+2

	14
	(
	UPLINK RLC PDU
	SDU W+1 (SDU buffered), or W+2 (SDU W+1 discarded, see note 3)

	15
	(
	UPLINK RLC PDU
	Next SDU

	16
	(
	…
	SS continues to receive RLC SDUs



	17
	(
	UPLINK RLC PDU
	SDU 2W+poll (SDU buffered), or SDU 2W+1+poll (SDU W+1 discarded, see note 3)

	18
	
	
	No new transmissions from UE



	19
	(
	STATUS PDU
	WINDOW = W/2

	19a
	(
	DOWNLINK RLC PDUs
	SDU 2W+3

	19b
	
	…
	SS continues to transmit RLC SDUs

	19c
	(
	DOWNLINK RLC PDUs
	SDU 2W + W/2 + 3

	20
	(
	UPLINK RLC PDU
	SDU 2W+1 (SDU buffered), or 2W+3 (SDU 2W+2 discarded, see note 3)

	21
	(
	UPLINK RLC PDU
	 Next SDU

	22
	(
	…
	SS continues to receive RLC SDUs



	23
	(
	UPLINK RLC PDU
	SDU 2W+W/2+poll (SDU buffered), or SDU 2W+W/2+2+poll (SDU 2W+2 discarded, see note 3)

	24
	
	
	No new transmissions from UE



	25
	(
	STATUS PDU
	

	25a
	(
	DOWNLINK RLC PDUs
	SDU 2W + W/2 + 4

	25b
	
	…
	SS continues to transmit RLC SDUs

	25c
	(
	DOWNLINK RLC PDUs
	SDU 3W + 4

	26
	(
	UPLINK RLC PDU
	SDU 2W+W/2+1 (SDU buffered), or 2W+W/2+4 (SDU 2W+W/2+3 discarded, see note 3)

	27
	(
	UPLINK RLC PDU
	 Next SDU

	28
	(
	…
	SS continues to receive RLC SDUs



	29
	(
	UPLINK RLC PDU
	SDU 3W+poll (SDU buffered), or SDU 3W+3+poll (SDU 2W+W/2+3 discarded, see note 3)

	30
	
	RB RELEASE
	Optional step

	NOTE 1:
The Expected Sequence shown is informative.


The UPLINK and DOWNLINK PDU flows may overlap, but are shown separate for clarity.


Information such as SDU, PDU or Sequence numbers given in the comments column shall be considered informative only, for test case development purposes.

NOTE 2:
The polls in step 11, 17, 23 and 29 are transmitted as the last PDU in buffer trigger is set to TRUE and the transmitted PDU is the last PDU in the transmitter window, see TS 25.322 clause 9.7.1.

NOTE 3:
TS 25.322 does not specify the UE behaviour when transmission buffer is full. Thus, depending on UE implementation, the uplink AM entity may or may not discard AM RLC PDUs received from upper layer (e.g. from UE test loop function) when transmission buffer is full. The SS need to take this into consideration when comparing SS sent SDUs in downlink with the UE returned SDUs in uplink.


7.2.3.13.5
Test requirements

From steps 8 to 11, the SDU contents reassembled from the uplink shall match those of the first W transmitted SDUs.

At step 12 there shall be no further transmission on the uplink DTCH whilst the SS is waiting, except for any repeats of SDUs from 1 to W.

After step 13, the UE shall resume transmission of the next W SDUs. The contents of these SDUs shall match those of SDUs W+1 to 2*W (SDU buffered, see note 3), or W+2 to 2*W+1 (SDU W+1 discarded, see note 3), sent on the downlink.

At step 18 there shall be no further transmission on the uplink DTCH whilst the SS is waiting, except for any repeats of SDUs from W+1 to 2*W or W+2 to 2*W+1.

After step 19, the UE shall resume transmission of the next W/2 SDUs. The contents of these SDUs shall match those of SDUs 2*W+1 to 2*W+W/2 (SDU buffered, see note 3), or 2*W+3 to 2*W+W/2+2 (SDU 2W+2 discarded, see note 3), sent on the downlink.

At step 24 there shall be no further transmission on the uplink DTCH whilst the SS is waiting, except for any repeats of SDUs from 2*W+1 to 2*W+W/2 or 2*W+3 to 2*W+W/2+2.

After step 25, the UE shall resume transmission of the next W/2 SDUs. The contents of these SDUs shall match those of SDUs 2*W+W/2+1 to 3*W (SDU buffered, see note 3), or 2*W+W/2+4 to 3*W+3 (SDU 2W+W/2+3 discarded, see note 3), sent on the downlink.
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