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	Reason for change:
(

	From signalling approach, more than one measurement object can be configured for the actual same physical frequency by using different (E)ARFCN. This may bring the ambiguities to the UE implementation or consume the UE power. So it should be clear that the network should not configure more than one measurement objects for the same physical frequency even though (E)ARFCN is different. 

Note same motivation is also applicable to the system information for the idle UE.

	
	

	Summary of change:
(

	For IDLE mode measurement, add the sentence that “ it is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the (E)ARFCN used to indicate this “.
For connected mode measurement, add the sentence that “it is always ensured by the UTRAN that more than one measurement object for the same physical frequency is not configured regardless of the (E)ARFCN used to indicate this” .
Impact analysis
Impacted functionality:

Measurement Control/SRNS RELOCATION INFO and systemInformationBlockType11/11b/12/19
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No interoperability issue is foreseen.
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not approved:
	Configuration of the same physical frequency multiple times may bring the ambiguities to the UE implementation or consume the UE power.
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<next change>
10.2.48.8.22
System Information Block type 19
The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UTRA priority info list
	MP
	
	UTRA priority info list 10.3.7.113
	
	REL-8

	GSM priority info list
	OP
	
	GSM priority info list 10.3.7.114
	
	REL-8

	E-UTRA frequency and priority info list
	OP
	
	E-UTRA frequency and priority info list 10.3.7.115
	
	REL-8


<next change>
10.3.7.6b
E-UTRA frequency list
Contains the information for the list of measurement objects for E-UTRA measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE E-UTRA frequency removal
	MP
	
	
	
	REL-8

	>Remove all frequencies
	
	
	
	(no data)
	REL-8

	>Remove some frequencies
	
	
	
	
	REL-8

	>>Removed frequencies
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA frequencies
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Remove no frequencies
	
	
	
	(no data)
	REL-8

	New frequencies
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>E-UTRA carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
It is always ensured by the UTRAN that more than one measurement object for the same physical frequency is not configured regardless of the EARFCN used to indicate this.
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated (6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells list
	OP
	1 to <maxEUTRACellPerFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-8

	E-UTRA SI Acquisition
	OP
	
	10.3.7.127
	
	REL-9


<next change>
10.3.7.13
Inter-frequency cell info list
Contains the information for the list of measurement objects for an inter-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Inter-frequency cell removal
	OP
	
	
	
	

	>Remove all inter-frequency cells
	
	
	
	No data
	

	>Remove some inter-frequency cells
	
	
	
	
	

	>>Removed inter-frequency cells
	MP
	1 .. <maxCellMeas>
	
	
	

	>>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>No inter-frequency cells removed
	
	
	
	No data
	

	New inter-frequency cells 
	OP
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MD
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the value of the previous "frequency info" in the list.
It is always ensured by the UTRAN that more than one measurement object for the same physical frequency is not configured regardless of the UARFCN used to indicate this.
NOTE:
The first occurrence is then MP.

	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	
	

	>CHOICE mode specific info
	MP
	
	
	
	REL-7

	>>No information
	
	
	
	No data for FDD, TDD 3.84 Mcps or TDD 7.68 Mcps
	REL-7

	>>TDD 1.28 Mcps
	
	
	
	
	REL-7

	>>>Intra-SecondaryFrequency Indicator
	MP
	
	Boolean
	TRUE means the inter frequency neighbour cell has a secondary frequency which is the same as the current working frequency of UE.
	REL-7

	>>>SNPL Monitor Set Indicator
	OP
	
	Bit string(5)
	Each bit indicates whether the  inter frequency neighbour cell has a secondary frequency which is the same as the frequency of a specific E-DCH carrier  of UE.
Bit0 indicate the E-DCH carrier with lowest UARFCN, and

Bit1 indicate the E-DCH carrier with the second lowest UARFCN,

...

...

Bit n indicate the E-DCH carrier with the  n+1 lowest UARFCN.

the Primary E-DCH carrier shall not be considered in the bitmap.
	REL-10

	Cells for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	CSG Inter-frequency cell info
	CV-BCHopt
	
	10.3.7.120
	
	REL-9

	Inter-frequency SI Acquisition
	CV-BCHopt
	
	10.3.7.124
	
	REL-9

	Multiple Frequency Info List FDD
	CV-

MCM_opt
	1 to 

<maxNumFDDFreqs >
	
	Each entry in the list corresponds to a UARFCN listed in the "New inter-frequency cells" IE (common to all those cells sharing the same "Frequency info" value).
	REL-10

	>Multiple Frequency bands Indicator List FDD
	OP
	1 to< maxMultipleFrequencyBandsFDD >
	
	Indicates, per neighbour UARFCN, a list of frequency bands which the cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular UARFCN.
	REL-10

	>>CHOICE frequency bands indicator
	MP
	
	
	
	REL-10

	>>>Frequency band indicator
	
	
	Frequency band indicator

10.3.6.35b
	
	REL-10

	>>>Frequency band indicator 2
	
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-10

	>>>Frequency band indicator 3
	
	
	Frequency band indicator 3

10.3.6.35ca
	
	REL-10


	Condition
	Explanation

	BCHopt
	This IE is not needed when sent in SYSTEM INFORMATION. Otherwise, the IE is Optional

	MCM_opt
	This IE is OPTIONAL when sent in SYSTEM INFORMATION. Otherwise, the IE is not needed.


<next change>
10.3.7.23
Inter-RAT cell info list
Contains the information for the list of measurement objects for an inter-RAT measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Inter-RAT cell removal
	MP
	
	
	
	

	>Remove all inter-RAT cells
	
	
	
	(no data)
	

	>Remove some inter-RAT cells
	
	
	
	
	

	>>Removed inter-RAT cells
	MP
	1 to <maxCellMeas>
	
	
	

	>>>Inter-RAT cell id
	MP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>Remove no inter-RAT cells
	
	
	
	(no data)
	

	New inter-RAT cells 
	MP
	1 to <maxCellMeas>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Inter-RAT cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	

	>CHOICE Radio Access Technology
	MP
	
	
	
	

	>>GSM
	
	
	
	
	

	>>>Cell individual offset
	MP
	
	Integer (-50..50 )
	In dB

Used to offset measured quantity value
	

	>>>Cell selection and re-selection info
	OP
	
	Cell selection and re-selection info for SIB11/12

10.3.2.4
	See subclause 8.6.7.3


	

	>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	

	>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	

	>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	

	>>IS-2000
	
	
	
	
	

	>>>System specific measurement info
	MP
	
	enumerated (frequency, timeslot, colour code, output power, PN offset)
	For IS-2000, use fields from TIA/EIA/IS-2000.5,

subclause 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message
	

	>>None
	
	
	(no data)
	This value has been introduced to handle the case when IE "New inter-RAT cells" is not required
	

	Cell for measurement
	OP
	1 to <maxCellMeas>
	
	
	

	>Inter-RAT cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	Inter-RAT cell info indication
	CV-Message
	
	Integer (0..3)
	NOTE 1 and 2
	REL-5


	Condition
	Explanation

	Message
	The IE is optionally present in the MEASUREMENT CONTROL and in the SRNS RELOCATION INFO messages, otherwise the IE is not needed.


NOTE 1:
The UTRAN may choose not to use the "Inter-RAT cell info indication" value "0" in the MEASUREMENT CONTROL message, to distinguish that case from those cases where the UE receives the IE "Inter-RAT cell info list" in SIB11 or SIB12.

NOTE 2:
In case of an SRNS relocation, if the UE has been sent the "Inter-RAT cell info indication" in the MEASUREMENT CONTROL message and the IE "Inter-RAT cell info list" is included in the SRNS RELOCATION INFO sent from the source RNC to the target RNC, the "Inter-RAT cell info indication" should be included in the IE "Inter-RAT cell info list".

NOTE 3:
If the UTRAN configures a UE with a "Inter-RAT cell info list" containing a set of GSM cells where one or more cell(s) belong to DCS 1800 band and one or more cell(s) belong to PCS 1900 band, the UE behaviour is unspecified.
<next change>
10.3.7.47a
Measurement control system information extension
	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Intra-frequency cell info list
	OP
	
	
	
	REL-6

	>New intra-frequency cells
	MP
	1 to <maxCellMeas>
	
	
	REL-6

	>>Intra-frequency cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	REL-6

	>>Cell info
	MP
	
	Cell info 10.3.7.2
	
	REL-6

	Inter-frequency cell info list
	OP
	
	
	
	REL-6

	>New inter-frequency cells
	MP
	1 to <maxCellMeas>
	
	
	REL-6

	>>Frequency Info
	MD
	
	Frequency info 10.3.6.36
	Default value is the value of the previous "frequency info" in the list.

NOTE:
The first occurrence is then MP.
It is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the UARFCN used to indicate this.
	REL-6

	>>Inter-frequency cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	REL-6

	>>Cell info
	MP
	
	Cell info 10.3.7.2
	
	REL-6

	Inter-RAT cell info list
	OP
	
	
	
	REL-6

	>>New inter-RAT cells
	MP
	1 to <maxCellMeas>
	
	
	REL-6

	>>Inter-RAT cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	
	REL-6

	>>CHOICE Radio Access Technology
	MP
	
	
	
	REL-6

	>>>GSM
	
	
	
	
	REL-6

	>>>>Cell individual offset
	MP
	
	Integer (-50..50 )
	In dB

Used to offset measured quantity value
	REL-6

	>>>>Cell selection and re-selection info
	OP
	
	Cell selection and re-selection info for SIB11/12

10.3.2.4
	See subclause 8.6.7.3


	REL-6

	>>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-6

	>>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-6

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-6

	>>>IS-2000
	
	
	
	
	REL-6

	>>>>System specific measurement info
	MP
	
	enumerated (frequency, timeslot, colour code, output power, PN offset)
	For IS-2000, use fields from TIA/EIA/IS-2000.5,

subclause 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message
	REL-6

	>>>None
	
	
	(no data)
	This value has been introduced to handle the case when IE "New inter-RAT cells" is not required
	REL-6


<next change>
10.3.7.113
UTRA priority info list
Contains priority based reselection information for UTRA.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UTRA Serving Cell
	MP
	
	
	
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest
	REL-8

	>Sprioritysearch1
	MP
	
	Integer (0..62 by step of 2)
	dB
	REL-8

	>Sprioritysearch2
	MD
	
	Integer (0..7 by step of 1)
	dB, default value is 0
	REL-8

	>Threshserving,low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Threshserving,low2
	MD
	
	Integer (0..31)
	Ec/N0, dB, default value is 0
	REL-9

	UTRAN FDD Frequencies
	OP
	1 to < maxNumFDDFreqs>
	
	
	REL-8

	>UARFCN
	MP
	
	Integer(0..16383)
	It is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the UARFCN used to indicate this.
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>QqualminFDD
	MD
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is Qqualmin for the serving cell
	REL-8

	>QrxlevminFDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell
	REL-8

	UTRAN TDD Frequencies
	OP
	1 to < maxNumTDDFreqs>
	
	
	REL-8

	>UARFCN
	MP
	
	Integer(0..16383)
	
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>QrxlevminTDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell
	REL-8


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.

10.3.7.114
GSM priority info list
Contains priority based reselection information for GSM.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	GSM Priority Info
	MP
	1 to <maxNumGSMCellGroup>
	
	
	REL-8

	>GSM cell group List
	MP
	
	GSM cell group 10.3.7.9a
	
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>QrxlevminGSM
	MP
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.

10.3.7.115
E-UTRA frequency and priority info list
Contains information about neighbour E-UTRA frequencies (with associated blacklists), together with priority based reselection information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequency and priority
	
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0..65535)
	EARFCN of the downlink carrier frequency [36.101]
It is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the EARFCN used to indicate this.
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-9

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-9

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS.

NOTE 1.
	REL-8

	Multiple E-UTRA frequency info list
	OP
	1 to <maxNumEUTRAFreqs>
	
	Each entry in the list corresponds to an entry in the "E-UTRA frequency and priority" IE.
	REL-10

	>Multiple E-UTRA frequency band indicator list
	OP
	1 to <maxMultipleFrequcyBandsEUTRA>
	
	Indicates, per neighbour EARFCN, a list of frequency bands which the E-UTRA cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular EARFCN.
	REL-10

	>>E-UTRA Frequency band
	MP
	
	Integer (1..64)
	
	REL-10

	NOTE 1:
If the value of “E-UTRA detection” is not identical across the frequency layers, UE behaviour is unspecified.


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.

NOTE:
The network should ensure that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.
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