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6.1.3
Ideal and non-ideal backhaul

Both ideal backhaul (i.e., very high throughput and very low latency backhaul such as dedicated point-to-point connection using optical fiber) and non-ideal backhaul (i.e., typical backhaul widely used in the market such as xDSL, microwave, and other backhauls like relaying) should be studied. The performance-cost trade-off should be taken into account.

A categorization of non-ideal backhaul based on operator inputs is listed in Table 6.1-1:

Table 6.1-1: Categorization of non-ideal backhaul

	Backhaul Technology
	Latency (One way)
	Throughput
	Priority (1 is the highest)

	Fiber Access 1 
	10-30ms 
	10M-10Gbps
	1

	Fiber Access 2
	5-10ms
	100-1000Mbps
	2

	Fiber Access 3
	2-5ms
	50M-10Gbps
	1

	DSL Access
	15-60ms
	10-100 Mbps
	1

	Cable 
	25-35ms
	10-100 Mbps
	2

	Wireless Backhaul
	5-35ms 
	10Mbps – 100Mbps typical, maybe up to Gbps range
	1


A categorization of ideal backhaul based on operator inputs is listed in Table 6.1-2:

Table 6.1-2: Categorization of ideal backhaul

	Backhaul Technology
	Latency (One way)
	Throughput

	Fiber Access 4 (NOTE)
	less than 2.5 us
	Up to 10Gbps


NOTE:
This can be applied between the eNB and the remote radio head.
For interfaces between macro and small cell, as well as between small cells, the studies should first identify which kind of information is needed or beneficial to be exchanged between nodes in order to get the desired improvements before the actual type of interface is determined. And if direct interface should be assumed between macro and small cell, as well as between small cell and small cell, X2 interface can be used as a starting point.
	End of Change
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