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	Reason for change:
(

	No default message contents of measurement information elements for event A4 and A5 measurement test cases are defined.

	
	

	Summary of change:
(

	Added default message contents of measurement IE"ReportConfigEUTRA" for event A4 and A5.

	
	

	Consequences if 
(

not approved:
	In 36.523-1, specific message contents of event A4 and A5 measurement test cases will not be able to refer the default message content.
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(

	4.6.6
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	x
	 Test specifications
	

	(show related CRs)
	
	x
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	Other comments:
(

	


-
ReportConfigEUTRA-A3
Table 4.6.6-6: ReportConfigEUTRA-A3
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	0 (0 dB)
	To reduce interference between intra-frequency multiple cells
	

	          reportOnLeave
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms640
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	r1
	
	

	}
	
	
	


-
ReportConfigEUTRA-A4
Table 4.6.6-6AA: ReportConfigEUTRA-A4(Thres)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A4 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA4 SEQUENCE {
	
	
	

	          a4-Threshold CHOICE{
	
	
	

	            threshold-RSRP
	Thres + 140
	Thres is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres * 2 + 40
	Thres is actual threshold value in dB
	RSRQ

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	Not RSRQ

	
	rsrq
	
	RSRQ

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	RSRQ
	When RSRQ based measurement is applied


-
ReportConfigEUTRA-A5
Table 4.6.6-6AB: ReportConfigEUTRA-A5(Thres1, Thres2)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A5 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA5 SEQUENCE {
	
	
	

	          a5-Threshold1 CHOICE{
	
	
	

	            threshold-RSRP
	Thres1 + 140
	Thres1 is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres1 * 2 + 40
	Thres1 is actual threshold value in dB
	RSRQ

	          }
	
	
	

	          a5-Threshold2 CHOICE{
	
	
	

	            threshold-RSRP
	Thres2 + 140
	Thres2 is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres2 * 2 + 40
	Thres2 is actual threshold value in dB
	RSRQ

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	Not RSRQ

	
	rsrq
	
	RSRQ

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	RSRQ
	See the definition below table 4.6.6-6AA.


-
ReportConfigEUTRA-A6

Table 4.6.6-6A: ReportConfigEUTRA-A6

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A6 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA6-r10 SEQUENCE {
	
	
	

	          a6-Offset-r10
	0 (0 dB)
	
	

	          a6-ReportOnLeave-r10
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms640
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	  includeLocationInfo-r10
	Not Present
	
	

	  reportAddNeighMeas-r10
	Not Present
	
	

	}
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