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Table B.1: Change History

	TSG
	Doc
	CR
	R
	Title
	Cat
	Curr
	New
	Work Item

	RP-31
	
	
	
	Release 7 created following decision at RAN #31
	
	6.6.0
	7.0.0
	

	RP-32
	RP-060313
	0363
	
	Intra frequency mobility requirement during a MBMS session
	B
	7.0.0
	7.1.0
	MBMS-RAN-RF-TDD

	RP-32
	RP-060311
	0364
	
	7.68 Mcps Idle Mode Cell Selection & Reselection
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060311
	0365
	
	7.68 Mcps UTRAN Connected Mode Mobility
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060311
	0366
	
	7.68 Mcps RRC Connection Control & Timing Characteristics
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060311
	0367
	
	7.68 Mcps UE Measurement Procedures
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060311
	0368
	
	7.68 Mcps Measurements Performance Requirements
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060311
	0369
	
	7.68 Mcps Test Cases for RRM
	B
	7.0.0
	7.1.0
	VHCRTDD-RF

	RP-32
	RP-060313
	0371
	
	MBMS Reception during Inter-frequency Measurements (3.84 Mcps)
	B
	7.0.0
	7.1.0
	MBMS-RAN-RF-TDD

	RP-32
	RP-060314
	0372
	
	3.84 Mcps RX Timing Deviation range update
	C
	7.0.0
	7.1.0
	TEI7

	RP-33
	RP-060523
	0374
	1
	Correction of GSM measurement test case for 1.28Mcps TDD
	A
	7.1.0
	7.2.0
	TEI6

	RP-33
	RP-060523
	0376
	
	Removal of square brackets from requirement for Event Triggering and Reporting Criteria CELL_FACH state
	A
	7.1.0
	7.2.0
	TEI6

	RP-34
	RP-060808
	0378
	
	Correction to A.8.4.1 for 1.28Mcps TDD
	A
	7.2.0
	7.3.0
	TEI4

	RP-35
	RP-070081
	0380
	
	Correction to UE measurement reporting requirements in Annex 8
	A
	7.3.0
	7.4.0
	TEI6

	RP-36
	RP-070376
	0381
	
	MBSFN Cluster Selection/Reselection
	B
	7.4.0
	7.5.0
	MBMSE-RANPhysTDD

	RP-36
	RP-070377
	0382
	
	Requirements for non-HSDPA and non-EDCH transmitter carrier power
	B
	7.4.0
	7.5.0
	LCRTDD-EDCH-RF

	RP-37
	RP-070733
	0388
	1
	Introduction of multi-frequency operation for LCR TDD
	F
	7.5.0
	7.6.0
	TEI7

	RP-37
	RP-070652
	0385
	
	Correction to HS-SICH reception quality for 1.28Mcps TDD
	A
	7.5.0
	7.6.0
	TEI6

	RP-37
	RP-070651
	0386
	
	Inter-frequency measurement in MBMS for 7.68 Mcps TDD Option.
	F
	7.5.0
	7.6.0
	TEI7

	RP-38
	RP-070935
	0389
	
	Requirements for the UE transmission power headroom (UPH)
	F
	7.6.0
	7.7.0
	LCRTDD-EDCH-RF

	RP-38
	RP-070935
	0390
	
	MBSFN Cluster Selection/Reselection
	B
	7.6.0
	7.7.0
	MBMSE-RANPhysLCRTDD

	RP-41
	RP-080637
	392
	
	Updates of TS 25.123 to include UTRA TDD to E-UTRA mobility related requirements
	F
	7.7.0
	8.0.0
	LTE-RF

	RP-42
	RP-080902
	400
	1
	Modification for P-CCPCH RSCP intra frequency relative requirement
	A
	8.0.0
	8.1.0
	TEI4

	RP-42
	RP-080903
	405
	1
	Correction on Intra/Inter-frequency cell power level for UE to correctly evaluate a better ranked cell in idle state and power settings for related test cases
	A
	8.0.0
	8.1.0
	TEI4

	RP-42
	RP-080901
	406
	
	Modyfing the inter frequency monitoring ability of UE in TDD 1.28Mcps
	A
	8.0.0
	8.1.0
	TEI7

	RP-42
	RP-080946
	408
	
	Update of the reqirement for cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	B
	8.0.0
	8.1.0
	RANimp-EnhState1.28TDD

	RP-42
	RP-080944
	395
	
	Some clarifications on TD-SCDMA/E-UTRA interworking in CELL_FACH state
	F
	8.0.0
	8.1.0
	TEI8

	RP-42
	RP-080944
	393
	
	RRC re-establishment requirements
	F
	8.0.0
	8.1.0
	TEI8

	RP-42
	RP-080938
	394
	3
	Correction of UTRAN TDD to E-UTRAN TDD mobility requirements
	F
	8.0.0
	8.1.0
	LTE-RF

	RP-43
	RP-090189
	410
	
	UTRA TDD – E-UTRA TDD cell reselection: E-UTRA is of lower priority
	F
	8.1.0
	8.2.0
	LTE-RF

	RP-43
	RP-090189
	411
	
	UTRA TDD – E-UTRA TDD cell reselection: E-UTRA is of higher priority
	F
	8.1.0
	8.2.0
	LTE-RF

	RP-43
	RP-090196
	409
	
	Correction of UE transmitted Power absolute accuracy requirements
	F
	8.1.0
	8.2.0
	TEI8

	RP-44
	RP-090539
	413
	
	Revision of UE transmission power headroom reporting range and mapping for 1.28Mcps TDD
	F
	8.2.0
	8.3.0
	TEI7

	RP-44
	RP-090547
	417
	
	UTRA TDD-E-UTRA FDD cell search(fading). (Technically Endorsed CR in R4-50bis - R4-091397)
	F
	8.2.0
	8.3.0
	LTE-RF

	RP-44
	RP-090547
	418
	
	UTRA TDD-E-UTRA TDD cell search(fading). (Technically Endorsed CR in R4-50bis - R4-091398)
	F
	8.2.0
	8.3.0
	LTE-RF

	RP-44
	RP-090547
	419
	
	UTRA TDD-E-UTRA FDD HO delay. (Technically Endorsed CR in R4-50bis - R4-091399)
	F
	8.2.0
	8.3.0
	LTE-RF

	RP-44
	RP-090547
	420
	
	UTRA TDD-E-UTRA TDD HO delay. (Technically Endorsed CR in R4-50bis - R4-091400)
	F
	8.2.0
	8.3.0
	LTE-RF

	RP-44
	RP-090551
	414
	
	Correction on cell reselection requirements for UTRAN TDD to E-UTRAN. (Technically Endorsed CR in R4-50bis - R4-091176)
	F
	8.2.0
	8.3.0
	LTE-RF

	RP-44
	RP-090556
	415
	
	Adding cell reselection requirements based on priority information for UTRAN TDD. (Technically Endorsed CR in R4-50bis - R4-091186)
	F
	8.2.0
	8.3.0
	TEI8

	RP-44
	RP-090556
	416
	
	Adding cell reselection requirements based on priority information for UTRAN TDD to GSM. (Technically Endorsed CR in R4-50bis - R4-091187)
	F
	8.2.0
	8.3.0
	TEI8

	RP-45
	RP-090831
	422
	
	Set 2.2. UTRA TDD to E-UTRA blind handover test
	F
	8.3.0
	8.4.0
	LTE-RF

	RP-45
	RP-090831
	421
	1
	Set 2.1. Test case of UTRA TDD to UTRA TDD and E-UTRA combined cell search under fading
	F
	8.3.0
	8.4.0
	LTE-RF

	RP-45
	RP-090821
	423
	
	Clarification of RRM test configuration for LCR TDD UE with multiple antenna connectors
	F
	8.3.0
	8.4.0
	RANimp-LCRMIMO

	RP-46
	RP-091274
	428
	1
	E-UTRA TDD RSRP absolute accuracy measurement in UTRA TDD
	F
	8.4.0
	 9.0.0
	LTE-RF

	RP-46
	RP-091274
	429
	1
	E-UTRA TDD RSRQ absolute accuracy measurement in UTRA TDD
	F
	8.4.0
	 9.0.0
	LTE-RF

	RP-46
	RP-091274
	433
	 
	E-UTRA FDD RSRP Absolute Accuracy Test Case in UTRAN TDD Mode
	F
	8.4.0
	 9.0.0
	LTE-RF

	RP-46
	RP-091274
	434
	 
	E-UTRA FDD RSRQ Absolute Accuracy Test Case in UTRAN TDD Mode
	F
	8.4.0
	 9.0.0
	LTE-RF

	RP-47
	RP-100258
	455
	
	Addition of requirement  Serving HS-DSCH cell change for 1,28 Mcps TDD
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100258
	446
	
	Addition of requirement  5ms TTI E-DCH E-TFC restriction for 1,28 Mcps TDD
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100258
	452
	
	Addition of requirement  Random Access for 1,28 Mcps TDD
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100258
	437
	1
	Cell re-selection to inter-band TDD cell 25.123  9.0.0
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100258
	461
	1
	Addition of requirement  UTRAN to GSM Cell Re-Selection: HCS with only UTRA level changed for 1,28 Mcps TDD
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100259
	440
	
	TDD/TDD Handover for 1,28 Mcps Option: Hard Handover to inter-band cell 25.123  9.0.0
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100259
	458
	
	Addition of requirement  TDD/TDD Handover for 1,28 Mcps: Handover to inter-band cell: Scenario 2
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100259
	449
	
	Addition of requirement  Cell Re-selection in CELL_FACH: Cell Reselection to GSM for 1,28 Mcps TDD
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100259
	443
	
	1.28Mcps TDD P-CCPCH RSCP measurement test case
	A
	9.0.0
	9.1.0
	TEI7

	RP-47
	RP-100260
	465r1
	
	UTRA TDD - GSM non-synchrnization HO test_R9_CR
	A
	9.0.0
	9.1.0
	TEI8

	RP-47
	RP-100260
	463r1
	
	Combined UTRAN TDD interfrequency and GSM cell search under AWGN test_R9_CR
	A
	9.0.0
	9.1.0
	TEI8

	RP-48
	RP-100618
	474
	 
	Addition of requirement  UE uplink synchronization control for PRACH for 1.28 Mcps TDD
	A
	9.1.0
	9.2.0
	TEI7

	RP-48
	RP-100618
	477
	 
	Addition of requirement  UE uplink synchronization control during handover for 1.28 Mcps TDD
	A
	9.1.0
	9.2.0
	TEI7

	RP-48
	RP-100618
	471
	 
	Addition of requirement  Inter-RAT cell change order from UTRAN TDD to GSM(GPRS) for 1.28 Mcps TDD Option
	A
	9.1.0
	9.2.0
	TEI7

	RP-48
	RP-100618
	468
	2
	Modification of requirement  Event 1H and 1I triggered reporting in AWGN propagation conditions for 1.28 Mcps TDD Option
	A
	9.1.0
	9.2.0
	TEI7

	RP-49
	RP-100918
	479
	
	Correction on UTRAN TDD - E-UTRAN cell re-selection requirements in R9
	A
	9.2.0
	9.3.0
	LTE-RF

	RP-49
	RP-100918
	481
	
	Correction on location band 11 in 25.123(R9)
	A
	9.2.0
	9.3.0
	LTE-RF

	RP-49
	RP-100918
	483
	
	Adding the test case for  cell re-selection in enhanced CELL_FACH state in 1.28Mcps TDD
	A
	9.2.0
	9.3.0
	RANimp-EnhState1.28TDD

	RP-50
	RP-101351
	484
	 
	Introduction of RRM requirements for 1.28Mcps TDD MC-HSUPA
	B
	9.3.0
	10.0.0
	TDD_MC_HSUPA

	RP-51
	RP-110342
	0487
	-
	Correction of inter-frequency measurement accuracy test cases
	A
	10.0.0
	10.1.0
	TEI9

	RP-51
	RP-110334
	0491
	-
	Modification of inter-band handover for 1.28 Mcps TDD (Scenario 2)
	A
	10.0.0
	10.1.0
	TEI7

	RP-51
	RP-110334
	0495
	-
	Addition of new inter-band handover for 1.28 Mcps TDD (Scenario 3)
	A
	10.0.0
	10.1.0
	TEI7

	RP-52
	RP-110796
	496
	 
	Simplification of frequency dependent requirements in 25.123
	F
	10.1.0
	10.2.0
	TEI10

	RP-52
	RP-110786
	503
	 
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.2 for Rel-10
	A
	10.1.0
	10.2.0
	LTE-RF

	RP-52
	RP-110786
	500
	1
	Modification on UTRA TDD to E-UTRA cell reselection test case A.4.2.5.1 for Rel-10
	A
	10.1.0
	10.2.0
	LTE-RF

	RP-52
	RP-110803
	497
	1
	Introduction of MDT UE measurements requirements for LCR TDD in TS25.123
	B
	10.1.0
	10.2.0
	MDT_UMTSLTE-Core

	RP-53
	RP-111250
	507
	 
	Correction to inter-RAT signal levels for band 17
	A
	10.2.0
	10.3.0
	TEI8

	RP-54
	RP-111680
	513
	
	Removing [] and adding Sprioritysearch in test cases of reselection to E-UTRA cell for Rel-10
	A
	10.3.0
	10.4.0
	LTE-RF

	RP-54
	RP-111735
	514
	
	Corrections on the table number in TS 25.123
	F
	10.3.0
	10.4.0
	TEI10

	RP-55
	RP-120291
	517
	 
	Thresholds and margins for UTRA TDD to E-UTRA handover test A.5.3a and A.5.3b for R10
	A
	10.4.0
	10.5.0
	LTE-RF

	RP-55
	RP-120291
	520
	 
	Thresholds and margins for E-UTRA cell search test A.8.5.1 and A.8.5.2 for R10
	A
	10.4.0
	10.5.0
	LTE-RF

	RP-55
	RP-120291
	523
	 
	Thresholds and margins for E-UTRA cell search test A.8.5.3 and A.8.5.4 for R10
	A
	10.4.0
	10.5.0
	LTE-RF

	RP-55
	RP-120308
	526
	 
	Timestamp Accuracy Requirements for MDT
	B
	10.4.0
	10.5.0
	MDT_UMTSLTE-Core

	RP-55
	RP-120304
	527
	1
	Inter-RAT E-UTRA RSRP, RSRQ band dependency
	F
	10.4.0
	10.5.0
	TEI10

	RP-56
	RP-120779
	530
	
	CR for 25.123: Aligning requirements in TS 25.123 with TS 36.133 regarding the modification of B41 REFSENS
	F
	10.5.0
	10.6.0
	TEI10
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