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Agenda Item
8.3.1

8.3.3
Approval of CRs to REL-7 WIs and WIs of previous releases
RP-130637: Provide IMEISV to RNC to identify UE characteristics
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130637
	R3-131087
	Provide IMEISV to RNC to identify UE characteristics
	25.413
	1227
	1
	F
	11.3.0
	LATE_UE, TEI11
	Rel-11


8.3.4
Approval of CRs to Rel-8 WIs
RP-130638: Clarification on Positioning Data Discriminator IE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130638
	R3-130801
	Clarification on Positioning Data Discriminator IE
	25.413
	1225
	-
	F
	11.3.0
	RANimp-ANSS, TEI11
	Rel-11

	RP-130638
	R3-130802
	Clarification on Positioning Data Discriminator IE
	25.453
	0137
	-
	F
	
	RANimp-ANSS, TEI11
	Rel-11


8.3.5
Approval of CRs to Rel-9 WIs
RP-130639: Correction of SRVCC procedure in case of PS handover failure
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130639
	R3-131155
	Correction of SRVCC procedure in case of PS handover failure
	25.413
	1236
	1
	F
	9.9.0
	TEI9
	Rel-9

	RP-130639
	R3-131156
	Correction of SRVCC procedure in case of PS handover failure
	25.413
	1237
	1
	A
	10.9.0
	TEI9
	Rel-10

	RP-130639
	R3-131157
	Correction of SRVCC procedure in case of PS handover failure
	25.413
	1238
	1
	A
	11.3.0
	TEI9
	Rel-11


8.3.7
Approval of linked CR packages led by RAN WG3
RP-130640: Correction on RLF Indication procedure
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130640
	R3-131178
	Correction on RLF Indication procedure
	36.423
	0591
	2
	F
	10.5.0
	TEI10
	Rel-10

	RP-130640
	R3-131179
	Correction on RLF Indication procedure
	36.423
	0590
	5
	A
	11.4.0
	TEI10
	Rel-11

	RP-130640
	R2-132174
	Correction on RLF Indication procedure
	36.300
	0576
	-
	F
	10.9.0
	TEI10
	Rel-10

	RP-130640
	R2-132175
	Correction on RLF Indication procedure
	36.300
	0577
	-
	A
	11.5.0
	TEI10
	Rel-11


10.2
Closed UTRA & LTE related WIs
RP-130641: CRs for closed UTRA & LTE related WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130641
	R3-131077
	Correction for the MDT Location Information IE
	36.413
	1110
	1
	F
	11.3.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-130641
	R3-131078
	Correction for the MDT Location Information IE
	36.423
	0589
	1
	F
	11.4.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-130641
	R3-130803
	Correction of System Information Update to include the support for the new SIBs introduced in Rel 11
	25.433
	1994
	-
	F
	11.4.0
	SIMTC-RAN_OC-CORE, Cell_FACH_enh-Core
	Rel-11


10.6.1.1
Network-Based Positioning Support for LTE  - Core Part [430111, LCS_LTE-NBPS-Core, 06/2013, 3rd exception]

RP-130642: NBPS CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130642
	R3-131184
	Abnormal Conditions for Reset
	36.459
	0005
	3
	F
	11.1.0
	LCS_LTE-NBPS-Core
	Rel-11

	RP-130642
	R3-131188
	Network Based Positioning Support in LTE
	36.455
	0045
	3
	B
	11.2.0
	LCS_LTE-NBPS-Core
	Rel-11


10.7
Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-130643: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-130643
	R3-130946
	Restructuring of X2 GW proxy section 
	37.803
	0006
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-130643
	R3-130794
	Correction tabular for Scheduling Priority Indicator IE
	25.433
	1993
	-
	F
	11.4.0
	TEI11
	Rel-11

	RP-130643
	R3-130795
	Correction on the Definition of Direct Neighbours
	36.423
	0588
	-
	F
	11.4.0
	TEI11
	Rel-11

	RP-130643
	R3-130796
	Correction on the Sending Node of MBMS Session Update Failure
	36.444
	0049
	-
	F
	11.5.0
	TEI11
	Rel-11

	RP-130643
	R3-130800
	Correction of the presence of the X2 TNL Configuration Info IE inside the SON Configuration Transfer IE tabular definition
	36.413
	1111
	-
	F
	11.3.0
	TEI11
	Rel-11

	RP-130643
	R3-130804
	Correction of BBAI information
	25.413
	1226
	-
	F
	11.3.0
	TEI11
	Rel-11

	RP-130643
	R3-130976
	Correction of the reference architecture figure
	25.467
	0199
	-
	F
	11.2.0
	TEI11
	Rel-11

	RP-130643
	R3-131093
	Correction of Kill
	36.413
	1116
	1
	F
	11.3.0
	TEI11
	Rel-11

	RP-130643
	R3-131116
	Correction of spare bit allocation
	25.425
	0174
	-
	F
	11.2.0
	TEI11
	Rel-11

	RP-130643
	R3-131135
	Correction of update of session identity and TNL address
	36.443
	0067
	-
	F
	11.2.0
	TEI11
	Rel-11

	RP-130643
	R3-131147
	Security key generation in case of MFBI
	36.423
	0592
	1
	F
	11.4.0
	TEI11
	Rel-11

	RP-130643
	R3-131167
	Correction on the Multiple Frequency Band Indicators
	36.423
	0593
	2
	F
	11.4.0
	TEI11
	Rel-11

	RP-130643
	R3-131169
	Correction of the update of Minimum time to MBMS Data Transfer
	36.444
	0053
	2
	F
	11.5.0
	TEI11
	Rel-11

	RP-130643
	R3-131183
	Redirect indication for NAS rejection cause #17 and #25
	25.413
	1234
	2
	F
	11.3.0
	TEI11
	Rel-11

	RP-130643
	R3-131185
	Resolution of ambiguity around reject causes in MOCN
	25.413
	1228
	2
	F
	11.3.0
	TEI11
	Rel-11

	RP-130643
	R3-131186
	Clarification on CS/PS coordination
	25.413
	1235
	2
	F
	11.3.0
	TEI11
	Rel-11
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