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<< Unchanged sections omitted >>
Table 1: Applicability of tests

…
	8.2.6.37
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.2.6.37a
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)
	1 or 2 Executions: CS, PS

	8.2.6.37b
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency band cell with timing re-initialised
	R99
	C481d
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service) and multiple FDD bands simultaneously.
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.2.6.37c
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another band frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-7
	C726
	UE supporting TDD and multiple TDD bands simultaneously
	1 or 2 Executions: CS, PS

	8.2.6.37d
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with uplink pre-synchronisation) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)
	1 or 2 Executions: CS, PS

	8.2.6.37e
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency band cell with uplink pre-synchronisation) (1.28 Mcps TDD)
	Rel-4
	C726
	UEs supporting 1.28 Mcps TDD (LCR TDD) and multiple TDD bands simultaneously
	1 or 2 Executions: CS, PS

	8.2.6.38
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised): Failure (Physical channel failure and reversion to old channel)
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
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