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	Introduction of new test case 8.2.1.44.2 according to 4C-HSDPA work plan.
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8.2.1.44.2
Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB mapped on DCH : Successful Activation and Deactivation of 3C-HSDPA for dual  bands (1-2)

8.2.1.44.2.1
Definition and applicability

All UE categories (Cat 29, 30, 31 and 32)  which support combination of 3C-HSDPA, and 64 QAM.

UE supports FDD and F-DPCH or Enhanced F-DPCH.

8.2.1.44.2.2
Conformance requirement

Same as subclause 8.2.1.44.1.2.  
8.2.1.44.2.3
Test purpose

To confirm that the UE establishes radio bearer mapped to HS-DSCH, transits from CELL_DCH to CELL_DCH state, and starts simultaneous 64QAM reception over multi Carriers (dual band 3C carriers 1-2) according to the received RADIO BEARER SETUP message.

8.2.1.44.2.4
Method of test
Initial Condition

System Simulator:

SS configures cells as per Table 5.0aC of TS 25.101


3 cells –Cell 1/2/3 3C HSDPA cell(s) with Cell 1(Anchor Carrier), Cell 2 and Cell 3 (Secondary Carriers) – One Anchor Carrier on DL Band A and two   Secondary Carriers on DL Band B (Dual Band 3C HSDPA)

UE: CELL_DCH (state 6-5 or state 6-7) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE.

Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE category supports combined 64QAM, Multi-Cell (3 Cells) (UE HS-DSCH Category 29, 30, 31 or 32)

-
UE supports F-DPCH or Enhanced F-DPCH

Test Procedure

Same as test procedure in subclause 8.2.1.44.1.4  
Specific Message Contents

RADIO BEARER SETUP (Step 1)

PS_DCCH+DTCH E_DCH/HS_DSCH (state 6-18) under condition A35, as specified in clause 7.4 of TS 34.108 using dual band carrier combination with 3 carriers(1,2).
8.2.1.44.2.5
Test requirements

Same as subclause 8.2.1.44.1.5 
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