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<< Unchanged sections omitted >>
9.2.7
FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with Non-MBSFN ABS 

9.2.7.1
FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS

· 
· 
· 
· 
· The Test system Uncertainties are FFS
· The Test Tolerances are FFS
· The Reported values in the Test requirement are FFS
· Reference into “A.3.4.x” need updating to align with relevant Annexes in this document

9.2.7.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction is within the specified limits for all bands.

9.2.7.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.
9.2.7.1.3
Minimum conformance requirements

<< Unchanged sections omitted >>
9.2.7.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.7.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.7.1.4.3. 

5. There is one E-UTRA FDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

<< Unchanged sections omitted >>
9.2.7.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction is tested by using the parameters in Table 9.2.7.1.4.1-1 and Table 9.2.7.1.5-1 for non-MBSFN ABS with non-colliding CRS. In all test cases, Cell 1 is the serving cell and also the aggressor cell to Cell 2. Cell 2 is the target cell to be measured for RSRQ.

The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN FDD intra-frequency measurements on neighbour cells and provided with a neighbour cell list associated with the pattern, where the cell list includes Cell 2. The UE is also configured with a time-domain measurement resource restriction pattern for the serving cell measurements. The information for both patterns shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.2.7.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.7.1.5-2.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.7.1.5-1 as appropriate.


9.2.7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.7.1.4.3-1: Common Exception messages for RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


Table 9.2.7.1.4.3-2: MeasResults: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-3: MeasResultListEUTRA: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0100000001000000010000000100000001000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	‘1000000010000000100000001000000010000000’
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



9.2.7.1.5
Test requirement

<< Unchanged sections omitted >>
9.2.8
TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with Non-MBSFN ABS 

9.2.8.1
TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS

· 
· 
· 
· 
· The Test system Uncertainties are FFS
· The Test Tolerances are FFS
· The Reported values in the Test requirement are FFS
· References into “A.3.4.x” need updating to align with relevant Annexes in this document

9.2.8.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction is within the specified limits for all bands.

9.2.8.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.
9.2.8.1.3
Minimum conformance requirements

<< Unchanged sections omitted >>
9.2.8.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.8.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.8.1.4.3. 

5. There is one E-UTRA TDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

<< Unchanged sections omitted >>
9.2.8.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction is tested by using the parameters in Table 9.2.8.1.4.1-1 and Table 9.2.8.1.5-1 for non-MBSFN ABS with non-colliding CRS. In all test cases, Cell 1 is the serving cell and also the aggressor cell to Cell 2. Cell 2 is the target cell to be measured for RSRQ.

The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN TDD intra-frequency measurements on neighbour cells and provided with a neighbour cell list associated with the pattern, where the cell list includes Cell 2. The UE is also configured with a time-domain measurement resource restriction pattern for the serving cell measurements. The information for both patterns shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.2.8.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. SS shall check the RSRQ value in MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.8.1.5-2.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.8.1.5-1 as appropriate.


9.2.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.8.1.4.3-1: Common Exception messages for RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


Table 9.2.8.1.4.3-2: MeasResults: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-3: MeasResultListEUTRA: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘10000000001000000000’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	‘00000000010000000001’
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



9.2.8.1.5
Test requirement

<< End of changes >>
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications. Preffered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





