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4
Recommended test case applicability

<### Text skipped ###>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	9
	MOBILITY MANAGEMENT
	
	
	
	

	ROWS SKIPPED

	9.4.3.7
	Location updating / abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	Cxxx
	UEs supporting CS domain services and LAP
	

	ROWS SKIPPED

	9.4.5.4.7
	Location updating / periodic search for HPLMN or higher priority PLMN / UE waits Minimum Periodic search timer
	Rel-10
	Cyyy
	UEs supporting CS domain services and MinimumPeriodicSearchTimer
	

	9.4.5.5
	Location updating / periodic / per-device timer
	Rel-10
	Cxxx
	UEs supporting CS domain services and LAP 
	

	ROWS SKIPPED

	11.1.3.4
	Network reject with Extended Wait Timer
	Rel-10
	Cnnn
	UEs supporting PS domain services and LAP 
	

	ROWS SKIPPED

	12.2.1.1a
	PS attach / accepted / Attach with IMSI
	Rel-10
	Clll
	UEs supporting PS domain services and AttachWithIMSI
	

	ROWS SKIPPED

	12.2.2.3a
	Combined PS attach / NMO-I enabled in UE
	Rel-10
	Czzz
	UEs supporting PS domain services and NMO_I_Behaviour
	

	ROWS SKIPPED

	12.4.3.2a
	Periodic routing area updating / accepted / per-device timer
	Rel-10
	Cnnn
	UEs supporting PS domain services and LAP
	


Table 1a: Applicability of tests Conditions

	ROWS SKIPPED

	Cxxx
IF A.3/1 AND A.10/x1 THEN R ELSE N/A

	Cyyy
IF A.3/1 AND A.10/x2 THEN R ELSE N/A

	Czzz
IF A.3/2 AND A.10/x3 THEN R ELSE N/A

	Clll
IF A.3/2 AND A.10/x4 THEN R ELSE N/A

	Cnnn
IF A.3/2 AND A.10/x1 THEN R ELSE N/A


<### Text skipped ###>
A.4.2.2
Other UE Service Capabilities

Table A.10: Other UE Service Capabilities

	Item
	Other UE Service Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multimedia services ( 3G-324M)
	26.071, 26.110, 26.111, 26.112
	R99
	pc_3G324M
	

	2
	Alternate speech/facsimile group 3
	22.003, A.1.4
	R99
	pc_AltSpeechFax_TS61
	

	3
	Automatic facsimile group 3
	22.003, A.1.5
	R99
	
	

	4
	MBMS broadcast services
	22.246
	Rel-6
	pc_MBMS_Broadcast
	

	5
	MBMS multicast services
	22.246
	Rel-6
	pc_MBMS_Multicast
	

	6
	IMS
	23.228
	Rel-5
	pc_IMS
	

	7
	Indicating whether a PLMN is present on a PLMN list stored on the USIM
	23.122, 4.4.3.1.2
	Rel-7
	pc_Indicating_PLMN_list
	

	8
	Last RPLMN
	23.122, 4.4.3.1
	Rel-7
	pc_Last_RPLMN
	

	9
	Exception to manual network selection mode at switch-on 
	23.122, 4.4.3.1
	Rel-7
	pc_Exception_ManSelectionMode
	

	10
	MBMS broadcast services in MBSFN mode
	25.306
	Rel-7
	pc_MBMS_MBSFN
	

	11
	NW selection mode at switch-on
	23.122, 4.4.3.1
	Rel-7
	pc_NWSelectionMode_SwitchOn
	

	12
	CSG Support
	25.304
	Rel-8
	pc_CSG
	

	13
	MBMS broadcast services in MBSFN IMB
	25.306
	Rel-8
	pc_MBMS_IMB
	

	14
	eCall Only Support on the USIM
	24.008, 4.2.1.1
	Rel-8
	pc_eCallOnly
	UEs that contain USIM with subscription for eCall only service are identified as eCall Only capable UE.

	15
	eCall Capable Support on the USIM
	24.008
	Rel-8
	pc_eCallCapable
	UEs that contain USIM with subscription for eCall and other services are identified as eCall Capable UE.

	16
	Capability to Initiate Manual eCall
	24.008
	Rel-8
	pc_eCall_manual_Initiated
	UE providing a means to trigger a manual call

	17
	Capability to Initiate Automatic eCall
	24.008
	Rel-8
	pc_eCall_automatic_Initiated
	UE providing a means to trigger a automatic call

	18
	Capability to trigger a reconfiguration eCall
	24.008
	Rel-8
	pc_eCall_Reconfiguration_Call
	UE providing a means to trigger a reconfiguration eCall

	19
	Capability to trigger a Test eCall
	24.008
	Rel-8
	pc_eCall_Test_Call
	UE providing a means to trigger a Test eCall

	20
	Capability to Support of inter-frequency CSG Proximity Indication
	25.331 10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_inter-F
	

	21
	Capability to Support of inter-frequency SI acquisition for HO
	25.331

10.3.3.21c
	Rel-9
	pc_Acquiring_InterF_SI
	

	22
	Support of Cell Broadcast Service Discontinuous Reception (DRX)
	23.041, 8

25.324, 10.1
	R99
	pc_SMS_CellBroadcast_DRX
	

	23
	Capability to Support of intra-frequency SI acquisition for HO
	25.331

10.3.3.21c
	Rel-9
	pc_Acquiring_IntraF_SI
	

	24
	IMS emergency services
	24.229, 5.1.6
	Rel-9
	pc_IMS_EmergSrvc
	

	25
	Capability to establish the emergency call using the CS domain if the attach request for emergency bearer services was not accepted by the network
	24.008, 4.7.3.1.4a
	Rel-9
	pc_UsingCSDomain_Em
	

	26
	Capability to Support of intra-frequency CSG Proximity Indication
	25.331

10.3.3.8a
	Rel-9
	pc_Indicating_CSG_Proximity_intra-F
	

	27
	Support of UTRAN ANR
	25.306,

4.15
	Rel-10
	pc_UTRAN ANR
	

	28
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_DCH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_DCH
	

	29
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in cell_FACH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_FACH
	

	30
	Support transmitting Signalling Connection Release Indication with IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" in CELL_PCH
	25.331, 8.1.14.2
	Rel-8
	ps_UE_Req_PSDataSessionEnd_cell_PCH
	

	x1
	Support of Low Access Priority indication
	 24.008 1.8
	Rel-10
	pc_LAP
	

	x2
	Support of MinimumPeriodicSearchTimer
	23.122, 4.4.3.3
	Rel-10
	pc_MinimumPeriodicSearchTimer
	

	x3
	Support of the extended NMO I system information 
	24.008, 4.1.1.4.2
	Rel-10
	pc_ NMO_I_Behaviour
	

	x4
	Support of AttachWithIMSI
	24.008, 4.7.3.1 and 4.4.4.1
	Rel-10
	pc_ AttachWithIMSI
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