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	Clauses affected:
(

	9.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.1
Default Message Contents for Signalling

9.1.1
Default RRC Message Contents (FDD)

This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

<Text skipped>
<Start of modified section>
Contents of CELL UPDATE message: TM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	Checked to see if it is set to the following values
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	RRC transaction identifier
	Checked to see if it is absent
	

	Integrity check info
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	START List
	Checked to see if the 'CN domain identity' and 'START' IEs are present for all CN domains supported by the UE .
	

	
	Checked to see if the 'CN domain identity' and 'START' IEs are present for each CN domain for which RABs are established or is the latest configured CN domain.
	Rel-6

	        - CN domain identity
	Checked to see if it is one of the supported CN domains
	

	        - START
	This IE is checked to see if it is present. The first/ leftmost bit of the bit string contains the most significant bit of the START.
	

	AM_RLC error indication (RB2, RB3 or RB4)
	Checked to see if it is set to 'FALSE'
	

	AM_RLC error indication (RB>4)
	Checked to see if it is set to 'FALSE'
	

	Cell update cause
	See the specific test case 
	

	Traffic volume indicator
	Checked to see if it is absent
	Rel-6

	Failure cause
	Checked to see if it is absent
	

	RB timer indicator
	
	

	        - T314 expired
	Checked to see if it is set to 'FALSE'
	

	        - T315 expired
	Checked to see if it is set to 'FALSE'
	

	Establishment cause
	This IE is checked to see if it is absent
	Rel-5

	CS Call Type
	Not Present
	Rel-7

	HS-PDSCH in CELL_FACH
	Not checked
	Rel-7

	UE Mobility State Indicator
	Not Present
	Rel-7

	Capability change indicator
	Not Present
	Rel-7

	Reconfiguration Status Indicator
	Checked to see if it is absent
	Rel-6

	Measured results on RACH
	Not checked
	

	Logged Meas Available
	Not Present
	Rel-10

	ANR Logging Results Available
	Not Present
	Rel-10


<Text skipped>
Contents of URA UPDATE message: TM

	Information Element
	Value/remark
	Version

	Message Type
	
	

	U-RNTI
	
	

	        - SRNC identity
	0000 0000 0001B
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	

	RRC transaction identifier
	Checked to see if it is absent
	

	Integrity check info
	
	

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.
	

	URA update cause
	See the test content
	

	Protocol error indicator
	Checked to see if it is absent or set to 'FALSE'
	

	HS-PDSCH in CELL_PCH and URA_PCH
	Not checked
	

	HS-PDSCH in CELL_FACH
	Not checked
	

	Protocol error information
	Checked to see if it is absent
	

	Logged Meas Available
	Not Present
	Rel-10

	ANR Logging Results Available
	Not Present
	Rel-10


<End of modified section>
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