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4.6.3
Radio resource control information elements

<text skipped here>

–
CQI-ReportConfig-r10-DEFAULT

Table 4.6.3-2AA: CQI-ReportConfig-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportAperiodic-r10
	CQI-ReportAperiodic-r10-DEFAULT
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r9
	Not present
	
	

	  csi-SubframePatternConfig-r10
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


–
CQI-ReportConfig-v1130-DEFAULT

Table 4.6.3-2ABA: CQI-ReportConfig-v1130-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-v1130 ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic-v1130 SEQUENCE {
	
	
	

	    simultaneousAckNackAndCQI-Format3-r11
	FFS
	
	

	    cqi-ReportPeriodicProcExtToReleaseList-r11
	Not present
	
	

	    cqi-ReportPeriodicProcExtToAddModList-r11 SEQUENCE (SIZE (1..maxCQI-ProcExt-r11)) OF SEQUENCE {
	1 entry
	
	

	      cqi-ReportPeriodicProcExtId-r11[1] SEQUENCE {
	
	
	

	        cqi-ReportPeriodicProcExtId-r11
	1
	
	

	        cqi-pmi-ConfigIndex-r11
	FFS
	
	

	        cqi-FormatIndicatorPeriodic-r11 CHOICE {
	
	
	

	          widebandCQI-r11 SEQUENCE {
	
	
	

	            csi-ReportMode-r11
	FFS
	
	

	          }
	
	
	

	          subbandCQI-r11 SEQUENCE {
	
	
	

	            k
	FFS
	
	

	            periodicityFactor-r11
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	        ri-ConfigIndex-r11
	FFS
	
	

	        csi-ConfigIndex-r11 CHOICE {
	
	
	

	          release
	NULL
	
	

	          setup SEQUENCE {
	
	
	

	            cqi-pmi-ConfigIndex2-r11
	FFS
	
	

	            ri-ConfigIndex2-r11
	FFS
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-ReportBoth-r11 SEQUENCE {
	
	
	

	    csi-IM-ConfigToReleaseList-r11
	Not present
	
	

	    csi-IM-ConfigToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-IM-r11)) OF SEQUENCE {
	1 entry
	
	

	      csi-IM-ConfigId-r11[1]
	1
	
	

	      resourceConfig-r11[1]
	FFS
	
	

	      subframeConfig-r11[1]
	FFS
	
	

	    }
	
	
	

	    csi-ProcessToReleaseList-r11
	Not present
	
	

	    csi-ProcessToAddModList-r11SEQUENCE (SIZE (1..maxCSI-Proc-r11)) OF SEQUENCE {
	1 entry
	
	

	      csi-ProcessId-r11[1]
	1
	
	

	      csi-RS-ConfigNZPId-r11[1]
	1
	
	

	      csi-IM-ConfigId-r11[1]
	1
	
	

	      p-C-AndCBSRList-r11[1] SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	        p-C-r11[1]
	FFS
	
	

	        codebookSubsetRestriction-r11[1]
	FFS
	
	

	      }
	
	
	

	      cqi-ReportBothProc-r11[1] SEQUENCE {
	
	
	

	        ri-Ref-CSI-ProcessId-r11
	1
	
	

	        pmi-RI-Report-r11
	FFS
	
	

	      }
	
	
	

	      cqi-ReportPeriodicProcId-r11[1]
	
	
	

	      cqi-ReportAperiodicProc-r11[1] SEQUENCE {
	
	
	

	        cqi-ReportModeAperiodic-r11
	FFS
	
	

	        trigger01-r11
	FFS
	
	

	        trigger10-r11
	FFS
	
	

	        trigger11-r11
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CQI-ReportConfigSCell-r10-DEFAULT

Table 4.6.3-2AB: CQI-ReportConfigSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	 rm30
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	Not present
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


–
CQI-ReportPeriodic-r10-DEFAULT

Table 4.6.3-2AC: CQI-ReportPeriodic-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	25
	
	FDD

	
	24
	
	TDD

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	    ri-ConfigIndex
	483
	
	FDD

	
	484
	
	TDD

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


Table 4.6.3-2AD: Void
Table 4.6.3-2AE: Void
–
CSI-RS-ConfigNZP-r11-DEFAULT

Table 4.6.3-2AF: CSI-RS-ConfigNZP-r11-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ConfigNZP-r11 ::= SEQUENCE {
	
	
	

	  csi-RS-ConfigNZPId-r11
	1
	
	

	  antennaPortsCount-r11
	FFS
	
	

	  resourceConfig-r11
	FFS
	
	

	  subframeConfig-r11
	FFS
	
	

	  scramblingIdentity-r11
	FFS
	
	

	  qcl-CRS-Info-r11 SEQUENCE {
	
	
	

	    qcl-ScramblingIdentity-r11
	FFS
	
	

	    crs-PortsCount-r11
	FFS
	
	

	    mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	      release
	NULL
	
	

	      setup SEQUENCE {
	
	
	

	        subframeConfigList
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CSI-RS-ConfigZP-r11-DEFAULT

Table 4.6.3-2AG: CSI-RS-ConfigZP-r11-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ConfigZP-r11 ::= SEQUENCE {
	
	
	

	  csi-RS-ConfigZPId-r11
	1
	
	

	  resourceConfigList-r11
	FFS
	
	

	  subframeConfig-r11
	FFS
	
	

	}
	
	
	


–
DMRS-Config-r11-DEFAULT
Table 4.6.3-2AH: DMRS-Config-r11-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-Config-r11 ::= CHOICE {
	
	
	

	  release
	NULL
	
	

	  setup SEQUENCE {
	
	
	

	    scramblingIdentity-r11
	FFS
	
	

	    scramblingIdentity2-r11
	FFS
	
	

	  }
	
	
	

	}
	
	
	


–
DRB-ToAddModList-RECONFIG

Table 4.6.3-2A: DRB-ToAddModList-RECONFIG
	Derivation Path:  36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRB-ToAddModList ::= SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	2 Entries
	
	

	  eps-BearerIdentity[1]
	Not present
	
	

	  drb-Identity[1]
	1
	
	

	  pdcp-Config[1]
	Not present
	
	

	  rlc-Config[1]
	RLC-Config-DRB-AM-RECONFIG
	
	

	  logicalChannelIdentity[1]
	Not present
	
	

	  logicalChannelConfig[1]
	Not present
	
	

	  eps-BearerIdentity[2]
	Not present
	
	

	  drb-Identity[2]
	2
	
	

	  pdcp-Config[2]
	Not present
	
	

	  rlc-Config[2]
	RLC-Config-DRB-AM-RECONFIG
	
	

	  logicalChannelIdentity[2]
	Not present
	
	

	  logicalChannelConfig[2]
	Not present
	
	

	}
	
	
	


<text skipped here>

–
PDSCH-ConfigDedicated-DEFAULT

Table 4.6.3-6: PDSCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3 for signalling test cases;

dB0 for others
	dB-3 for signalling test cases to reduce interference from PDSCH of intra-frequency neighbour cells
	1TX

	
	dB-3
	
	2TX

	}
	
	
	


–
PDSCH-ConfigDedicated-v1130-DEFAULT

Table 4.6.3-6AA: PDSCH-ConfigDedicated-v1130-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-v1130 ::= SEQUENCE {
	
	
	

	  dmrs-ConfigPDSCH-r11
	DMRS-Config-r11-DEFAULT
	
	

	  qcl-Operation
	FFS
	
	

	  re-MappingQCLConfigToReleaseList-r11
	Not present
	
	

	  re-MappingQCLConfigToAddModList-r11 SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF SEQUENCE {
	1 entry
	
	

	    pdsch-RE-MappingQCL-ConfigId-r11[1]
	1
	
	

	    optionalSetOfFields-r11[1] SEQUENCE {
	
	
	

	      crs-PortsCount-r11
	FFS
	
	

	      crs-FreqShift-r11
	FFS
	
	

	      mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          subframeConfigList
	FFS
	
	

	        }
	
	
	

	      }
	
	
	

	      pdsch-Start-r11
	FFS
	
	

	    }
	
	
	

	    csi-RS-ConfigZPId-r11[1]
	1
	
	

	    qcl-CSI-RS-ConfigNZPId-r11[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


–
PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10
	Not present
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


<text skipped here>

–
PUCCH-ConfigDedicated-DEFAULT

Table 4.6.3-9: PUCCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  ackNackRepetition CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  tddAckNackFeedbackMode
	Not present
	
	FDD

	
	multiplexing
	Multiplexing is selected as default to align with RAN4’s assumptions in RF tests. 
	TDD

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


–
PUCCH-ConfigDedicated-v1130-DEFAULT

Table 4.6.3-9AA: PUCCH-ConfigDedicated-v1130-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigDedicated-v1130-DEFAULT ::= SEQUENCE {
	
	
	

	  n1PUCCH-AN-CS-v1130 CHOICE {
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	2 entries
	
	

	      n1PUCCH-AN-CS-ListP1-r11[1]
	FFS
	
	

	      n1PUCCH-AN-CS-ListP1-r11[2]
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	  nPUCCH-Param-r11 CHOICE {
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      nPUCCH-Identity-r11
	FFS
	
	

	      n1PUCCH-AN-r11
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.6.3-9A: Void

–
PUSCH-ConfigCommon-DEFAULT

Table 4.6.3-10: PUSCH-ConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  pusch-ConfigBasic SEQUENCE {
	
	
	

	    n-SB
	1
	Typical configuration in real network
	

	    hoppingMode
	interSubFrame
	Typical configuration in real network
	

	    pusch-HoppingOffset
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter
	

	    enable64QAM
	FALSE
	
	

	  }
	
	
	

	  ul-ReferenceSignalsPUSCH SEQUENCE {
	
	
	

	    groupHoppingEnabled
	TRUE
	In accordance with “the RAN5 LTE UE Feature list”.
	

	    groupAssignmentPUSCH
	0
	Typical value in real network
	

	    sequenceHoppingEnabled
	FALSE
	In accordance with “the RAN5 LTE UE Feature list”.
	

	    cyclicShift
	0
	
	

	  }
	
	
	

	}
	
	
	


–
PUSCH-ConfigDedicated-DEFAULT

Table 4.6.3-11: PUSCH-ConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  betaOffset-ACK-Index
	9
	
	

	  betaOffset-RI-Index
	6
	
	

	  betaOffset-CQI-Index
	6
	
	

	}
	
	
	


–
PUSCH-ConfigDedicated-v1130-DEFAULT

Table 4.6.3-11AA: PUSCH-ConfigDedicated-v1130-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigDedicated-v1130-DEFAULT ::= SEQUENCE {
	
	
	

	  pusch-DMRS-r11 CHOICE {
	
	
	

	    release
	NULL
	
	

	    setup SEQUENCE {
	
	
	

	      nPUSCH-Identity-r11
	FFS
	
	

	      nDMRS-CSH-Identity-r11
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.6.3-11A: Void

–
RACH-ConfigCommon-DEFAULT

Table 4.6.3-12: RACH-ConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    numberOfRA-Preambles
	n52
	Assuming the number of dedicated preambles is 12.
	

	    preamblesGroupAConfig SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-104 (default)
	Thermal noise = -113 dBm

NF = 5 dB

IoT = 6 dB

Required SNR = -8 dB (See table 8.4.2-1 in TS 36.104 [30])

-> -110 dB

(default value is acceptable)
	

	  }
	
	
	

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n6
	Under the condition of Case 1 in RAN1 simulation assumptions, an UE with pathloss of CDF = 90% reaches the maximum transmit power in 4 successive retransmissions.

6 has been selected considering the margin of 2.
	

	    ra-ResponseWindowSize
	sf10
	The maximum value is preferable.
	

	    mac-ContentionResolutionTimer
	sf48
	Allows for a sufficient number of msg3 retransmissions.
	

	  }
	
	
	

	  maxHARQ-Msg3Tx
	4
	Under the condition of Target SIR = 2 dB, the probability of 2 transmissions is less than 1%. 4 has been selected considering the margin of 2.
	

	}
	
	
	


<text skipped here>

–
UplinkPowerControlDedicated-v1020-DEFAULT

Table 4.6.3-26A: UplinkPowerControlDedicated-v1020-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1020 ::= SEQUENCE {
	
	
	

	  deltaTxD-OffsetListPUCCH-r10
	Not Present
	
	

	  deltaTxD-OffsetListPUCCH-r10 SEQUENCE {
	
	
	TxD

	    deltaTxD-OffsetPUCCH-Format1-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format1a1b-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format22a2b-r10
	dB0
	
	

	    deltaTxD-OffsetPUCCH-Format3-r10
	dB0
	
	

	  }
	
	
	

	  pSRS-OffsetAp-r10
	0
	
	

	}
	
	
	


	Condition
	Explanation

	TxD
	When PUCCH Transmission Diversity is performed.


–
UplinkPowerControlDedicated-v1130-DEFAULT

Table 4.6.3-26BA: UplinkPowerControlDedicated-v1130-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1130 -DEFAULT ::= SEQUENCE {
	
	
	

	  pSRS-Offset-v1130
	FFS
	
	

	  pSRS-OffsetAp-v1130
	FFS
	
	

	  deltaTxD-OffsetListPUCCH-v1130  = SEQUENCE {
	
	
	

	    deltaTxD-OffsetPUCCH-Format1bCS-r11
	FFS
	
	

	  }
	
	
	

	}
	
	
	


–
UplinkPowerControlDedicatedSCell-r10-DEFAULT

Table 4.6.3-26B: UplinkPowerControlDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH-r10
	0
	
	

	  deltaMCS-Enabled-r10
	en0
	
	

	  accumulationEnabled-r10
	TRUE
	
	

	  pSRS-Offset-r10
	7
	
	

	  pSRS-OffsetAp-r10
	7
	
	

	  filterCoefficient-r10
	fc4
	
	

	  pathlossReferenceLinking-r10
	sCell
	
	

	}
	
	
	


<text skipped here>

4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO or HO-TO-EUTRA

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC or RBC-HO

	
	Not present
	
	SCell_AddMod

	  soundingRS-LU-ConfigDedicated
	Not present
	
	SRB or HO-TO-EUTRA 1

	
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-H or HO-TO-EUTRA O

	
	Not present
	
	RBC

	  cqi-ReportConfig-v920
	Not present
	
	

	  antennaInfo-v920
	Not present
	
	

	  antennaInfo-r10
	Not present
	
	

	  antennaInfoUL-r10
	Not present
	
	

	  cif-Presence-r10
	FALSE
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  csi-RS-Config-r10
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	Not present
	
	

	  pusch-ConfigDedicated-v1020
	PUSCH-ConfigDedicated-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  schedulingRequestConfig-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	SCell_AddMod

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	  }
	
	
	

	  csi-RS-ConfigNZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigNZP-r11[1]
	CSI-RS-ConfigNZP-r11-DEFAULT
	
	

	  }
	
	
	

	  csi-RS-ConfigZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigZP-r11[1]
	CSI-RS-ConfigZP-r11-DEFAULT
	
	

	  }
	
	
	

	  pdsch-ConfigDedicated-v1130
	PDSCH-ConfigDedicated-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  cqi-ReportConfig-v1130
	CQI-ReportConfig-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  pucch-ConfigDedicated-v1130
	PUCCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  pusch-ConfigDedicated-v1130
	PUSCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  uplinkPowerControlDedicated-v1130
	UplinkPowerControlDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	}
	
	
	

	Note: For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover

	SCell_AddMod
	Addition or modification of SCell

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA

	DL_CoMP
	Used for DL CoMP

	UL_CoMP
	Used for UL CoMP
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