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4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.2A.1
	UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	
	----- There are many sections skipped here ------
	
	
	
	

	
	
	
	
	
	

	Reporting of Channel State Information

	9.2.1.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.1.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.1.4_C.1
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA  TDD and Feature Group Indictor 115
	

	9.2.2.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.2.1_D
	FDD CQI Reporting under AWGN conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.2.2.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-1
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.2.2_D
	TDD CQI Reporting under AWGN conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C2xx2
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.3.1.1.1
	FDD CQI Reporting under fading conditions  – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.1.1.2
	TDD CQI Reporting under fading conditions – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.1.2.1_D
	FDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.1.2.2_D
	TDD CQI Reporting under fading conditions – PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.2.1.1
	FDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.3.2.1.1_1
	FDD CQI Reporting under fading conditions – PUCCH 1-0 (Release 9 and forward)
	Rel-9
	C15
	UE supporting E-UTRA FDD

(UE category 1)
	

	9.3.2.1.2
	TDD CQI Reporting under fading conditions – PUCCH 1-0
	Rel-8
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.3.2.1.2_1
	TDD CQI Reporting under fading conditions – PUCCH 1-0

(Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD

(UE category 1)
	

	9.3.2.2.1_D
	FDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	Cx1
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.2.2.2_D
	TDD CQI Reporting under fading conditions – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C28
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicators 104 and 110
	

	9.3.3.1.1
	FDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.3.1.2
	TDD CQI Reporting under fading conditions and frequency-selective interference – PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.1.1
	FDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.4.1.1.1_D
	FDD PMI Reporting – PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.1.1.2
	TDD PMI Reporting – PUSCH 3-1 (Single PMI)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.1.2_D
	TDD PMI Reporting – PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.4.2.1.1
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C11, C17
	UE supporting E-UTRA FDD

 and operating bands supporting 20 MHz Bandwidth
	

	9.4.2.1.1_1
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.4.2.1.1_D
	FDD PMI Reporting – PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.2.1.2
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C12, C18
	UE supporting E-UTRA TDD

 and operating bands supporting 20 MHz Bandwidth
	

	9.4.2.1.2_1
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.4.2.1.2_D
	TDD PMI Reporting – PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.5.1.1
	FDD RI Reporting– PUCCH 1-1
	Rel-8 and Rel-9 only
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.5.1.1_1
	FDD RI Reporting– PUCCH 1-1 (Release 10)
	Rel-10 only
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.5.1.1_2
	FDD RI Reporting– PUCCH 1-1 (Release 11)
	Rel-11
	C13
	UE supporting E-UTRA FDD

(UE categories 2-8)
	

	9.5.1.1_D
	FDD RI Reporting – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicators 103
	

	9.5.1.2
	TDD RI Reporting– PUSCH 3-1
	Rel-8 and Rel-9 only
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.5.1.2_1
	TDD RI Reporting– PUSCH 3-1 (Release 10)
	Rel-10 only
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.5.1.2_2
	TDD RI Reporting– PUSCH 3-1 (Release 11)
	Rel-11
	C14
	UE supporting E-UTRA TDD

(UE categories 2-8)
	

	9.5.1.2_D
	TDD RI Reporting – PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	MBMS Performance Testing

	10.1
	FDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C03
	UE supporting E-UTRA FDD and MBMS
	

	10.2
	TDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C04
	UE supporting E-UTRA TDD and MBMS
	


Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05
IF (A.4.1-1/1 AND A.4.2-1/2) THEN R ELSE N/A

	C06
IF (A.4.1-1/1 OR A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C07
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/3) THEN R ELSE N/A

	C08
IF (A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C09
IF (A.4.1-1/1 AND A.4.3-3a/1) THEN R ELSE N/A

	C10 
IF (A.4.1-1/2 AND A.4.3-3a/1) THEN R ELSE N/A

	C11
IF (A.4.1-1/1 AND A.4.3-3a/6) THEN R ELSE N/A

	C12 
IF (A.4.1-1/2 AND A.4.3-3a/6) THEN R ELSE N/A

	C13
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C14
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR  A.4.3-4/8)) THEN R ELSE N/A

	C15
IF (A.4.1-1/1 AND A.4.3-4/1) THEN R ELSE N/A

	C16
IF (A.4.1-1/2  AND A.4.3-4/1) THEN R ELSE N/A

	C17
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C18
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C19
IF (A.4.1-1/1 OR A.4.1-1/2 AND A.4.6.1-1/2 AND A.4.6.1-2/2) THEN R ELSE N/A

	C20
IF (A.4.1-1/1 OR A.4.1-1/2 AND A.4.6.1-1/2 AND NOT (A.4.6.1-2/1 OR A.4.6.1-2/2)) THEN R ELSE N/A

	C21
IF (A.4.1-1/1 OR A.4.1-1/2 AND A.4.6.3-1/1) THEN R ELSE N/A

	C22
IF (A.4.1-1/1 AND A.4.6.1-1/2) THEN R ELSE N/A

	C23
IF (A.4.1-1/1 AND A.4.6.3-1/1) THEN R ELSE N/A

	C24
IF (A.4.1-1/2 AND A.4.6.1-1/2) THEN R ELSE N/A

	C25
IF((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/103) THEN R ELSE N/A

	C26
IF((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104) THEN R ELSE N/A

	C27
IF((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104 AND A.4.4-3/109) THEN R ELSE N/A

	C28
IF((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104 AND A.4.4-3/110) THEN R ELSE N/A

	C29
IF (A.4.1-1/1 AND A.4.4-1/115) THEN R ELSE N/A

	C30
IF (A.4.1-1/2 AND A.4.4-1/115) THEN R ELSE N/A
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