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	Title:
(

	Change the IE value of System Information Block type 19 for TS36.521-3 TDD test case 4.3.4.1.
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	StarPoint

	Source to TSG:
(

	RAN5

	
	

	Work item code:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
(

	As per spec TS 25.304: If SrxlevServingCell > Sprioritysearch1 the UE may choose not to perform measurements of lower priority eutra cell.

SrxlevServingCell=Qrxlevmeas-Qrxlevmin-Pcompensation
Qrxlevmeas refers to measured cell RX level value, it is normally equal to P-CCPCH RSCP of the serving cell.
Qrxlevmin refers to Minimum required RX level in the cell (dBm).
Pcompensation = max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB), it's normally equal to 0
According to Table 4.3.4.1.5-2, P-CCPCH RSCP within T3 of Cell2 is -86 dBm, Qrxlevmin is equal to -103 dBm, and according to Table 4.3.4.1.4.3-2, Sprioritysearch1 is assigned to 0dB , therefore SrxlevServingCell will be greater than Sprioritysearch1.As a result, the UE may not perform measurement of Cell1 within T3.

	
	

	Summary of change:
(

	Modify the value of Sprioritysearch1 to 31 (62dB)  in Table 4.3.4.1.4.3-2.

	
	

	Consequences if 
(

not approved:
	The UE can not perform re-selection to Cell1 in step 8.

	
	

	Clauses affected:
(

	4.3.4.1
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	 Other core specifications
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	affected:
	
	X
	 Test specifications
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	 O&M Specifications
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	Other comments:
(

	This is an update of R5-131356 and the outcome of 1 revision to that document.


4.3.4.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and TS 34.108 [24] clause 6.1.0b with the following exceptions:

Table 4.3.4.1.4.3-1: Common Exception messages

	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.3-3

Table H.2.3-4

Table H.2.3-14

	Default RRC messages and information elements contents exceptions
	Table H.3.2-2


Table  4.3.4.1.4.3-2: System Information Block type 19: E-UTRA TDD- higher priority UTRA TDD inter RAT cell re-selection test case
	Derivation Path: 36.508 clause 4.4.4.1 Table 4.4.4.1-1: System Information Block type 19

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	5
	
	

	        s-PrioritySearch1
	31 (62dB)
	
	

	        s-PrioritySearch2
	Not present
	default value is 0
	

	        threshServingLow
	12 (24dB)
	
	

	      }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	
	n denotes the index of the entry
	

	      earfcn
	
	Downlink EARFCN of Cell 1
	

	      measurementBandwidth
	50
	Enumerated(6, 15, 25, 50, 75, 100)
	

	      priority
	4
	
	

	      qRxLevMinEUTRA
	-70 (-140 dBm)
	
	

	      threshXhigh
	2 (4 dB)
	
	

	      threshXlow
	23 (46 dB)
	Default value
	

	      eutra-blackListedCellList
	Not present
	
	

	      eutraDetection
	TRUE
	
	

	    }
	
	
	

	    nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	}
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