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== Start of the changes ==
4.4
Receiver exclusion band

The receiver exclusion band for terminals extends from the lower frequency of the allocated receiver band minus 85 MHz to the upper frequency of the allocated receiver band plus 85 MHz. The exclusions bands are as set out below:

- 2025 MHz to 2255 MHz (Band 1);

- 1845 MHz to 2075 MHz (Band 2);

- 1720 MHz to 1965 MHz (Band 3);

- 2025 MHz to 2240 MHz (Band 4);

- 784 MHz to 979 MHz (Band 5);

- 790 MHz to 970 MHz (Band 6);

- 2535 MHz to 2775 MHz (Band 7);

- 840 MHz to 1045 MHz (Band 8);

- 1759.9 MHz to 1964.9 MHz (Band 9);
- 2025 MHz to 2255 MHz (Band 10);
- 1390.9 MHz to 1580.9 MHz (Band 11);

- 644 MHz to 831 MHz (Band 12);

- 661 MHz to 841 MHz (Band 13);

- 673 MHz to 853 MHz (Band 14);

- 649 MHz to 831 MHz (Band 17);

- 775 MHz to 960 MHz (Band 18);
- 790 MHz to 975 MHz (Band 19);
- 706 MHz to 906 MHz (Band 20);

- 1410.9 MHz to 1595.9 MHz (Band 21);
- 3425 MHz to 3675 MHz (Band 22);

- 2095 MHz to 2285 MHz (Band 23);
- 1440 MHz to 1644 MHz (Band 24); 
- 1845 MHz to 2080 MHz (Band 25);

- 774 MHz to 979 MHz (Band 26);

- 767 MHz to 954 MHz (Band 27);
- 673 MHz to 888 MHz (Band 28);

- 632 MHz to 813 MHz (Band 29);
- 377.5 MHz to 552.5 MHz (Band 31);
- 1815 MHz to 2005 MHz (Band 33);

- 1925 MHz to 2110 MHz (Band 34);

- 1765 MHz to 1995 MHz (Band 35);

- 1845 MHz to 2075 MHz (Band 36);
- 1825 MHz to 2015 MHz (Band 37);
- 2485 MHz to 2705MHz (Band 38);

- 1795 MHz to 2005 MHz (Band 39);
- 2215 MHz to 2485 MHz (Band 40);
- 2411 MHz to 2775 MHz (Band 41);

- 3315 MHz to 3685 MHz (Band 42);
- 3515 MHz to 3885 MHz (Band 43);

- 618 MHz to 888 MHz (Band 44).
== THE END ==
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