Page 1



3GPP TSG-RAN WG5 Meeting #59 
(
R5-131805
Fukuoka, Japan, 20th - 24th May 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.508
	CR
	0414
	(

rev
	-
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	 Editorial update of generic procedure 4.5.2A

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI9_Test
	
	Date: (

	2013-05-09

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	 To align with updated pics name.  

	
	

	Summary of change:
(

	1. In Table 4.5.2A.3-1: UE registration with test mode activation procedure (state 1 to state 2A), TAU pics names are updated to
a. pc_TAU_connected_in_IMS
b. pc_TAU_idle_in_IMS


	
	

	Consequences if 
(

not approved:
	 The pics name will not be aligned with TS 36.523-2.

	
	

	Clauses affected:
(

	4.5.2A

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	 
	X
	 Test specifications
	TS/TR ... CR

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	This is an update of R5-131459 and the outcome of 1 revision to this document.


<Start of first modified section>
4.5.2A
UE Registration, UE Test Mode Activated (State 2A)

4.5.2A.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

- 
The Test USIM shall be inserted.

4.5.2A.2
Definition of system information messages

The default system information messages are used.

4.5.2A.3
Procedure

Table 4.5.2A.3-1: UE registration with test mode activation procedure (state 1 to state 2A)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 9a2
	Same procedure for steps 1 to 9a2 as specified in the procedure in clause 4.5.2.3 
	-
	-

	10
	The SS transmits an ACTIVATE TEST MODE message to activate UE radio bearer test mode procedure.
	<--
	RRC: DLInformationTransfer 

TC: ACTIVATE TEST MODE

	11
	The UE transmits an ACTIVATE TEST MODE COMPLETE message.
	-->
	RRC: ULInformationTransfer
TC: ACTIVATE TEST MODE COMPLETE

	12
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	RRC: SecurityModeCommand

	13
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	RRC: SecurityModeComplete

	14
	The SS transmits a UECapabilityEnquiry message to initiate the UE radio access capability transfer procedure.
	<--
	RRC: UECapabilityEnquiry

	15
	The UE transmits a UECapabilityInformation message to transfer UE radio access capability.
	-->
	RRC: UECapabilityInformation

	16
	The SS transmits an RRCConnectionReconfiguration message to establish the default bearer with condition SRB2-DRB(1, 0) according to 4.8.2.2.1.1.

This message includes the ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT.
	<--
	RRC: RRCConnectionReconfiguration
NAS: ATTACH ACCEPT

NAS: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

	17
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of default bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete

	-
	EXCEPTION: In parallel to the event described in step 18 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	
	

	-
	EXCEPTION: In parallel to the event described in step 18 below the generic procedure for IMS signalling in the U-plane specified in TS 36.508 subclause 4.5A.3 takes place if requested by the UE
	
	

	18
	This message includes the ATTACH COMPLETE message. The ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message is piggybacked in ATTACH COMPLETE.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH COMPLETE

NAS: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT

	-
	EXCEPTION: Steps18a1 to 18a3 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place if IMS voice not supported and pc_voice_PS_1_CS_2, pc_attach and pc_TAU_connected_in_IMS are set to TRUE. (Note 1)
	-
	-

	18a1
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE REQUEST

	18a2
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT

	18a3
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE

	-
	EXCEPTION: Steps18b1 to 18b6 describe behaviour that depends on UE configuration; the “lower case letter” identifies a step sequence that takes place if IMS voice not supported and pc_voice_PS_1_CS_2, pc_attach and pc_TAU_idle_in_IMS are set to TRUE. (Note 2)
	-
	-

	18b1
	The SS transmits an RRCConnectionRelease message to release the RRC connection.
	<--
	RRC: RRCConnectionRelease

	18b2
	The UE transmits an RRCConnectionRequest message.
	-->
	RRC: RRCConnectionRequest

	18b3
	The SS transmit an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	18b4
	The UE transmits an RRCConnectionSetupComplete message including a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: TRACKING AREA UPDATE REQUEST

	18b5
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT

	18b6
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE

	19
	The SS transmits an RRCConnectionRelease message to release RRC connection and move to RRC_IDLE (State 2A).
	<--
	RRC: RRCConnectionRelease

	NOTE 1:
The procedure is used with specific message with no IMS voice network support. The UE is configured for voice domain preference IMS PS voice preferred, CS Voice as secondary and to initiate EPS attach. The UE implementation supports TAU in connected mode,

NOTE 2:
The procedure is used with specific message with no IMS voice network support. The UE is configured for voice domain preference IMS PS voice preferred, CS Voice as secondary and to initiate EPS attach. The UE implementation supports TAU in idle mode,


4.5.2A.4
Specific message contents

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below.

Table 4.5.2A.4-1: RRCConnectionRequest (Step 2)
	Derivation Path: Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2A.4-2: UECapabilityInformation (Step 15)

	Derivation Path: Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2A.4-3: TRACKING AREA UPDATE REQUEST (Steps 18a1 and 18b4)
	Derivation Path: 36.508 Table 4.7.2-27 with condition combined_TA_LA


Table 4.5.2A.4-4: TRACKING AREA UPDATE ACCEPT (Steps 18a2 and 18b5)
	Derivation Path: 36.508 Table 4.7.2-24 with condition combined_TA_LA
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