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<Start of Modified Section>
9
Default Message Contents

9.1
Default Message Contents for Signalling

9.1.1
Default RRC Message Contents (FDD)

This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

[Text unchanged skipped]
Contents of RRC CONNECTION REQUEST message: TM

	Information Element
	Condition
	Value/remark
	Version

	Message Type
	
	
	

	Predefined configuration status information
	
	To be checked against requirement if specified
	Rel-5

	Initial UE identity
	
	
	

	        - CHOICE UE id type
	
	
	

	         - TMSI and LAI (GSM-MAP)
	
	Set to the UE's TMSI and LAI.
	

	Establishment cause
	
	To be checked against requirement if specified
	

	Protocol error indicator
	
	FALSE
	

	UE Specific Behaviour Information 1 idle
	
	This IE will not be checked by default behaviour, but in specific test case.
	

	Domain indicator
	
	To be checked against requirement if specified
	Rel-6

	· Call type
	
	To be checked against requirement if specified
	Rel-6

	UE capability indication
	
	To be checked against requirement if specified
	Rel-6

	Support for F-DPCH
	A1
	TRUE
	Rel-6

	Support for F-DPCH
	A2
	Not Present
	Rel-6

	UE Mobility State Indicator
	
	Not Present
	Rel-7

	Support for Enhanced F-DPCH
	
	To be checked against requirement if specified
	Rel-7

	HS-PDSCH in CELL_FACH
	
	To be checked against requirement if specified
	Rel-7

	MAC-ehs support
	
	To be checked against requirement if specified
	Rel-7

	DPCCH Discontinuous Transmission support
	
	To be checked against requirement if specified
	Rel-7

	Measured results on RACH
	
	To be checked against requirement if specified
	

	
	
	
	Rel-4

	Access stratum release indicator
	
	To be checked against requirement if specified
	Rel-4


	Condition
	Explanation

	A1
	This IE need  to be set to TRUE when F-DPCH is fully supported by the UE.

	A2
	This IE need to be absent  when F-DPCH is not fully supported by the UE.


<End of Modified Section>
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