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	Reason for change:
(

	This TTCN CR corrects the R5-130651 which required the UE to trigger attach procedure in steps 14, 22 and 30 via at+cgdcont followed by at+cgact instead of via other means (for example by at+cgatt=1).

The R5-130651 argues that some UEs may delete bearer context parameters after normal detach was completed and therefore may consequently fail to initiate attach. However this depends on UE implementation; some UE’s might keep the bearer context, some might delete it. Therefore the AT command used should depend on UE implementation capabilities, i.e. a PICS parameter.
A prose CR will be raised at next RAN5#59 meeting.

	
	

	Summary of change:
(

	Update behavior in steps 14, 22 and 30 dependent on UE capabilities. UE capabilities are represented by new pixit parameters pc_KeepEpsBearerParametersAfterNormalDetach.

	
	

	Consequences if 
(

not approved:
	A conformant UE may fail the testcase.

	
	

	Clauses affected:
(

	9.2.2.1.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	 
	x
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


Corrections required for test case 9.2.2.1.8
Change 1

	Testcase name
	9.2.2.1.8

	Reason for change
	This TTCN CR corrects the R5-130651 which required the UE to trigger attach procedure in steps 14, 22 and 30 via at+cgdcont followed by at+cgact instead of via other means (for example by at+cgatt=1).

The R5-130651 argues that some UEs may delete bearer context parameters after normal detach was completed and therefore may consequently fail to initiate attach. However this depends on UE implementation; some UE’s might keep the bearer context, some might delete it. Therefore the AT command used should depend on UE implementation capabilities, i.e. a PICS parameter.
A prose CR will be raised at next RAN5#59 meeting.

	Summary of change
	Update behavior in steps 14, 22 and 30 dependent on UE capabilities. UE capabilities are represented by new pixit parameters pc_KeepEpsBearerParametersAfterNormalDetach

	Source of change
	\9_2\NAS_Detach.ttcn


Before change:
	function fl_TC_9_2_2_1_8_Body() runs on EUTRA_PTC

{

  var NAS_MSG_Indication_Type v_NasInd;

  var SRB_COMMON_IND v_ReceivedAsp;

  var NasCount_Type v_NasCountUL;

  var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

  var NAS_AttDetValue_Type v_AttachType := f_GetEDetachType(NORMAL); // @sic R5s110176 sic@

  var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

  // create new GUTI with different S-TMSI

  var GutiParameters_Type v_Guti_2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_GutiParams);

  var template (value) MobileIdentity v_Guti;

  var template (omit) Null_Type v_NasCountReset;

  var float v_NoReactionTime := f_EUTRA_SetTimerToleranceMax( eutra_CellA, rrcTimer, 3.0 );

  timer t_T3450 := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 6.0);
…..

…..

  //@siclog "Step 13" siclog@

  f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

  //  Cause UE to initiate attach for the EPS services.

  //@siclog "Step 14" siclog@

  f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@
  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure

  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@
…..

…..

  //@siclog "Step 22" siclog@

  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure

  f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@
  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@

  //  Cause UE to initiate detach from the EPS services only

  //@siclog "Step 23" siclog@

  f_UT_InitiateDetach(UT);

  …..

…..

  //@siclog "Step 30" siclog@

  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure.

  f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@
  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@

  //  Cause UE to initiate detach from the EPS services only.

  //@siclog "Step 31" siclog@

  f_UT_InitiateDetach(UT); 
   …..

…..

  //@siclog "Step 37" siclog@

  //+  The SS releases the RRC connection.

  f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5s120314 sic@

}// end function fl_TC_9_2_2_1_8_Body


After change :

	function fl_TC_9_2_2_1_8_Body() runs on EUTRA_PTC

{

  var NAS_MSG_Indication_Type v_NasInd;

  var SRB_COMMON_IND v_ReceivedAsp;

  var NasCount_Type v_NasCountUL;

  var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

  var NAS_AttDetValue_Type v_AttachType := f_GetEDetachType(NORMAL); // @sic R5s110176 sic@

  var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

  // create new GUTI with different S-TMSI

  var GutiParameters_Type v_Guti_2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_GutiParams);

  var template (value) MobileIdentity v_Guti;

  var template (omit) Null_Type v_NasCountReset;

  var float v_NoReactionTime := f_EUTRA_SetTimerToleranceMax( eutra_CellA, rrcTimer, 3.0 );

timer t_T3450 := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 6.0);
…..

…..

  //@siclog "Step 13" siclog@

  f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

  //  Cause UE to initiate attach for the EPS services.

  //@siclog "Step 14" siclog@

  //f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@ 

  if (pc_KeepEpsBearerParametersAfterNormalDetach){      //Change 1 

     f_UT_TriggerAttach(UT); 

  }

  else {

      f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP");

  }    

  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure

  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@
…..

…..

  //@siclog "Step 22" siclog@

  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure

  //f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@
  if (pc_KeepEpsBearerParametersAfterNormalDetach){      //Change 1 

     f_UT_TriggerAttach(UT); 

  }

  else {

      f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP");

  }
  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@

  //  Cause UE to initiate detach from the EPS services only

  //@siclog "Step 23" siclog@

  f_UT_InitiateDetach(UT);
…..

…..

  //@siclog "Step 30" siclog@

  // The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure.

  //f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP"); // @sic R5-130651 sic@
  if (pc_KeepEpsBearerParametersAfterNormalDetach){        //Change1 

     f_UT_TriggerAttach(UT); 

  }

  else {

      f_UT_RequestAdditionalPDNConnectivity (UT, 1, "IP");

  }
  f_EUTRA_AttachProcedure (eutra_CellA, "No Verdict", NORMAL); // @sic R5s110176 sic@

  //  Cause UE to initiate detach from the EPS services only.

  //@siclog "Step 31" siclog@

  f_UT_InitiateDetach(UT);
…..

…..

  //@siclog "Step 37" siclog@

  //+  The SS releases the RRC connection.

  f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5s120314 sic@

}// end function fl_TC_9_2_2_1_8_Body


Change 2

	Testcase name
	9.2.2.1.8

	Reason for change
	This CR corrects the R5-130651 which required to trigger attach procedure in steps 14, 22 and 30 via at+cgdcont followed by at+cgact instead of via other means (for example by at+cgatt=1).

The R5-130651 argues that some UEs may delete bearer context parameters after normal detach was completed and therefore may consequently fail to initiate attach. However this depends on UE implementation; some UE’s might keep the bearer context, some might delete it. Therefore the AT command used should depend on UE implementation capabilities, i.e. a PICS parameter.

	Summary of change
	Add a new pixit parameter pc_KeepEpsBearerParametersAfterNormalDetach to the Parameters.ttcn 

	Source of change
	\PicsPixit\Parameters.ttcn


Before change:
	  modulepar boolean                     pc_ISR                      := false;           // @desc  Support of ISR

                                                                                        // Reference: 36.523-2 A.4.4-1/5

  modulepar boolean                     pc_ImmConnect               := false;           // @desc  Immediate connection supported for all circuit switched basic services

                                                                                        // Reference: 34.123 A.4.4/6

  modulepar boolean                     pc_LocalTimeZone            := false;           // @desc  Support of storage of the local time zone

                                                                                        // Reference: 36.523-2 A.4.4-1/14

  modulepar boolean                     pc_LoggedMeasurementsIdle   := false;           // @desc  Support of logged measurements in RRC_IDLE

                                                                                        // Reference: 36.523-2 A.4.4-1/62

  modulepar boolean                     pc_Manual_CSG_Selection     := false;           // @desc  Support of Manual CSG selection

                                                                                        // Reference: 36.523-2 A.4.4-1/49


After change :

	  modulepar boolean                     pc_ISR                      := false;           // @desc  Support of ISR

                                                                                        // Reference: 36.523-2 A.4.4-1/5

  modulepar boolean                     pc_ImmConnect               := false;           // @desc  Immediate connection supported for all circuit switched basic services

                                                                                        // Reference: 34.123 A.4.4/6

  modulepar boolean                     pc_KeepEpsBearerParametersAfterNormalDetach := false;      //Change 2
  modulepar boolean                     pc_LocalTimeZone            := false;           // @desc  Support of storage of the local time zone

                                                                                        // Reference: 36.523-2 A.4.4-1/14

  modulepar boolean                     pc_LoggedMeasurementsIdle   := false;           // @desc  Support of logged measurements in RRC_IDLE

                                                                                        // Reference: 36.523-2 A.4.4-1/62

  modulepar boolean                     pc_Manual_CSG_Selection     := false;           // @desc  Support of Manual CSG selection

                                                                                        // Reference: 36.523-2 A.4.4-1/49
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