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5
GPS information

5.1
GPS Scenario and Assistance data for Assisted GPS signalling tests

5.1.1
General

This subclause defines the GPS scenario and the associated assistance data that shall be used for all UTRA Assisted GPS signalling tests defined in TS 37.571-2 [7] subclauses 6.1.1 to 6.1.3.

The satellite simulator (SS) shall generate the six satellite signals defined in subclause 5.1.2 and shall provide assistance data as defined in subclause 5.1.3.

5.1.2
GPS Scenario

The following GPS scenario shall be used. The assistance data specified in the following subclauses is consistent with this GPS scenario:

-
Yuma Almanac data: see file Tokyo Yuma.txt in the GPS data sig zip file specified in Annex A
-
UE location and Reference location: static at latitude: 35 degrees 40 minutes north, longitude: 139 degrees 45 minutes east, (Tokyo) height: = 50m

-
Start time: 12th September 2003 21:30:00

-
Visible satellites simulated: PRNs: 4, 6, 9, 10, 13, 22.
-
Ionospheric model: see values in subclause 5.1.3.4
-
The levels of the simulated satellites shall all be at -125dBm +/- 6dB

5.1.3
Assistance Data

Where assistance data is required on a per-satellite basis, or where the values of the data also varies with time it is specified in comma-separated-variable files in the GPS data sig zip file specified in Annex A. These files specify the values to be used for each satellite, indexed by satellite PRN, and, where applicable, the values to be used indexed by both time and satellite PRN.

Assistance data that is marked as “time varying” and the GPS TOW msec field are only specified and used in 1 second increments. Interpolation between these values shall not be used.

The accuracy of the GPS TOW msec and assistance data that is marked as “time varying” in the provided assistance data shall be within +/- 2 s relative to the GPS time in the system simulator.
Assistance data Information Elements and fields that are not specified shall not be used.

The information elements detailed below are fully defined in 3GPP TS 25.331 [16]

5.1.3.1
Assistance Data Reference Time

Reference Time

Reference Time (Fields occurring once per message)

	Information Element
	Units
	Value/remark
	Release

	GPS Week
	weeks
	211
	

	GPS Week Cycle Number
	
	1
	Rel-10 onwards

	GPS TOW msec
	msec
	509400 s. Start time. Add integer number of 1 seconds as required. (Note)
	

	UE Positioning GPS ReferenceTime Uncertainty
	
	125 (2.127 seconds)
	Rel-7 onwards

	Note: GPS TOW msec
This is the value of GPS TOW msec when the GPS scenario is started in the GPS simulator. The value of GPS TOW msec to be used in the Reference Time IE shall be calculated at the time the IE is required by adding the elapsed time since the time the scenario was started in the GPS simulator to this value, rounded up to the next 1 second interval. This “current GPS TOW msec” is then also used to determine the value of any other Information Elements marked as “Time varying” in subclause 5.1.3
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